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TIIE GENERAL HARBOUR (SHIP, CARGO, AND DOCK 
SAFETY) REGULATIONS 1968 

ARTHUR PORRITT, Governor-General 

ORDER IN COUNCIL 

At the Govemmenit House at Wefiington this 16th day of December 1968. 

Present: 
HIS EXCELLENCY THE GOVERNOR-GENERAL IN COUNCIL 

PuRSUANT to the Harbours Act 1950, His Excellency the Governor
General, acting by and with the advice and consent of the Executive 
Council, hereby makes the following regulations. 
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REGULATIONS 

PART I-PRELIMINARY 

1. Title and commencement-( 1) These regulations may be cited as 
the General Harbour (Ship, Cargo, and Dock Safety) Regulations 1968. 

(2) These regulations shall come into force on the fourteenth day 
after the date of their notification in the Gazette. 
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2. Interpretation-( 1) In these regulations, unless the context other
wise requires,-

"The Act" means the Harbours Act 1950: 
"Certificate of test" means a certificate given by a person nominated 

by the Harbourmaster and approved by the Chief Inspector of 
Explosives In respect of an oil tank or other part of a ship 
which has been carrying Class A, Class B, or Class C oil 
products or dangerous goods, and certifying that he has carried 
out a test with an apparatus of a kind approved by the 
Chief Inspector of Explosives as being accurate and reliable 
for the detection of inflammable or toxic vapour or gas and has 
found the tank or other part of the ship being tested to be 
free therefrom: 

"Chief Inspector of Explosives" means the Chief Inspector of 
Explosives within the meaning of section 6 of the Explosives 
Act 1957: 

"Class A oil cargo", "Class B oil cargo", and "Class C oil cargo" 
mean cargo consisting of Class A oil products, Class B oil 
products, and Class C oil products, respectively: 

"Class A oil products" means oil having a closed flashpoint of less 
than 73 degrees Fahrenheit; and, without limiting the 
generality of the foregoing provisions of this definition, includes 
motor spirit, aviation spirit, benzine, benzo~ methylated spirits, 
and low-flash distillate, and also such alcohols and crude oils 
as have such a flashpoint; and also includes any other liquids 
and materials that are dangerous goods of Class I under the 
Dangerous Goods Act 1957: 

"Class B oil products" means oil having a closed flashpoint of 
less than 150 degrees Fahrenheit but not less than 73 degrees 
Fahrenheit; and, without limiting the generality of the fore
going provisions of this definition, includes kerosene and burning 
oil, and also such alcohols and crude oils as have such a 
flashpoint; and also includes any other liquids and materials 
that are dangerous goods of Class II under the Dangerous Goods 
Act 1957: 

"Class C oil products" means oil having a closed flashpoint of not 
less than 150 degrees Fahrenheit; and, without limiting the 
generality of the foregoing provisions of this definition, includes 
gas oil, diesel oil, fuel oil, lubricating oil, bitumen, and animal 
and fish oils, and also such crude oils as have such a fla:shpoint; 
but does not include tallow: 

"Dangerous goods" has the same meaning as in the Dangerous 
Goods Act 1957: 

"Explosives" has the same meaning as in the Explosives Act 1957, 
but does not include safety cartridges of Class 6, Division 1, or 
fireworks of Class 7, Division 3, in both cases as specified in the 
Schedule to that Act: 

"Flashpoint", in relation to any oil, liquid, or spirit, means the 
flashing point thereof as determined in accordance with the 
Dangerous Goods Regulations 1958*: 

*S.R. 1958/76 
Amendment No. I: S.R. 1961/149 
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"Forklift vehicle" means every type of vehicle equipped with forks 
or tynes for lowering, hoisting, or conveying goods, cargo, gear, 
or any other thing by means of its own power; and includes a 
straddle carrier and such other similar type df vehicle as the 
Chief Surveyor of Slrips may from time to time specify: 

"General Harbour Regulations" includes these regulations and any 
other regulations made under section 241 of the Act: 

"Harbourmaster", in relation to any harbour, means the Harbour
master of that harbour appointed under section 42 of the Act, 
by whatever title he is locally known; and includes any pilot or 
other person acting under his direction or as his deputy: 

"In bulk", in relation to oil products of any class, means loaded on 
to or discharged from a ship by a pipeline system: 

"Inflammable liquid" means any oil, liquid, or spirit having a 
flashpoint of less than 150 degrees Fahrenheit: 

"Inspector of Explosives" means an Inspector of Explosives within 
the meaning of section 8 of the Explosives Act 1957: 

"Master", in relation to any ship or boat or other vessel, includes 
any person in charge of any such ship, boat, or vessel: 

"Minister" means the Minister of Marine; and includes any officer, 
person, or authority acting by or under the direction of the 
Minister: 

"Oil" means oil of any description; and includes spirit produced 
from oil and dil mixed with water: 

"Owner", in relation to any dock, wharf, quay, or slipway, includes 
a lessee of the dock, wharf, quay, or slipway: 

"Owner", in relation to a vessel, includes the agent of the owner, 
and also includes a charterer: 

"Owner of the installation" includes the person on whose behalf or 
to or from or on whose premises oil products of any class or any 
liquid derived therefrom are being conveyed, loaded, unloaded, 
stored, or re-stored, stowed or re-stowed; and includes the 
superinteJldent or person in charge of those premises: 

"Packed", in relation to oil products of any class, means loaded on 
to or discharged from a ship otherwise than in bulk: 

"Petrol ship" means any ship (not being a tank ship) which-
(a) Has on board or is about to take on board a cargo the 

whole or any part of which consists of Class A or Class B oil 
products; or 

(b) Has discharged any cargo consisting of any such oil 
products, but the holds and tanks of which have not been 
rendered free from inflammable vapour to the satisfaction of 
the Harbourmaster: 

"Port Safety Inspector" means an officer of the Marine Department 
holding office as a Port Safety Inspector: 

"Register length" or "length", in relation to any ship, means the 
length of the ship measured from the foreside of the head of 
the stem to the afterside of the head of the stern post, or to the 
foreside of the head of the rudder stock if no stern post is 
provided: 

"Safety lamp" means a lamp of a kind which has been certified 
or approved by the Chief Inspector of Explosives as being of 
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flame-proof or explosive-proof construction for use where in
flammable vapours or gases are likely to be present: 

"Surveyor of Ships" means a Surveyor of Ships within the meaning 
of section 13 of the Shipping and Seamen Act 1952: 

"Tank ship" or "tanker" means any ship which-
(a) Is specially constructed, or has a compartment or com

partments specially constructed, for the carriage in bulk of 
oil products of any class; and 

(b) Either-
(i) Has on board or is about to take on board a cargo the 

whole or any part of which consists of Class A, 
Class B, or Class C oil products in bulk; or 

(ii) Has discharged any cargo consisting of any such oil 
products in bulk, but the holds, tanks, and com
partments of which have not been rendered free 
from inflammable vapour to the satisfaction of the 
Harbourmaster: 

"Wire gauze" means a gauze made of copper or brass wire of not 
less than 0'014 in. diameter (28 Birmingham Wire Gauge) and 
having not less than 28 meshes to the lineal inch. 

(2) In these regulations, the expressions "Commonwealth country", 
"New Zealand ship", "foreign-going ship", and "home-trade ship" 
have the same meanings as they have under the Shipping and Seamen 
Act 1952. 

(3) Expressions used in these regulations which are defined ,in the Act 
have the meanings so defined. 

3. Duties of master to devolve on owner in certain cases-Where by 
any provision of these regulations any obligaJtion or duty is imposed upon 
the master of any ship, that obligation or duty shall, in the case of a 
ship that has no master, be performed or carried out by the owner of the 
ship. 

4. Master and owner deemed severally to have committed an 
offence in certain cases-Where by any provision of these regulations 
any duty or obligation is imposed on both the master and the owner of 
any ship, then, if that provision is not complied with, the master and 
the owner shall be deemed severally to have committed an offence 
against these regulations: 

Provided that any such provision may be complied with by either the 
master or the owner, and compliance by one shall for the purposes of 
these regulations be deemed to be compliance by the other. 

PART II-GENERAL SAFETY PROVISIONS RELATING TO SHIPS IN PORT 

5. Ships in harbour to maintain persons on board to ensure safety
( 1) The master of any ship not exceeding 145 ft register length, or of 
any punt, barge, or lighter which does not have its own means of 
propulsion, or of any ship for which no articles of agreement with the 
crew are in force, shall, when it is in any harbour, maintain on board 
to ensure its safety such persons at such times as .the Harbourmaster 
may require. 



1984 General Harbour (Ship, Cargo, and Dock 
Safety) Regulations 1968 

1968/240 

(2) The master of any ship over 145 ft register length, excluding a 
punt, barge, or lighter which does not have its own means of propulsion, 
shall, at all times when the ship is in any harbour and articles of agree
ment with the crew are in force and deck officers or seamen are not 
otherwise on duty, provide for a wakeful watch being maintained by a 
seaman or other competent watchman. 

(3) Every master of any ship who orders any seaman or requires any 
watchman, not being a seaman, to maintain a wakeful watch over any 
ship or adjacent ships in any harbour shall clearly instruct that seaman 
or watchman in writing as to his duties. 

(4) The duties of every such seaman or watchman shall include
(a) Observation of all persons who leave or board any such ship 

during his period of watch: 
(b) The immediate reporting to the master of any such ship or to the 

police or harbour authority of any incident endangering or 
likely to endanger any such ship or any person on board: 

(c) The sounding, in the case of fire on any such ship, of that ship's 
alarms. 

(5) Every seaman or watchman instructed in accordance with sub
clauses (3) and (4) of this regulation shall be responsible for the proper 
performance of his duties, and shall render assistance to the Harbour
master, and to any constable, Surveyors of Ships, Port Safety Inspector, 
or any other duly authorised public officer. 

(6) The owner of any ship, punt, barge, or lighter, which does not 
have a master shall perform the duties required to be performed under 
this regulation by the master of that ship, punt, barge, or lighter. 

6. Prohibition on smoking, ignition of matches, etc., in holds and 
hatchways-Subject to regulation 26 of the General Harbour (Nautical 
and Miscellaneous) Regulations 1968* and regulation 69 of these regula
tions, no person shall smoke or ignite any match or otherwise create 
any fire or flame in any hold or in the vicinity of any open hold or 
any open hatchway of any ship, other than a pleasure yacht (being a 
ship however propelled used exclusively for pleasure and not carrying 
goods or passengers for hire), while that ship is moored in a harbour 
or is lying alongside any wharf. 

7. Harbourmaster's right of entry on ships in port-The Harbour
master shall have a right of entry upon any ship or place within any 
harbour to search for and, if found, to extinguish any illegal fire or 
light therein, and to do all things that, and to give such orders as, he 
may consider necessary or expedient with a view to the safety and 
interest of the whole of the shipping and of the harbour. 

8. Fire on board ship-In the event of fire occurring on boaI1d a ship 
in harbour every person in charge of and every crew member of any 
ship or boat shall afford such assistance towards extinguishing the 
fire, and towards the protection of other ships, as the Harbourmaster 
may require; and the master of the ship or boat on which the outbreak 
of fire has occurred shall immediately ,inform the nearest fire brigade 
of the fire. 

"S.R. 1968/239 
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9. Gangways and accommodation ladders- (1) The master of every 
ship of 70 ft or more in length shall, while lying alongside any wharf, 
keep for the use of persons coming from or going on board the ship a 
proper and secure gangway or accommodation ladder not less than 22 in. 
wide, and fenced throughout on each side to a clear height of not less 
than 2 ft 9 in.; but in the case of the ship's accommodation ladder fencing 
shall be necessary on one side only if the other side is properly protected 
by the ship's side. 

(2) Except where the gangway or ladder is completely enclosed, the 
master shall cause a gangway net of such specifications as may be 
approved by a Surveyor of Ships or a Port Safety Inspector to be rigged, 
secured, and maintained beneath the gangway or ladder to the 
satisfaction of that Surveyor or Inspector. 

(3) The master shall ensure that every gangway and accommodation 
ladder provided under this section is rigged at such an angle and in 
such a manner as will render it safe for any person using it. 

(4) Where an accommodation ladder provided in accordance with 
subclause (1) of this regulation is fitted with fixed steps, and only the 
edges of the steps provide a footing, duck boards with strongly secured 
transverse treads at suitable stepping intervals and of sufficient width 
to substantially cover the step shall be laid over the steps and shall be 
well fitted and effectively secured to them. 

(5) Every gangway and accommodation ladder provided -in accordance 
with subclause (1) of this regulation shall be sited by -the master so as 
to ensure that no temporary pipelines associated with cargo-working 
operations, and, so far as practicable, no sling loads associated with 
cargo-working operations, pass overhead during the operations. 

(6) In the case of any ship of less than 70 ft in length, the master 
shall, at all times when the ship is lying alongside any wharf, ensure 
that the provisions for embarking or disembarking persons are safe. 

10. Gangway resting on ship's rail-In the event of the outer end of 
any such gangway resting on the ship's side rail, the master of the ship 
shall provide and maintain substantial steps fixed to lead from the end 
of the gangway to the ship's deck. 

11. Gangway to be provided by ship with the higher freeboard 
where one ~hip ~ lying ~ongside another-(l) In every case 
where one shlp 18 lymg alongslde another, the master of the ship with 
the higher freeboard shall ensure that an appliance is provided 
and is fixed so as to give a safe means of access for persons to pass to 
and from his ship to the other: 

Provided that it shall not be necessary to make such provision 
where conditions are such that persons can pass in safety as aforesaid 
without the aid of an appliance. 

(2) In cases where ships lying alongside each other have freeboards 
of id~tical h~ghts, the appli~ce required pursuant to subclause (1) 
of thlS regulatIon shall be prOVIded by the master of the ship furthest 
from the dock, wharf, or quay, as the case may be. 
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(3) The appliance to be provided in accordance with subclause (1) 
of this regulation shall, unless it substantially complies with the pro
visions of subclause (1) of regulation 9 of these regulations, be a ladder 
or other suitable means of sound material and construction and adequate 
length. The appliance shall-

(a) Be properly secured to prevent slipping: 
(b) Comply with the provisions of subclause (2) of regulation 9 of 

these regulations in respect of a net: 
( c) Otherwise be suitable for the purpose for which it is provided. 

12. Lights to be exhibited over gangways and accommodation lad
ders-In cases in which, by regulations 9, 10, and 11 of these regulations, 
it is required that a ship shall have a gangway or accommodation ladder 
fixed, the master of the ship shall from sunset to sunrise exhibit a bright 
white light in such a position as will illuminate the whole length of 
the gangway or accommodation ladder. 

13. Lights over hatches-Whenever a hatch of a ship is open for 
the purpose of working cargo or otherwise, and there is not sufficient 
daylight for persons working at or near the hatch or passing near 
the hatch to see clearly whether or not it is open, the master of the ship 
shall place at the hatch a light or lights to enable persons to see that 
it 'is open, and shall maintain that light during the time the hatch is so 
open and insufficiently lighted. Every such light shall have at least the 
intensity of illumination required by paragraph (a) of subclause (1) of 
regulation 18 of these regulations. 

14. Light to mark suitable place for persons to board-The master 
of every ship on board of which persons reside, lying alongside of 
any wharf, shall keep burning a bright white light, from sunset to 
sunrise, to mark the most suitable place for persons to go on board 
or leave the ship. 

15. Hatchways to be guarded-After work has ceased for the day on 
board of any ship, the master shall, in order to prevent accidents, 
ensure that all hatchways are efficiently protected, and before closing 
the hatches he or another of the ship's officers shall go into the hold 
and !into the between-decks and satisfy himself ·tih:at there are no signs 
or likelihood of fire. 

PART IV-LOADING AND UNLOADING SHIPS AND HANDLING 
CARGO OR COAL 

16. Testing of cargo gear-(I) All cargo gear used for loading or 
discharging cargo or coal into or from a ship, hulk, barge, lighter, or 
store ship shall be tested and examined in the manner specified in the 
General Harbour (Safe Working Load) Regulations 1935*. 

(2) All such gear shall be thoroughly inspected once in every period 
of 12 months: 

Provided that the thorough inspection may be deferred for a period 
of up to three months beyond the period of 12 months if-

-Ct/nll., 11 July 1935. Vol. H. 1'. 1863 
Repnnted WIth Amendment No. 1: S.R. 1954/134 
Amendment No. 2: S.R. 1961/68 
Amendment No. 3: (R.vok.d by S.R. 1967/131) 
Amendment No. 4: S.R. 1967/131 
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(a) Approval has been given by a Surveyor of Ships; and 
(b) The master of the ship has, if required by the Surveyor, certified 

in writing that-
(i) All such gear has been maintained in good order and 

condition since the previous thorough inspection or thorough 
examination (whichever took place the later) ; and 

(ii) In his opinion the gear is sound and fit for a further 
period of up to three months' use. 

(3) All such gear shall be thoroughly examined once in every four 
years: 

Provided that the thorough examination may be deferred for a 
period of up to three months beyond the aforesaid four years if-

(a) Approval has been given by a Surveyor of Ships; and 
(b) The master of the ship has, if required by the Surveyor, certified 

in writing that-
(i) All such gear has been maintained in good order and 

condition since the previous thorough inspection; and 
(ii) In his opinion the gear is sound and fit for a further 

period of three months' use. 
(4) For the purposes of this regulation the expression "thorough 

inspection" means a visual inspection which has been carried out in 
order to satisfy the person making the inspection that the gear inspected 
(and its parts) 'is likely to be safe for a further period and is in efficient 
working order; and the expression "thoroughly inspected" has a cor
responding meaning. The visual inspection may be supplemented by such 
tests and other means of inspection as the person carrying out the inspec
tion considers necessary. 

(5) In order to facilitate the carrying out of a thorough inspection, 
,the master of the ship to be inspected, or the owner of the cargo gear 
shall, at the request of the person making the 'inspection, dismantle such 
part of the gear as may be necessary to enable him to carry out the 
inspection. 

(6) For the purpose of this regulation the expression "thorough 
examination" means a visual examination which has been carried out in 
order to satisfy the person making the examination that the gear (and 
its parts )is likely to be safe for a further period, is in efficient working 
order, and is likely to continue to properly fulfil its purpose during that 
period; and "thoroughly examined" has a corresponding meaning. The 
visual examination may be supplemented by such tests and other means 
of examination as the examiner considers necessary. 

(7) In order to facilitate the carrying out of a thorough examination, 
the master of the ship to be examined, or the owner of the cargo gear 
shall dismantle all gear in preparation for the examination. 

(8) The cargo gear shall, at the time prescribed for its thorough 
examination, be subjected to a special proof test (as prescribed by 
regulation 88 of the General Harbour (Safe Working Load) Regulations 
1935*), and that gear shall then be thoroughly examined after that test 
has been carried out. 

·Gazette 11 July 1935, Vo\. H, p. 1863 
Reprinted with Amendment No. I: S.R. 1954/134 
Amendment No. 2: S.R. 1961/68 
Amendment No. 3: (Revoked by S.R. 1967/131) 
Amendment No. 4: S.R. 1967/131 
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(9) All running gear and other appliances used for loading or 
unloading cargo shall be inspected from time to time, and the owners 
shall at all times maintain their gear and appliances in good order 
and condition. 

(10) Every examination, inspection, and test prescribed by this regula
tion shall be carried out by 'a Surveyor of Ships or other officer appointed 
for the purpose by ,the Chief Surveyor of Ships. 

(11) The Surveyor or other officer appointed for the purpose by the 
Chief Surveyor of Ships may order such ahera60ns or repairs to be made 
to the gear or appliances as he may consider necessary, or he may 
prohibit the use of such gear or appliances as he considers unsafe for use; 
and the owner thereof shall ensure that no such gear or appliance is 
used until the Surveyor has certified it to be again safe for use. 

(12) The owner of the gear or appliance may, in writing, appeal to 
the Secretary for Marine against any such order or prohibition, but shall 
ensure that the gear or appliance is not used pending the receipt of the 
decision on his appeal. The Secretary for Marine shall, in considering 
any such appeal have regard to the rules of natural justice, and, if so 
requested, give his decision to the owner in writing together with his 
reasons for it. 

(13) Nothing in this regulation shall apply with respect to any lifting 
machinery, derricks, or other gear forming part of the equipment of a 
fishing boat registered under Part I of the Fisheries Amendment Act 
1963. 

17. Means of access from deck to hold-(l) If the depth from the 
level of the deck of any ship to the bottom of the hold exceeds 5 ft, 
safe means of access from the deck to the hold in which work is being 
carried on shall be maintained by the owner and, where appropriate, 
the master of the ship. 

(2) Except as hereinafter provided in this regulation, the access referred 
to in sub clause (1) of this regulation shall be afforded by ladder, and by 
ladder cleats or cups on the coarnings. The access shall not be considered 
safe-

(a) Unless the ladders between the lower decks are in the sarne line 
as the ladder from the top deck, if the same is practicable, 
having regard to the position of the lower hatch or hatches: 

(b) Unless the ladders provide a foothold of a depth (including any 
space behind the ladder) df not less than 4t in. and for a width 
of 10 in. and a firm handhold : 

(c) Unless the cleats or cups provided on coarnings-
(i) Provide a foothold of a depth (including any space 

behind the cleats or cups) of not less than 4i in. and for a width 
of 10 in. and a firm handhold: 

(ii) Are so constructed as to prevent a man's foot slipping 
off' the side: 

(iii) Are placed vertically one above the other and in the 
same line as the ladders to which they give access: 

(d) Unless the cargo is stowed sufficiently far from the ladder to 
leave at each rung of the ladder a foothold of a depth 
(including any space behind the ladder) of not less than 4i in. 
and for a width of 10 in. and a firm handhold: 
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( e) Unless there is room to pass between a winch or other obstruction 
and the coamings at the place where the ladder leaves the 
deck: 

(f) If the ladder is recessed under the deck more than is reasonably 
necessary to keep the ladder clear of the hatchway. 

(3) Notwithstanding the provisions of sub clause (2) of this clause, 
the access may be afforded-

(a) Where the provision of a ladder on a bulkhead or in a trunk 
hatchway can be shown to be unreasonable or impracticable, by 
cleats or cups complying with the requirements of paragraph 
(c) of subclause (2) of this regulation: 

(b) By ladders or steps, separate from any hatchway or sloping 
from deck to deck, if the ladders or steps comply with the 
requirements of paragraphs (b), (d), and (e) of subclause (2) 
of this regulation. 

(4) The owner and master of a ship shall ensure that the ship's shaft 
tunnels are equipped with adequate handholds and footholds on each 
side. 

18. Lighting to be provided during the carrying out of certain opera
tions-( 1) When loading, unloading, or related operations are in 
progress on any ship or raft, the owner and master of the ship or raft 
shall ensure that the intensity of illumination is, as nearly as practic
.able,-

(a) At least 20 lux (2 lumens per square foot) at places on board the 
ship or raft where loading, unloading, or related operations 
are actually in progress: 

,(b) At least 8 lux (0.8 of a lumen per square foot) at all other places 
on board the ship or raft over or on which persons employed 
in the loading, unloading, or related operations are required 
to proceed in the course of their employment or to which they 
have a right of access. 

(2) When loading, unloading, or related operations are in progress 
.on any dock, wharf, or quay (including any building or installation 
constructed on any such dock, wharf, or quay), the person in charge 
of the loading, unloading, or other operations shall ensure that the 
intensity of illumination is, as nearly as practicable,-

(a) At least 20 lux (2 lumens per square foot) at places where the 
loading, unloading, or related operations are actually in pro
gress: 

(b) At least 5 lux (0.5 df a lumen per square foot) at all other places 
(being places on any such dock, wharf, or quay) to which 
persons employed in loading, unloading, or related operations 
are required to proceed ,in the course of their employment or to 
which they have a right of access. 

(3) The illumination standards specified in subclauses (1) and (2) 
of this regulation refer to illumination in a horizontal plane at a height 
of 3 ft above the working surface. 

19. T-irons--(l) Every person using a T-iron used for working a 
bull rope when moving cargo on a ship shall ensure that it is securely 
bolted or keyed to the hatch coaming. 

(2) The T of the iron shall be not less than 3 in. in diameter. 
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20. Bridles-( 1) The person in charge of cargo loading and unloading 
operations shall ensure that proper and efficient bridles are shackled 
securely to the ends of fore-and-aft or athwartship beams, with lanyards 
provided so that those beams may be shipped and unshipped without 
danger to any person. 

(2) It shall not be necessary for a person to leave the deck for the 
purpose of attaching or removing bridles. 

21. Hatch covers to be marked-(l) The owner and master of every 
ship shall ensure that all hatch covers are kept plainly marked to 
indicate the deck and hatch to which they belong and their position 
therein: 

Provided that this regulation shall not apply in cases where all the 
hatch covers of a ship are interchangeable. 

(2) This regulation shall apply to fore-and-aft beams and thwart
ship beams in the same way as it applies to hatch covers. 

22. Maintenance of beams-(l) The owner and master of every ship 
shall ensure that all fore-and-aft and thwartship hatch beams and all 
hatch coverings on his ship are maintained in good condition. 

(2) When fore-and-aft hatch beams are made of wood, the owner and 
master of the ship shall ensure that the ends are properly shod with iron, 
steel, or other hard metal. 

23. Hand grips to be provided-The owner and master of every ship 
shall ensure that adequate hand grips are provided on all hatch cover
ings, having regard to their size and weight, unless the construction 
of the hatch or the hatch coverings is of a character rendering the 
provision of hand grips unnecessary. 

24. Spaces to be left near hatch coamings- (1) For the purpose of 
ensuring the safety of persons engaged in removing, replacing, or 
securing hatch covers or ha:tch beams and 'the provis1ion of access to any 
such cover or beam, the owner and master of the ship being loaded or 
unloaded shall ensure that a clear space of not less than 3 ft, measured 
outward from 'the ,inside of the coaming plate, is provided around the 
hatch coaming and hatch beams at that part of the hatch roaming 
where the removall, replacement, or securing of the hwtch covering or 
hatoh beam is to take p1ace: 

Provided that, in the case df ships having permanent structures in 
the between or shelter decks which restrict the space between the 
Structure and the hatch coaming or hatch beam at the point where the 
cover or beam is to be removed, replaced, or secured to less than 3 ft 
as aforesaid, the master of the ship shall make provision for the safety of 
persons engaged in the removal, replacement, or securing of hatch 
coverings or hatch beams to the satisfaction of a Surveyor of Ships or a 
Port Safety Inspector. 

(2) Subject to the provisions of sub clause (1) of this regulation, the 
owner and master shall, for the safety of persons working 'in holds below 
open hatchways, ensure that cargo is not stowed within 2 ft (measured 
outward from the ,inside of the coaming plate) of the edge of a hatchway 
while any person is employed in loading or unloading cargo through 
tha.t ha.tch. 
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(3) Where deck cargo is carried and it extends above the level of the 
top of the hatch coaming, the owner and master of the ship on which the 
cargo ~s to be carried shaH ensure Wait it is stowed so as to provide a clear 
working space around the hatch of not less than 3 ft extending and 
measured outward from the top of the coaming plate: 

Provided that any heavy lift or lifts or large units of cargo extending 
within the 3 ft area at some point or points may be carried if they 
are stowed so that the hatches and beams may be removed in safety. 

25. Safety of derricks-- (1) The owner and master of a ship shall take 
appropriate measures to prevent the foot of a derrick being accidentally 
lifted out of its socket or support. 

(2) The person in charge of loading or unloading any such ship 
shall ensure that efficient means are provided to retain derrick heel 
blocks in their normal loaded position in order to prevent the heel blocks 
under conditions of "no load" from falling and endangering workers. 

(3) No person shall drag any load horizontally or move it by means of 
a runner leading from a ship's derrick if there is any likelihood of the 
maximum safe working load capacity of any component of the derrick 
and its gear being exceeded. 

26. Lifting of hatch covers by mechanical means-Where any top 
hatchway cover of a ship exceeds 125 lb 'in weight and is required to be 
removed or replaced before, after, or during any loading or unloading 
operation, the person in charge of the operation shall cause the cover 
to be lifted or lowered, as the case may be, by winch or crane or other 
mechanical means. 

27. Wooden hatchway covers-The owner and the master of any 
New Zealand ship or any hulk shall ensure that the width of each 
bearing surface for any wooden hatchway cover is not less than 2t in. 

28. Precautions to be taken to facilitate escape from holds-The 
owner and the master of a ship shall ,take precautions to facilitate the 
escape of the workers from any threatened danger when employed 
in dealing wilth coal or other bulk cargo in a hold or on the between
decks of the ship. 

29. Cranes, winches, and forklift vehicles--(l) Neither the owner 
nor the hirer of a crane, winch, or forklift vehicle shall employ any 
person under the age of 18 years or any person who is not sufficiently 
competent and reliable as a driver of a crane, winch, or forklift vehicle 
(whether or not that crane, winch, or forklift vehicle is driven by 
mechanical power or otherwise); nor shall any such owner or hirer 
employ any such person to give signals to a driver of a crane, winch, 
or forklift vehicle or to attend to cargo falls on winch ends or winch 
bodies. 

(2) No driver of a crane, winch, or forklift vehicle shall leave his 
crane, winch, or forklift vehicle, as the case may be, while a load is 
suspended from it or while the motor or machinery driving the crane, 
winch, or forklift vehicle is in motion or its controls are switched on. 

(3) The owner of a forklift vehicle operated on a ship, or on a wharf, 
dock, or slipway, or in a warehouse on any wharf shall take all 
reasonable precautions to ensure that ~tis in a ithoroughly safe condition. 
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(4) The owner of every such vehicle shall at all reasonable times allow 
a Surveyor of Ships or a Port Safety Inspector to inspect the vehicle 
in order to see that it complies w'ith sub clause (3) of this regulation. 

(5) No person shall operate any forklift vehicle on any ship, or on a 
wharf, dock, or sllipway, or lin a warehouse on any wharf, :i!f any such 
Surveyor or Inspector has, after inspecting Ithe vehicle, indicated to the 
owner or driver of the vehicle ,thalt it is unsafe. 

(6) For the purposes df wis regulation, the term "owner" includes 
a hirer, lessee, or borrower. 

30. Means of access to ship to be kept clear-Where goods or other 
cargo are placed on a wharf, the owner of the goods or other cargo, or 
the person in charge of the loading or unloading of the goods or other 
cargo on to or from any ship,-

(a) Shall maintain on the wharf a clear passage leading to the ship's 
means of access as required by these regulations; and 

(b) Shall, where any such passage is lefrt along the edge of the wharf, 
maintain the passage at least 3 ft wide and clear of all 
obstructions, other than fixed structures, plant, and appliances 
in use. 

31. Deck stages and cargo stages-(l) No person shall erect any deck 
stage or cargo stage for use in the loading or unloading of any ship 
unless the deck stage or cargo stage is substantially and firmly con
structed and adequately supported. 

(2) No person shall use any truck for canying cargo between ship 
and shore on a stage which is so steep that it is, in the opinion of the 
Surveyor of Ships or a Port Safety Inspector, likely to be unsafe. 

32. Fencing of hatches- (1) Where in any ship the hatch of any hold 
exceeding 5 ft in depth (measured from the level of the deck in which 
the hatch is situated to the bottom of the hold) is accessible to any 
person and the coamings of the hatch are less than 2 ft in height, the 
master of the ship shall ensure that the hatch at all times either is 
securely fenced all around to a height of not less than 2 ft 10 in. and 
not more than 3 ft 2 in. or securely covered: 

Provided that while the hatch is being worked by the ship's gear 
rigged for union purchase the working side of the hatch may be 
unfenced if the thwartship fencing at both ends of the hatch is con
tinuous from the hatchway to the ship's bulwark on 'the working side. 

(2) In the case of any hatch to which subclause (1) of this clause 
relates, on or before the commencement of loading or unloading opera
tions, the person in charge of the operations shall complete the certificate 
in form 1 of the Schedule to these regulations; and on completion of 
those operations the certificate in form 2 of the said Schedule shall 
be completed and signed by him and by the master of 'the ship 
associated with the operations. During the period between the com
pletion of the said form 1 and the said form 2, the person in charge 
of the loading or unloading operations shall be fully responsible for the 
fencing or covering of the hatch. 
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(3) The owner and master of the ship shall ensure that hatch 
coverings are neither used in the construction of deck or cargo stagings, 
nor for any o,ther purpose which may expose the hatch coverings to 
damage. 

( 4) The owner and master of the ship shall ensure that the hatch 
coverings are replaced on the hatches in the positions indicated by the 
marks made thereon in pursuance of regulation 21 of these regulations. 

33. Loading and unloading by sling at intennediate decks-The 
person in charge of loading or unloading a ship shall ensure that no 
cargo is loaded or unloaded by a fall or sling at any intermediate 
deck, unless either the hatch at that deck is securely covered or a 
secure landing platform of a width of not less than that of one section 
of hatch coverings has been placed across it: 

Provided that this regulation shall not apply to any work of loading 
or unloading the whole of which will be completed within the period of 
half an hour. 

34. Use of can hooks-(l) When the working space in the hold of a 
ship is confined to the square of the hatch, no person shall-

(a) Use any can hook to raise or lower any cargo in the ship; or 
(b) Make fast any hooks in the bands or fastenings of bales of 

cotton, wool, cork, gunny bags, or other similar material for 
the purpose of raising or lowering any such material. 

(2) No person shall use any can hook for raising or lowering a 
drum when, because of the construction or condition of the drum or 
of the hook, or of the nature of the contents of the drum, or of any other 
circumstance, the use of a can hook is, in the opinion of a Surveyor 
of Ships or Port Safety Inspector, likely to be unsafe. 

(3) No person shall use a can hook for raising or lowering a barrel 
or cask. 

(4) Nothing in this regulation shall apply to breaking out cargo or 
making up slings. 

35. Adequate staging to support skeleton deck-When work is proceed
ing on any skeleton deck of a ship, the owner and master of the ship 
shall provide adequate staging to ensure a safe working surface, unless 
the space beneath the skeleton deck of the ship is filled with cargo 
to within a distance of 2 ft of that deck. . 

36. Cargo to be sPored in certain cases-Where the work of stacking, 
unstacking, stowing, or unstowing of cargo or handling in connection 
therewith cannot be safely carried out, the person in charge of the 
work shall, by shoring or other means, take reasonable measures to 
guard against accident. 

37. Person in charge to employ signaller in certain cases-( 1) The 
person in charge of the loading or unloading of cargo by means of a fall 
at a hatchway shall employ a signaller, and, where more than one fall 
is being worked at a hatchway, he shall employ a separate signaller to 
attend to each fall: 
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(a) This regulation shall not apply in cases where the driver of the 
crane or winch working the faIl has a clear and unrestricted 
view of those parts of the hold where work is being carried 
on, nor to cases where transporters or grabs are used in a hold 
and no persons are working therein: 

(b) Where the Chief Surveyor of Ships is of opinion that, owing to 
'the nature of the crane or winch or other appliance in use, or 
by reason of any special arrangements, the requirements of 
this regulation are not necessary for the safety of persons 
employed, he may by certificate in writing (which he may in 
his discretion revoke) suspend those requirements subject to 
such conditions as he may specify. 

(2) In cases where in loading and unloading cargo on or from any 
ship an obstruction prevents a person who is working a bull rope from 
being seen clearly by the winchman, the person in charge of the loading 
or unloading shall employ a separate signaller. 

38. Loading of cargo on to a lighter, etc.-The person in charge of the 
loading of cargo on to or into a lighter or in charge of the unloading 
of cargo from a lighter shall provide sufficient space on the lighter or, 
where there is a hold below the deck of the lighter, sufficient space 
below the hatch for the safety of the men engaged in the work of 
loading or unloading cargo. Where any dispute arises as to the sufficiency 
of the space to meet this requirement, the matter shall be decided by a 
Surveyor of Ships or a Port Safety Inspector. 

39. Use of machines in ships' holds- (1) The person in charge of 
the loading or unloading of a ship shall ensure that no machine for 
cargo handling purposes which is powered by an internal combustion 
engine is used below the deck of the ship, unless-

(a) A spark and flame arrester is fitted to the exhaust pipe, and 
any heated surface of the machine that is likely to ignite 
spilled fuel is suitably protected: 

(b) Any fuel tank or container which is not permanently fixed to 
the machine is removed from the hold where the machine is 
being operated: 

(c) In any case where a machine is fitted with a petrol filter incor
porating a glass sediment bowl, that bowl has been replaced 
by a metal bowl or the filter has been bypassed or removed. 

(2) If it is found necessary to replenish the fuel4n a machine while 
it is being operated in the hold, the following provisions shall apply: 

(a) The engine of the machine and any other machine being operated 
in that hold shall be stopped, and shall not be restarted until 
the fuel-supply container, whether empty or not, has been 
removed from the hold: 

(b) If any fuel has been spilt during the refuelling operation, the 
hold shall, in order to ensure that no inflammable vapour 
remains therein, be thoroughly ventilated before any attempt 
is made to restart the engine of the machine. 
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(3) The person in charge of the loading or unloading operations 
shall at all times ensure that the machine is maintained in a thoroughly 
safe condition while it is being operated on board a ship, and that 
sufficient ventilation is provided to eliminate any hazard resulting from 
exhaust gases produced by it. 

( 4) The said person shall also ensure .that a fire extinguisher is 
carried on every such machine and is kept ready for immediate use, 
and that the operator of the machine has been instructed and is fully 
competent in the use of the extinguisher. The extinguisher shall be at 
least either a 2 gallon foam one, a 7i lb carbon dioxide one, or a 2i lb 
dry powder one. 

(5) The Chief Surveyor of Ships may from time to time issue 
additional directions and instructions for the control and use of machines 
powered by internal combustion engines operating in a ship's hold which 
contains bulk sulphur or a dusty cargo of a combustible nature. 

(6) Notwithstanding anything to the contrary in these regulations, no 
machine powered by an electric motor or an internal combustion 
engine shall be operated in any ship's hold if, in the opinion of a 
Surveyor of Ships or a Port Safety Inspector, the use of the machine 
would in any way endanger the ship or any person. 

(7) The person in charge of the operations shall ensure that any 
machine used in a ship's hold is controlled by a reliable and competent 
operator whilst it is in motion. 

(8) In no case shall a person under 18 years of age be employed 
in controlling, driving, or operating a machine to which this regulation 
relates whilst it is being operated aboard a ship. 

(9) Nothing in this regulation shall apply to vehicles which are being 
loaded or unloaded as cargo on or from a ship designed to enable any 
such vehicle to be driven on or off it directly from or on to a quay 
or wharf. 

40. Weight marks-( 1) Every cargo package or object having a gross 
weight of 1 ton or more which is to be loaded on to or unloaded from a 
ship in a New Zealand port by means of a ship's derrick or other ship's 
gear provided by a ship for loading or unloading cargo, or by a wharf 
cmne of any description, shall have prominently marked upon it, or 
upon a suitable label securely attached to it, its gross weight in legible 
and durable characters not less than 1 in. in height: 

Provided that nothing in this subclause shall apply ·to
(a) Timber carried as deck cargo: 
(b) A package or object not consigned to New Zealand which may 

have to be unloaded in any emergency or through some 
unforseeable cause: 

(c) Any sling load made up by cargo workers on a ship or wharf. 
(2) Notwithstanding anything to the contrary in this regulation, sling 

packages or unitised loads generally accepted as having standard known 
weights may, with the approval of the Chief Surveyor of Ships, be 
exempted from the requirements of this regulation relating to marking 
of the gross weight. In considering a request for exemption under this 
subclause, the Chief Surveyor may consult any organisations which 
appear to him to represent employers or employees who are engaged 
in the handling of any such packages or loads. 
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(3) If for any reason the package or object has not been marked as 
provided in subclause (1) of this regulation, the person in charge of 
the loading or unloading of the ship shall satisfy himself that the gear 
to be used for the loading or unloading of the package or object is not 
overloaded in terms of the requirements of the General Harbour (Safe 
Working Load) Regulations 1935*. 

(4) Every person commits an offence against these regulations who, 
without lawful excuse (the proof of wlrich shall lie on him), makes any 
false weight mark on a cargo package or object or on a label attached 
thereto. 

(5) Every master of a ship commits an offence against these regulations 
who, without reasonable excuse (the proof of which shall lie on him), 
fails to ensure that his ship is loaded or unloaded in a New Zealand 
port in accordance with subclause (1) of this regulation. 

41. Chipping-If a Surveyor of Ships or a Port Safety Inspector 
considers it necessary for the safety of those working cargo below deck 
on a ship that "chipping" should not be carried on on the ship while 
cargo is being worked, he may instruct the ship's master that it must 
be discontinued or not commenced until such t'ime as the Surveyor or 
Inspector thinks it is safe to do so; and the master shall see that those 
instructions are carried out immediately. 

42. Miscellaneous provisions relating to working of cargo on board
When cargo is being worked on board any ship, the master of the ship 
shall ensure that-

(a) There is a fore-and-aft space of at least 11 ft between 
the fore or after end of hatch coamings and the nearest 
thwartship beam, or between cross beams; and, where neces
sary, sufficient hatch beams are unslripped and moved clear of 
the hatchways to provide that space. Every hatchway beam 
which is not unshipped shall be properly secured to prevent 
its becoming unshipped should a sling of cargo catch its under
side: 

Provided that, ,in vessels with hatches whose fore-and-after 
measurements are less than 11 ft, allthwartship beams and fore
and-afiters in the hrartchways shall be unshipped and moved 
clear of the hatchways: 

Provided also that hatchway beams need not be unshipped 
when cargo is being loaded into the hatchways in bulk: 

(b) The deck approaches to hatch ladders are kept clear of all 
obstructions: 

( c) All pipes that are laid above the surface of the deck are properly 
covered so as not to cause obstruction or impediment to men 
working on deck, or a source of danger to the person operating 
any winch: 

(d) A supply of pure drinking water is provided and kept in proper 
receptacles for the use of the men engaged in working cargo. 

-Gum'l 11 July 1935. Vol. II.~. 1863 
Repnnted with Amendment No. 1: S.R. 1954/154 
AIIiendment No. 2: S.R. 1961/68 
Amendment No. 3 (Revoked by S.R. 19~/131) 

Amendment No. 4: S.R. 1967/131 
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43. Insanitary conditions in holds-(l) If any person engaged in 
working cargo in a hold of a ship complains to the person in charge of 
the work that the condition of the hold is insanitary and suitable 
remedial action is not taken by him within a reasonable time, the 
complainant may make a further complaint to a Port Health Officer 
that the condition of the hold is insanitary; and that officer shall 
examine the hold, or cause it to be examined by a competent person. 

(2) If in the opinion of the Port Health Officer the condition of the 
hold is insanitary, he shall, by notice in writing served on the master of 
the ship, require the master to take all steps necessary to remedy the 
conditions of the hold, and in particular to take such steps as may be 
specified in the notice, and the master shall forthwith comply with the 
notice. At ports where there is no Port Health Officer the Secretary for 
Marine may appoint officers to whom complaints may be made, and 
those officers shall exercise the duties and have the powers of Port 
Health Officers for the purposes of this regulation. 

(3) Every person commits an offence against these regulations who 
casts offensive matter in to the hold of any ship while that ship is 
within the limits of any harbour. 

44. Machinery, etc., to be fenced-The owner and the master of every 
ship shall, without impeding the safe working of the ship, cause all 
motors, cog wheels, chain and friction gearing, shafting, live electric 
conductors, and steam pipes to be securely fenced, unless the aforesaid 
machinery, conductors, or pipes are by their position or construction 
no more likely to cause injury to any person coming into their proximity 
than if they were securely fenced. 

45. Safety in respect of cranes and winches- (1) Every person being 
the owner of a crane used on a wharf or ship, and every master of a ship 
on which a crane or winch is used, shall prOVIde such means for the 
crane or winch as will reduce to a minimum the risk of the accidental 
descent of a load which is being raised or lowered, and in particular 
shall, if the crane or winch is fitted with link motion reversing gear, 
provide the lever controlling that gear with a suitable spring locking 
arrangement or some other efficient locking arrangement. 

(2) Every master of a ship shall ensure that no steam winch on his 
ship that is fitted with l'ink-motion reversing gear is used unless the 
shaft operating that gear is balanced. 

(3) Every master of a ship shall ensure that no winch is used on· his ship 
unless the end df any wire rope used for hoisting or lowering cargo is 
securely attached to the barrel of the winch by means of a clip or other 
suitable means to the satisfaction of a Surveyor of Ships or a Port Safety 
Inspector. 

(4) Every master of a ship shall ensure that no winch on his ship 
is used unless the end of any single wire rope whip used for hoisting or 
lowering derricks or for removing or replacing hatchcovers is securely 
fastened to the barrel of the winch by a suitable dip or other secure 
means of fastening to the satisfaction of a Surveyor of Ships or a 
Port Safety Inspector. 
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(5) No person shall drag any load horizontally or move it by 
means of a runner leading from a crane if there is any likelihood of 
the maximum safe working load of any component of the crane and 
its gear being exceeded. 

(6) Every person who has control of a hydraulic crane which is used 
in working cargo on any ship shall ensure that the crane's lever pins are 
in proper working order. 

46. Driver's platform of crane to be fenced-The owner of every 
crane shall securely fence the driver's platform and provide it with safe 
means of access and, 'in particular, where access is by a ladder, shall 
ensure that-

(a) The sides of the ladder extend to a reasonable distance beyond 
the platform, or some other suitable handhold is provided: 

(b) The landing place on the platform is maintained free from 
obstruction: 

(c) In cases where the ladder is vertical and exceeds 30 ft in height, 
a resting place is provided approximately midway between 
the platform and the foot of the ladder. 

47. Roads, etc., to be maintained so as to ensure safety- ( 1) The 
owner of every part of a dock, wharf, quay, or slipway used by persons 
proceeding to and from their place of work, and of every place of work 
to which these regulations apply, shall maintain it in such a way as to 
satisfactorily ensure the safety of any person there lawfully, whether a 
worker or not; and where any such place is likely to be lawfully 
frequented by any person at night, the owner shall provide it with 
satisfactory lighting between the hours of sunset and sunrise. 

(2) Without limiting the provisions of subclause (1) of this 
regulation-

( a) All breaks and dangerous corners of a dock; 
(b) Both sides of footways, overbridges, and each side of the footway 

extending for a distance of 10 ft from the ends thereof (or 
such greater or lesser distance as may be required by a 
Surveyor of Ships or a Port Safety Inspector) ; and 

(c) Both sides of caisson and dock gates in general use by persons 
employed at a port-

shall, as far as is practicable having regard to the traffic (whether 
vehicular or otherwise) and working operations which take place in 
the vicinity of the aforesaid places, be securely fenced by the owner 
of the dock with a satisfactory fence which is at no point less than 
2 ft 9 in. in height as measured from the ground or floor as the case 
may be. 

48. Radioactive substances and dangerous goods and explosives
(1) No person shall load or discharge, or permit the loading or discharge 
of, any radioactive substance on or from any ship, unless that substance 
complies with the provisions as to export or import, as the case may be, 
and as to carriage, labelling, and packaging of that substance of the 
Radioactive Substances Act 1949, the Radiation Protection Regulations 
1951*, and the Transport of Radioactive Substances Regulations 1951 t. 

·S.R. 1951/155 (Reprinted with Amendment No. 1: S.R. 1954/135) 
tS.R. 1951/156 
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(2) Where any radioactive substance is carried on any ship and 
any casualty or happening occurs that may have lowered the standard 
of safety of the container of that substance, ,the following precautions 
shall be taken: 

( a) The master shall immediately give notice thereof to the Harbour
master of the port to which the ship is next proceeding, or, 
if the ship is then in port, to the Harbourmaster of that port: 

(b) The Harbourmaster shall thereupon give notice thereof to the 
Medical Officer of Health of the health district in which 
the port is situated: 

(c) After the occurrence of that casualty or happening, no person 
shall handle any cargo on that ship or load any cargo on to 
that ship without the prior consent of the Medical Officer 
of Health or without complying with any conditions subject 
to which any such consent has been granted. 

(3) In this reguJation the term "radioactive substance" has the 
same meaning as in regulation 2 of the Radiation Protection Regulations 
1951*. 

(4) No person shall load or discharge dangerous goods or explosives, 
nor shall he permit the loading or discharging of any of them, unless 
the provisions of the Shipping (Dangerous Goods) Rules 1953t (so far 
as they relate to carriage, labelling, packing, and stowage of dangerous 
goods or explosives) are complied with. 

49. Persons not to remove or interfere with fencing, etc.-(l) No 
person shall, unless duly authorised by the owner or his agent or in case 
of necessity, remove or interfere with any fencing, gangway, gear, ladder, 
hatch covering, lifesaving means or appliances, lights, marks, stages, or 
other things whatsoever required by these regulations to be provided. 

(2) Where any of the items specified in subclause (1) of this regulation 
have been removed or interfered with, the persons last engaged in the 
work necessitating the removal or interference shall restore the item so 
removed or interfered with to the condition and position that it was in 
immediately before the removal or interference, as the case may be, 
took place. 

(3) No person shall remove the fencing required by these regulations, 
except to the extent and for the period reasonably necessary for carrying 
on work in connection with any ship or on any dock. If the fencing is 
removed, it shall be restored by the person engaged in the work immedi
ately the work necessitating the removal of the fence has been completed. 

50. Unauthorised means of access not to be used-Every person 
employed on any dock, wharf, quay, or slipway, or on any ship engaged 
in loading or unloading operations, shall use the means of access provided 
in accordance with these regulations, and no person shall authorise 
or order another to use means of access other than those provided in 
accordance therewith. 

"S.R. 1951/155 (Reprinted with Amendment No. 1: S.R. 1954/135) 
tS.K. 1953/168 
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51. Surveyor of Ships or Port Safety Inspector may request the taking 
of additional precautions-In any case where it appears to a Surveyor 
of Ships or a Port Safety Inspector that these regulations do not 
sufficiently provide for the safety of persons en aged in-

(a) The loading or unloading of a ship; or 
(b) The stacking or unstacking of goods or cargo in transit or transient 

storage on a wharf, or in any wharf cargo store,-
he may require the master of the ship or the person in charge of the 
loading, unloading, stacking, or unstacking operations, as the case may 
be, to comply with such precautions as he may consider necessary for the 
safety of the aforesaid persons. 

52. Chief Surveyor of Ships may authorise use of alternative 
appliances-Notwi:thstanding anything to the contrary in these regula
tions, in any case where any of these regulacions require that a particular 
appliance or piece of apparatus be provided or that any particular 
provision be made, the Chief Surveyor of Ships may, by notice in 
writing, authorise the use of any other appliance or piece of apparatus, 
or other provision to be made, if he is satisfied that the other appliance, 
piece of apparatus, 'Or provision, as the case may be, is at least as safe as 
that required by these regulations. 

PART V-SAFETY IN DOCKS AND ON SLIPWAYS AND Smps IN DOCK OR ON 

SLIP OR UNDERGOING OVERHAUL OR REPAIR 

53. Application of this Part-This Part of these regulations shall apply 
to every dock or slipway in a harbour and, where appropriate, to any 
ship or boat which is in dock or on a slipway or is undergoing overhaul 
or repair in the harbour, whether in a dock or slipway or not. 

54. Minimum standards of illumination when ship repairs are being 
carried out, etc.-(l) When the work of building, repairing, or over
hauling any ship is in progress the intensity of illumination,-

(a) At places where the work is actually being carried out; 
(b) At approaches and means of access to those places; and 
(c) At all places where persons employed in the aforesaid work are 

required Ito proceed during the course of their employment, 
or to which they have a right of access,-

shall, as nearly as is practicable, be in accordance with the following 
minimum standards: 

(d) At places on board any ship or raft or on any slipway, dock, 
wharf, or quay where shipbuilding operations, or ship repairs 
or overhauls, are in progress, it shall be 20 lux (2 lumens per 
square foot) : 

(e) At all other places on any ship or raft or on any slipway, dock, 
wharf, or quay where persons engaged in the aforesaid work 
are required to proceed during the course of their employment, 
or to which they have a right of access,--

(i) On board ship, it shall be 8 lux (0.8 of a lumen per 
square foot). 

(ii) Ashore, it shall be 5 lux (0.5 of a lumen per square foot). 
(2) The illumination standards specified in subclause (1) of this 

regulation refer to illumination in a horizontal plane at a height of 
3 ft above the working surface. 
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55. Safety in respect of propellers-When a ship IS III dock or on 
a slip, no person shall turn the propeller of the ship until the fore
man in charge of the working on the ship has advised the engineer in 
charge of the engines of the ship that the men working on planks or in 
the ship are clear of the propeller and that the propeller may be 
turned. 

56. Cleaning of ship's boilers-When any boiler on a ship is being 
cleaned, the engineer in charge shall see that the stop valve and any 
other valve through which steam may be emitted of the boiler is locked 
shut during the whole of the time that the work is being carried out 
in order to obviate the danger of steam being turned into it, and that 
engineer shall see that the temperature of the boiler does not exceed 
100 degrees Fahrenheit while men are employed in it. 

57. Duties of person in charge of dock or slip-(l) The person in 
charge of a dock or slip or of the construction of any staging shall 
provide a sufficient supply of sound and substantial material in a 
convenient place for the construction of the staging. 

(2) The person in charge of the construction of any staging shall 
ensure-

(a) That the staging is securely constructed of sound and substantial 
material: 

(b) That the material is maintained in such condition as will provide 
for the safety of persons employed on or about the staging or 
in connection with its erection, maintenance, repair, or 
demolition. 

(3) All staging shall from time to time be inspected by a Surveyor of 
Ships or a Port Safety Inspector to ensure that it is safe. 

(4) The person in charge of the construction of any staging shall 
ensure that a person qualified to detect faults in timber-

(a) Carefully examines planks intended to be used in the staging 
before they are so used; and 

(b) Re-examines them before they are again used after the staging 
has been dismantled. 

(5) The person in charge of the construction of any staging shall 
ensure that-

(a) If any upright forming part of the staging is used as a lead for a 
block for hoisting material, 'it is-

(i) Fitted with a crosspiece at the base and is properly 
housed in the ground to prevent its rising; and 

Oi) Suitably protected against damage from the action of 
the chain or wire to which the block is attached: 

(b) All planks forming a rising stage at the bow end of a ship are 
securely fastened to prevent their slipping, and all planks 
forming other stages are so fastened unless they extend 18 in. 
or more beyond the inside edge of the thwart or support on 
which they rest. 

(6) The person in charge of the construction of any staging shall 
ensure that-

(a) Every stage is of such width as may be necessary in the circum
stances of the case to secure the safety of the persons working 
on it: 

Con. Regs.-20B 
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(b) Where a stage is 6 ft or more above the ground, dock floor, deck, 
or tank top and is used in repair work, it is not less than 18 in. 
wide: 

(c) Planks supported on the rungs df ladders are not used to support 
a stage: 

(d) Every stage suspended by ropes or chains is secured, as far as 
practicable, so as to prevent it from swinging. 

(7) The person in charge of the construction of any staging shall 
ensure that-

( a) Staging suspended on the inside of a ship: 
(b) Staging supported by brackets: 
(c) Staging on the outside of a ship: 
(d) Where there is a gap in the stage caused by the inside uprights, 

tlhe plank ,in the way of that gap-
are erected and adjusted by staging gangs wlho are spedially, t!1rough not 
necessarily exclusively, employed for ithat purpose. 

(8) The person in charge of the construction of any staging to be 
used at a height exceeding 12 ft above the ground, dock floor, deck, or 
tank top, as the case may be, shall ensure that it is provided with man 
ropes or rails extending the full length of the staging. Every such rope 
or rail shall be secured at a height of not less than 2 ft 10 in. nor more 
than 3 ft 2 in. above the level of the stage. 

(9) The person ,in charge of the construction of any staging shall 
ensure that a ladder is provided as a means of convenient access to 
every stage and that the ladder is secured so as to prevent the ladder 
from slipp'ing. 

(10) Nothing in this regulation shall be construed to derogate from 
the Construction Act 1959 or from any regulations made under that Act. 

(11) For the purposes of this regulation, every reference to "staging" 
means staging in a dock or on a slip or on or in any ship in any such 
dock or on any such slip. 

58. Eyeplates to be kept in good condition-The master of every 
ship shall maintain in good condition all eyeplates and other similar 
permanent attachments to ships' hulls and decks used for lifting propel
lers, shafts, and other machinery, and those attachments shall be 
inspected once in every 12 months by a Surveyor of Ships. 

59. Lifting gear to comply with General Harbour (Safe Working 
Load) Regulations-No person shall use for lifting or lowering in con
nection with repair work at a ship, dry dock, or slipway any chain, ring, 
link, shackle, swivel hook, or other chain attachment or any wire rope, 
fi1;>re rope, bl?ck, or permanent attachment if it does not comply 
WIth the requIrements of the General Harbour (Safe Working Load) 
Regulations 1935* applicable to it when used as cargo gear to the extent 
considered necessary by a Surveyor of Ships or a Port Safety Inspector. 

*GA:!~d;'~nlWo. li~5S.i.°l9l1768P' 1863 (Reprinted with Amendment No. 1: S.R. 1954/134) 

Amendment No.3: (R.voked by S.R. 1967/131) 
Amendment No. 4: S.R. 1967/131 
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60. Docks to be provided with gangways- (1) The owner of a dock 
or slipway shall, when a ship is in dock or on a slipway, in so far as it 
is practicable to do so, provide and securely fix a gangway or gangways 
of not less than 22 in. in width, of adequate strength, and sound 
material and construction. 

(2) Every gangway provided in accordance with subclause (1) of this 
regulation shall extend from the ship to the. shore or the dock head, 
and shall be fenced along the whole of its length to a beight of not less 
than 2 ft 9 in. from its floor by means of upper and lower rails which 
shall consist of either taut rope, chain, or other equally safe material, 
and in no case shall the distance between upper and lower rails exceed 
17 in. 

(3) If for any reason it is not practicable to provide a gangway in 
accordance with sub clauses (1) and (2) of this regulation, the owner 
of the dock or slipway shall provide other suitable and safe means 
of ingress and egress from the ship to the dock or slipway to the 
satisfaction of a Surveyor of Ships or a Port Safety Inspector. 

(4) In any case where a gangway leads on to the bulwark of a 
ship, the owner of the ship shall provide-

(a) A platform at the inboard end of the gangway with a safe means 
of ingress and egress thereto; or 

(b) A second gangway or stairs leading from the bulwark on to the 
deck, which shall either be attached to the first-mentioned gang
way or be placed contiguous to it, and in any case where 
this means is used the owner of the ship shall ensure that 
the access between the two gangways is securely protected by 
fencing. 

61. Latrines to be kept locked-When men are working on a ship 
which is in dock or on a slipway, the master of the ship shall ensure that 
all latrines on the ship are kept locked and that all discharge pipes on the 
ship are so closed that no discharge can be made from them onto the 
dock or slipway. 

62. Safeguards to be taken when persons are working on outside 
of ship-When persons are working on the outside of a ship, the person 
in charge of the work shall have a man kept on deck whose duty it shall 
be to prevent interference with ropes fastened to the deck, to prevent 
anything from being thrown overboard which might injure the persons 
working on the side, and to take all steps necessary to minimise the risk 
arising from loose articles or materials being left about in any place from 
which they might fall on persons working or passing underneath. 

63. Safeguards to be taken in respect of oil drainings-It shall 
be the duty of the master of any ship in dock or on a slipway to take 
adequate steps to prevent any drainings of oil from running on to the 
floor of the dock or on to the slipway and to prevent any oil from 
being emptied into the pontoons or tanks of a floating dock. The master 
shall enSUl1e that any oil drained from any such ship is placed in special 
receptacles sitting in a tray at least 1 ft deep, and those receptacles 
are moved at least 50 ft distant from any place where work is being 
carried on. 

208* 
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64. Repairs taking place next to an oil tank-(l) No person shall in 
a dock or on a slipway commence repairs in or adjacent to an oil 
tank (as defined in regulation 114 of these regulations) which is required 
by that regulation to have a certificate of test, until that certificate or a 
copy thereof has been delivered to the owner of the dock or slipway. 

(2) The owner of a dock or slipway may, at any time before 
the commencement of work on any ship, demand from the master or 
owner of the ship a certificate giving the flashpoint of the oil which 
is, or has been immediately before that commencement, in any tank 
or space on the ship; and the master or owner shall immediately supply 
the certificate. 

65. Notice to be given to Harbourmaster before commencing welding 
operations-( 1) The master, owner, and agent of any ship on board of 
which or on the hull of which it is proposed to carry out welding or 
flame-cutting operations in or from any position, whether on board 
the ship or not, whence flame or sparks or heat arising from the opera
tions may reach any inflammable cargo or any insulation of the ship, 
or may reach any neighbouring oil tank or refuse or other combustible 
material, shall severally ensure that notice of the intended operations, 
and of :the proposed time of commencement, is given to the Harbour
master at a reasonable time before the commencement of the operations. 

(2) Every master, owner, or agent giving orally a notice as described 
in subclause (1) of this regulation shall immediately confirm it by 
written notice to the Harbourmaster. 

(3) The master, agent, and owner of the ship shall severally ensure 
that, before any welding operations are commenced, reasonable pre
cautions are taken for the detection, prevention, and extinguishing 
of fire on board ship or elsewhere during the welding operations, and 
shall make provision for the continuance of the precautions until the 
operations are completed. 

(4) The Harbourmaster shall satisfy himself that the master, owner, 
or agent of the ship takes reasonable precautions as aforesaid, and 
continues those precautions until the operations are completed. 

(5) Notwithstanding the foregoing provisions of this regulation, the 
Harbourmaster may in his discretion exempt from compliance with 
those provisions the master, agent, and owner of a ship lying at any 
ship-repairing establishment. 

(6) If in any case the Harbourmaster is not satisfied that reason
abJe precautions have been taken as provided by subclause (3) of this 
regulation, he may, by notice to the person in charge of the ship, forbid 
the aforesaid operations to be commenced until he is so satisfied or 
has caused such reasonable precautions to be taken as he thinks 
necessary, and the master, agent, and owner of the ship shall, without 
prejudice to any other liability incurred by breach of this regulation, 
be jointly and severally liable for the expense incurred by the Harbour
master in so doing. 

66. Enclosed space to be ventilated during certain operations
( 1) Where,in any enclosed or confined space,-

(a) Painting is being carried on: 
(b) An oxy-acetylene burner, flame cutter, or electric welding 

apparatus is being used: 
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(c) ltiveting is being carried (;u which is likely to give rise to injurious 
fumes: 

(d) An acetylene generating plant is l:1stalled-
the person in charge of the work shall j-Ji"ovide adequate ventilation to 
secure the removal of injurious flames or gas. 

(2) The person in charge of the work shall ensure that no rivet fires 
are used in a confined or enclosed space, unless there IS an adequate 
natural or mechanical ventilation to prevent the accumulation of fumes 
or gas. 

67. Gas cylinder not to be placed near boiler, etc.-No person shall 
install or permit the installation of, or place or permit the placing of, 
any acetylene generating plant or a cylinder containing dissolved or 
compressed acetylene or compressed oxygen within 15 ft of any boiler, 
furnace, or other source of heat. 

68. Persons operating acetylene plant to be instructed-Before any 
person attends or opr·rates an acetylene generating plant, the owner 
of the plant shaII fully instruct the person who is to operate the plant 
in its working, and shall provide that person with a copy of the plant 
maker's instructions, which shall be available at all times for the use 
of the plant's operator. 

69. Naked lights not to be taken into an acetylene generator house~ 
No person shall-

(a) Smoke, or take a naked light or lamp, other than a safety lamp 
or a properly enclosed gas-tight electric lamp, inside any 
acetylene generating house; or 

(b) Smoke, or take a naked light or lamp, other than a safety lamp 
or a properly enclosed gas-tight electric lamp, near any 
acetylene generating plant kept in the open air or on board 
any ship, unless the plant has been thoroughly cleansed and 
is free from calcium carbide and acetylene gas. 

70. Cleaning and charging of acetylene generators-(I) The work of 
charging and cleaning acetylene generators shaH, whenever practicable, 
be carried out during daylight. 

(2) No person shall recharge partially spent carbide into a generator 
of the dipping type. 

(3) The owner of every acetylene generating plant shaH exhibit 
on or near the plant while it is being charged or cleaned a prominent 
notice prohibiting smoking and the use of naked lights or lamps, other 
than a safety lamp or a properly enclosed gas-tight electric lamp, near 
the plant. 

71. Use of an acetylene generator-( 1) The owner of an acetylene 
generator shaH-

(a) Provide and maintain a properly constructed and efficient back
pressure valve in the acetylene supply pipe between each 
burner or blowpipe and the acetylene generator: 

(b) Place the back-pressure valve as near as practicable to the burner 
or blowpipe: 
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(c) Ensure that the pipes for the supply of acetylene and oxygen to 
the burners or blowpipes are made of sound and suitable 
material and are attached to the burner or blowpipe and other 
connections by means of suitable clips or other equally effective 
appliances. 

(2) Any person using the burner or blowpipe attached to an acetylene 
generator shall examine the back pressure valve daily before use. 

72. Use of reducing regulating valves in connection with oxy-acctylene 
welding-The person in charge of any work on a dock or slipway or ship 
where any cylinder containing compressed or dissolved acetylene or 
oxygen is to be used shall provide and maintain in connection with 
the cylinder efficient reducing regulating valves for reducing the pressure 
of the gases whilst the gases from the cylinder are being used in any 
process of oxy-acetylene welding or cutting. 

73. Goggles and helmets to be provided for welders-The person in 
charge of any work on a dock or slipway, or on any ship in a dock or on 
a slipway shall ensure-

(a) That suitable goggles fitted with tinted eyepieces are provided 
and maintained for all persons using cutting or welding 
apparatus to which oxygen or any inflammable gas or vapour 
is supplied under pressure; 

(b) That 'there are provided and maintained for the use of all persons 
engaged in the process of electric welding-

(i) Suitable helmets, head shields, or hand-held shields to 
protect the eyes and face from hot metal and from rays likely 
to be injurious to the eyes and face; and 

(ii) Suitable gauntlets to protect the hands and forearms 
from hot metal and from rays likely to be injurious to the 
hand and forearms; and 

(c) That there are provided and maintained for the use of all persons 
employed in the vicinity of any place where electric-arc 
welding is in progress or having to pass near to any such place 
suitable goggles having opaque side-shields to protect the 
eyes from rays likely to be injurious to the eyes: 

Provided that the requirements of this paragraph shall not 
apply where and when effective protection is afforded by 
screening. 

PART VI-EXPLOSIVES AND DANGEROUS GooDS (OTHER THAN On. 

PRODUCTS) 

74. Explosives to be landed only at specified places-No person shall 
land or ship explosives in any harbour except at such places as may 
from time to time be appointed for that purpose by the Harbourmaster 
or an Inspector of Explosives. 

75. Only approved boats to carry explosives-No person shall use 
any ship or boat to convey explosives to or from any vessel in a harbour 
unless it has been specially approved for that purpose by an Inspector 
of Explosives, and any such approval may at any time be altered, 
modified, or revoked. 
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76. Explosives to be conveyed to place of safety-The owner or con
signee of explosives which have been discharged from any vessel shall 
cause them to be conveyed to the magazine or place of safety appointed 
for that purpose immediately after their being so discharged. 

77. Explosives not to be loaded or unloaded except in daytime
Except as provided in the Explosives Regulations 1959*, no person 
shall receive on board or discharge explosives from any vessel, except 
between sunrise and sunset: 

Provided that a Surveyor of Ships may authorise the loading or 
discharge between sunset and sunrise of a quantity not exceeding 
500 lb of explosives under such conditions as may be imposed by him 
and specified in the authority. 

78. Restrictions on the berthing of ships carrying explosives-No 
person shall berth alongside any wharf 'any vessel used as a store 
ship or place of safety for explosives, or anchor any such vessel amidst 
the shipping in the harbour, except under the written permission of the 
Harbourmaster,and then during such time only as may be necessary 
for the purpose of taking in or discharging explosives. The owner or 
master of the vessel shall ensure that it is anchored or moored within the 
harbour clear of shipping in accordance with such directions as the 
Harbourmaster may specify. 

79. Provisions of Explosives Act and Shipping (Dangerous Goods) 
Rules to be complied with-The master of any vessel carrying explosives 
or dangerous goods other than oil products shall, while his vessel is in 
any harbour in New Zealand, ensure that the provisions of the Explosives 
Act 1957, the Explosives Regulations 1959*, and the Shipping 
(Dangerous Goods) Rules 1953t are striotly complied Wiillh. 

80. Provisions of this Part not to apply to armed Commonwealth 
merchant ships-The provisions of this Part of these regulations shall 
not apply to merchant ships registered in or belonging to any Common
wealth country and armed under the authority of the Government of 
that country. 

PART VII--CLASS A, CLASS B, AND CLASS C OIL PRODUCTS 

General Provisions 
81. Duty of master of ship to inform Harbourmaster of quantities 

of oil cargo carried-( 1) At least 48 hours before the arrival in port of 
any petrol ship, its master or owner shall inform the Harbourmaster of 
the quantity of Class A and Class B ail cargo on board and the manner 
in which it is stowed. 

(2) At least 12 hours before the arrival in port of any tank ship, and 
not later than may be provided in the bylaws of the Harbour Board, its 
master or owner shall inform the Harbourmaster of the quantity of 
Class A, Class B, and Class C oil cargo on board and the manner in 
which it is stowed. 

*S.R. 1959/126 
tS,R. 1953/168 
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(3) Before commencing loading or dischargling Class A or ClaJss B 
oil cargo from any petrol ship or Class A, Class B, or Class C oil cargo 
from any tank ship, the master or the owner of the ship shall notify 
the Harbourmaster of his intention to do so, the time and place of the 
loading or discharging, and the quantity which he proposes to load or 
discharge. Neither the master nor the owner shall commence loading or 
discharging until the approval of the Harbourmaster has been given. 

82. Signals to be displayed by oil tankers and petrol ships-On or 
immediately before the arrival in port of any ship carrying Class A or 
Class B oil cargo, and so long as the ship remains in port and remains a 
tank ship or petrol ship as defined in these regulations, the master sha11-

(a) Display by day a red flag not lcss than 3 ft square with a white 
circular centre 6 in. in diameter, or the Flag B of the 
International Code of Signals, and by night a red light at 
the masthead or where it can best be seen but not less than 
20 ft above thc deck, so that the flag or light is clear of all 
obstructions and clearly visible in all directions: 

Provided that if the ship is a self-propelled barge which 
cannot normally comply with this paragraph, the master 
shall instead display by day, in a conspicuous position above 
the deck, a red flag made of metal not less than 18 in. square, 
with a white circular centre 6 in. in diameter, and by night 
a safety lamp with a red light capable of being seen all around 
the horizon: 

(b) When the ship is berthed at any wharf or landing place, exhibit, 
at the forward side of the gangway, a notice board with 
the words "DANGER-No SMOKING" printed in conspicuous 
lettering not less than 6 in. in size, and by night illuminate 
that notice board. 

83. Duties of master whilst his ship is in port-While in port the 
master of every petrol ship or tank ship sha11-

(a) Berth or moor the ship only at such wharf or place as the 
Harbourmaster directs: 

(b) Keep the holds and spaces containing Class A or Class Boil 
cargo securely closed, except when opened for loading or 
discharging: 

(c) Cause the cargo, as far as it consists of Class A or Class Boil 
cargo, to be discharged with all possible dispatch: 

(d) Ensure, while cargo is being loaded or discharged, that the 
radio transmitting apparatus on the ship is not operated 
in any way: 

(e) Ensure that the provisions of the Shipping (Dangerous Goods) 
Rules 1953* are strictly complied with. 

General Safety Precautions 
84. General safety precautions in respect of oil cargo- ( 1) From 

the time when the holds or tanks of a petrol ship or tank ship are 
first opened for the purpose of loading or discharging Class A or 
Class B oil cargo until such time as all cargo has been loaded into 

*S.R. 1953/168 
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or discharged from the holds or tanks and the holds or tanks have 
been securely closed down and rendered free from inflammable vapour 
as required by regulations 90 and 103 (b) of these regulations-

(a) The master of the ship shall ensure tha:t there is no fire or 
artificial light on board the slrip at or near the place where 
the cargo is being loaded or discharged: 

(b) The owner of the wharf at which the ship is berthed shall ensure 
that there is no fire or artificial light at or near the part of the 
wharf where the loading or discharging operations are taking 
place: 

(c) The owner of the oil installation into which the oil is being 
loaded or from which it is being discharged shall ensure that 
there 'is no fire or artificial light at or near the installation: 

Provided that when the Harbourmaster is satisfied that it is safe 
to do so, he may authorise the use of lamps, heaters, cookers, or any 
other type of safe apparatus, whether electric or otherwise, designed, 
constructed, and maintained so as to be incapable of igniting inflammable 
vapour: 

Provided also that this subclause shall not be deemed to prohibit 
the loading or discharging of a petrol ship or tank ship under con
ditions approved by the Harbourmaster, by means of steam from her 
own boilers or power generated by electric motors or internal 
combustion engines placed in a position away from cargo holds and 
pump rooms, or alternatively by means of electric motors so designed 
and constructed as to be incapable of igniting inflammable vapour and 
maintained in accordance with the requirements of any ship survey 
authority approved for the purpose by the Secretary for Marine. 

(2) The owner of the wharf, and in the case of a petrol ship or 
tank ship the master and the owner of the ship, and in the case of oil 
cargo in bulk the owner of the installation containing the cargo or into 
which the cargo is being loaded or from which it is being discharged, 
in their respective spheres shall take adequate steps to prevent any 
person under their control from smoking at or within 50 ft of the place 
where Class A or Class B oil cargo is being loaded or discharged and to 
prevent any person engaged in that loading or discharging from carrying 
fuses, detonators, matches, or any appliance whatsoever for producing 
ignition. 

(3) The owner of all pipes and other appliances used in the loading 
or discharging of Class A, Class B, or Class C oil products in bulk shall 
ensure that they are free from leakage. 

(4) Except as provided in regulation 109 of these regulations, no 
person shall bring any Class A or Class B oil cargo to the place of 
loading until the ship into which it is being loaded is ready to receive it. 

(5) Neither the master nor the owner of a ship nor the owner of any 
Class A, Class B, or Class C oil products shall discharge or permit any 
such products to be discharged into any harbour. 

(6) The master and the owner of a ship shall take all due pre
cautions for the prevention of accident by fire or explosion in loading 
or discharging Class A, Class B, or Class C oil products on to or from 
the ship. 

(7) No person shall use iron or steel hammers or other instruments 
capable of causing a spark for the purpose of opening or closing the 
hatches or tank lids of a petrol ship or tank ship. 
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(8) Except with the approval of the Harbourmaster, neither the 
master nor the owner of a ship shall permit chipping, scraping, or 
hammering of 'iron or steel on the ship while any hold or tank which 
contains or has recently contained Class A or Class B oil products is 
open, or while there are any Class A or Class B oil products on deck. 

(9) Conductors capable of earthing any lightning discharge shall 
be fitted by the owner to each mast of a petrol ship constructed sub
stantially of wood, and to each mast of a petrol ship or tanker con
structed substantially of steel if the masts of the petrol ship or tanker 
are made of wood. 

(10) Unless exempted by the Harbourmaster, the master of every 
petrol ship or tank ship shall ensure that sufficient motive power is 
available at all times to enable the ship to be moved from her berth 
in case of fire. 

(11) No person shall load on to or discharge from any ship any 
cargo, not being oil products in bulk, at the same time as Class A or 
Class B oil products are being loaded on to or discharged from the 
ship in bulk: 

Provided that the first-mentioned cargo may be loaded or discharged 
at the same time as the loading or discharge in bulk of products having a 
flashpoint above 73 degrees Fahrenheit, subject to the Harbourmaster's 
written approval being first obtained. 

85. Oil tankers not to lie close to one another-The masters of two 
or more ships (being either petrol ships or tank ships) shall ensure 
that, except for the purpose of transhipment, their ships do not lie 
within 100 ft of each other, unless the consent of the Harbourmaster has 
first been obtained. 

86. Supervision of oil cargoes- ( 1) The master of every petrol ship 
or tank ship shall-

(a) Appoint a competent person on board the ship as a watchman 
until all Class A, Class B, and Class C oil cargo in bulk and 
all packed Class A and Class B oil cargo has been loaded 
or discharged and the holds or tanks securely closed after 
loading or discharging; and 

(b) At all times have a responsible person on board and sufficient 
personnel available who are competent ,to carry out and give 
effect to the provisions of these regulations and to meet any 
conditions required by the Harbourmaster. 

(2) The duties of the watchman appointed under paragraph (a) of 
subclause (1) of this regulation, in addition to those specified in sub
clause (4) of regulation 5 of these regulations, shall include the following 
matters: 

(a) Prevention of unauthorised smoking or use of naked lights: 
(b) Prevention of unauthorised persons boarding the ship: 
(c) Warning every person boarding the ship that inflammable liquids 

are being handled. 

87. Ships having boilers on deck not to approach oil tankers-The 
master of any ship having a boiler on deck and the person in charge 
of any floating raft, appliance, or coal hulk having a boiler on deck shall 
not permit his ship, raft, appliance, or hulk to lie alongside or within 50 ft 
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of a petrol ship or tank ship containing the Class A, Class B, or Class C 
oil cargo while the fire under the boiler is alight, unless the compartments 
on the petrol ship or tank ship are closed. 

88. Loading, etc., oil cargo near electrical appliances, etc.-(I) No 
person shall load or unload or permit the loading or unloading of 
Class A or Class B oil products into or from the hold or any compartment 
of a ship unless-

(a) Any electric-light cable or power cable within the hold or com
partment is enclosed in a conduit or is otherwise suitably 
protected; and 

(b) Any junction box, switch, fuse, lamp fitting, or other electrical 
appliance in the hold or compartment is flame proof. 

(2) The master of the ship shall ensure that no mechanical ventilation 
installation serving any hold or compartment that contains or has 
contained Class A or Class B oil cargo is operated unless-

(a) The fan motors are flame proof; or 
(b) The hold or compartment has previously been certified as being 

free of inflammable vapours. 

Packed Class A, Class B, and Class C Oil Cargo 

89. Packed Class A, Class B, and Class Coil cargo-Cl) In addition 
to regulations 81 to 88 of these regulations, regulations 90 to 95 shall 
apply to petrol ships or tank ships arriving with, loading, or discharging 
packed Class A or packed Class B oil cargo or, where so provided, 
packed Class C oil cargo. 

(2) The provisions of regulations 90 to 95 of these regulations relating 
to the loading and discharging of packed oil cargo shall apply to the 
loading and discharging of containers which previously contained Class A 
or Class B oil products and have not been rendered free from inflam
mable vapour, as if those containers were packed Class A or Class B 
oil products. 

90. Duties of the master of a ship in respect of loading and dis
charging certain packed oil cargo-( I) The master and the owner of 
a ship shall ensure that no packed Class A or Class B oil cargo is 
loaded on to or discharged from the ship, unless--

(a) The cargo is loaded or discharged by means of approved trays 
or fibre-rope slings, or with such other means or appliances 
as may be approved by a Surveyor of Ships or a Port Safety 
Inspector; and 

(b) Any holds into or from which the cargo is to be loaded or dis
charged have been thoroughly ventilated if they contain 
or previously contained Class A or Class B oil cargo;-

and the master and the owner shall ensure that after all such cargo 
has been discharged the holds in which the cargo was stored shall be 
rendered free from inflammable vapour except as provided in the proviso 
to regulation 103 (b) of these regulations. 

(2) Except as provided in subclause (3) of this regulation, no person 
shall load or discharge any cargo into or from any hold containing 
packed Class A or Class B oil cargo at any time other than during 
daylight, which for the purpose of this regulation shall be deemed to be 
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the period of each day from sunrise to sunset. If at any time during the 
period of daylight it becomes necessary to use artificial illumination, 
loading and discharging shall cease, and no person shall load or discharge 
any such cargo until the provisions of subclause (3) of this regulation 
have been complied with. 

(3) With the prior written consent of the Harbourmaster, but subject 
to compliance with any conditions as to hours of working, kinds of 
illuminants that may be used or not be used, and other conditions which 
may be specified in that consent, the master of a ship (other than a 
tank ship) may, after daylight hours or during a period of daylight 
when artificial illumination is necessary, load or discharge any cargo into 
or from any hold containing packed Class A or Class B oil cargo. 

91. Restrictions on the loading of certain packed oil cargo-( 1) The 
master and the owner of a ship shall ensure that no packed Class A 
oil cargo is loaded below deck, unless-

(a) The holds have been inspected and a certificate, issued in writing 
by a Surveyor of Ships pursuant to regulation 92 of these 
regulations, certifying that the holds in which the cargo is to 
be carried are suitable for that purpose: 

(b) Those holds are maintained in that condition: 
(c) Any other cargo carried in the hold containing the packed 

Class A or Class B oil cargo is stowed in such manner as 
will avoid damaging the receptacles containing the packed 
Class A or Class B oil cargo: 

(d) All hatchways or similar deck openings from the holds or spaces 
in which the packed Class A or Class B oil cargo is stowed 
are provided with hatches or other coverings approved by 
a Surveyor of Ships: 

(e) At least one portable fire extinguisher suitable for extinguishing 
oil fires, and such additional extingul';hers as may be required 
by the Harbourmaster, of a type approved by the Chief Surveyor 
of Ships are provided and kept readily accessible in any place 
where any packed Class A oil cargo or packed Class Boil 
cargo under 90 degrees Fahrenheit is stored. The extinguishers 
required to be kept pursuant to this paragraph shall be 
additional to those required to be kept on the ship by the 
Shipping Fire Appliances Rules 1958*: 

(f) All packed Class A, Class B, or Class C oil cargo and containers 
which have contained Class A or Class B oil cargo loaded on 
the ship are securely stowed: 

(g) Any smoke helmet or smoke mask or breathing apparatus 
required to be provided on the ship is kept readily accessible 
on the ship in the event of an outbreak of fire. 

(2) The master and the owner of a petrol ship shall ensure that 
no packed Class A or Class B oil cargo, and no other cargo capable 
of causing ignition, is taken into any hold containing explosives or 
stowed near any stokehold or coal bunker bulkhead. 

(3) A copy of the certificate required to be given for the purposes 
of paragraph (a) of subclause (1) of this regulation shall be kept posted 
up by the master of the ship in a conspicuous place on the ship where 
it can easily be read by all persons concerned. 

"S.R. 1958/164 
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92. Licences issued by Surveyors of Ships in respect of packed oil 
cargo-( 1) A Surveyor of Ships may at any time, on the application 
of the master or owner of any ship, issue a licence as to the ship's 
fitness to carry packed Class A oil cargo below deck. 

(2) The issue of such a licence shall be subject to the following 
conditions: 

(a) That the bulkheads in each hold are of a design and construction 
approved by a Surveyor of Ships and are in good condition: 

(b) That the holds and spaces in which the packed Class A or Class 
B oil cargo is to be stowed have been tested and found to be 
gastight: 

(c) If the floor of an accommodation space forms the top of the 
compartment, that the floor is covered with an approved deck 
composition: 

(d) That the ship is fitted with an elect.ric-light system: 
(e) Such other conditions as may, in the discretion of the Surveyor 

of Ships, be imposed. 
(3) The licence shall expire on the date of expiry of the ship's survey 

certificate or such earlier date as may be prescribed by the Surveyor 
of Ships, but may be withdrawn at any time before the date of expiry 
if the Chief Surveyor of Ships drinks, on reasonable grounds, that it is 
necessary to do so. 

93. Oil containers- (1) No person shall convey, load, or discharge 
packed Class A, Class B, or Class C oil cargo on or from a ship, unless 
that cargo is contained in tanks, drums, tins, or other containers which 
are of such strength and construction as will withstand the ordinary risks 
of handling and transport by sea, having regard to their nature. 

(2) It shall be the duty of every member of the crew of a ship loading 
or discharging packed Class A, Class B, or Class C oil cargo, and of any 
waterside worker assisting in the loading or discharging, and of any 
other person on board the ship, immediately to report the presence of 
any leaking containers that may come under his observation to the 
officer in charge of the loading or discharging. 

(3) No person shall ship packed Class A, Class B, or Class Coil 
cargo, or cause or allow any such cargo to be shipped, if to his know
ledge that cargo or any vapour from it is escaping or is likely to escape 
from any drum, tin, or other container in which it is contained. 

(4) No master or owner of any ship shall receive on board his 
ship any packed Class A, Class B, or Class C oil cargo, if to his know
ledge that cargo or any vapour therefrom is escaping or is likely 
to escape from any drum, tin, or other container in which it is contained. 

(5) Every master of a ship shall ensure that any cargo which is being 
loaded into or unloaded from the ship does not pass above any packed 
Class A oil cargo stowed on the ship's deck. 

94. Limited quantities of certain packed oil cargo may be carried on 
deck-( 1) A Superintendent of Mercantile Marine may, on the appli
cation of the master or owner of a ship, grant a licence for the carriage 
of a limited quantity of packed Class A oil cargo on approved deck 
spaces of the ship as deck cargo, subject to the following conditions: 

(a) That the ship is fitted with an electric light system: 
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(b) That no such packed Class A oil cargo is carried-
(i) Within 30 ft of any galley funnel liable to emit dangerous 

sparks; or 
(ii) Within 15 ft of openings leading 'into the crew's quarters, 

into the machinery or boiler spaces, or into passenger cabins: 
( c) That no such packed Class A oil cargo is carried on any deck 

or part thereof set aside or available for passengers or in the 
vicinity of the ship's lifeboats. 

(2) When packed Class A oil cargo is carried as deck cargo, the 
master of the ship shall post up conspicuous notices on the ship 
drawing attention to the danger arising from smoking or striking matches 
or otherwise causing the production of a spark or flame near the deck 
cargo. 

(3) Every licence granted under this regulation shall be subject to 
the Deck Cargo Regulations 1950*. 

(4) When any packed Class A oil cargo is carried on any ship in 
breach of the conditions implied by subc1ause (1) of this regulation, the 
master commits an offence against these regulations. 

95. Holds loaded with packed Class A oil cargo to be ventilated
(1) The master and the owner of a ship shall ensure that no packed 
Class A oil cargo is loaded into any hold or space in the ship, unless 
the hold or space is fitted with efficient ventilators, half of which extend 
to the bottom of the hold or space and the other half of which are 
practically flush with the deckhead of the hold or space. 

(2) The owner of the ship shall cause the ventilators to be fitted with 
large cowl or other efficient heads and their openings with double wire 
gauze. 

(3) If the hold or space of a ship is allotted wholly to packed 
Class A oil cargo, the master of the ship shall ensure the removal or 
effective sealing of the ventilator heads after loading and the sealing of 
the hold or space. 

( 4) If the hold or space of a ship is not allotted wholly to packed 
Class A oil cargo, the master shall keep the ventilator heads in place 
during the whole time the packed Class A oil cargo is on board. 

Packed Class A or Class B Oil Products on Wharves 
96. Restrictions on depositing certain packed oil cargo on wharves

(1) No person shall deposit any packed Class A or Class B oil products, 
or cause or allow any such products to be deposited, on any wharf 
or in any shed on any wharf or on or in any place within 50 ft of 
any wharf without the permission of the Harbourmaster. 

(2) Except with the written permission of the Harbourmaster, no 
person shall deposit any packed Class A or Class B oil products, or allow 
any such products to remain, on any wharf or in any shed on any 
wharf or on or in any place within 50 ft of any wharf at any time between 
sunset and sunrise. 

(3) Except with the written permission of the Harbourmaster, no 
person shall deposit or allow to remain on any wharf or in any shed on 
any wharf or on or in any place within 50 ft of any wharf any greater 

·S.R. 1950/143 
Amendment No. I: S.R. 1960/157 
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quantity of packed Class A or Class B oil products than can be handled 
in a period of one hour with the means of transport available at the 
wharf. 

97. Consignee of certain packed oil cargo to remove it from the 
wharf immediately-The owner or other person entitled to receive 
delivery of any packed Class A or Class B oil products for or from any 
ship shall, if those products are unloaded on any wharf, remove them 
from that wharf immediately. 

98. Notice boards to be erected when certain packed oil cargo is 
being handled-No person shall handle or deposit packed Class A 
or Class B oil products upon any wharf or in any shed on any wharf or 
on or in any place within 50 ft of any wharf until notice boards with 
conspicuous lettering not less than 6 in., in size, and bearing the words 
"DANGER-No SMOKING" have been erected in such conspicuous positions, 
not less than 50 ft from those products as to be visible from every point 
of access to the wharf, shed, or place. 

99. Restrictions on smoking near certain packed oil cargo stacked on 
a wharf-When packed Class A or Class B oil products are upon any 
wharf or in any shed on any wharf or on or in any place within 50 ft 
of any wharf, no person shall, within 50 ft of those products, smoke, or 
have in his possession or under his control any means of ign'ition, or any 
lamp (other than a safety lamp) . 

100. Restrictions on lighting that may be used in vicinity of packed 
oil cargo-No person shall use on any wharf where packed Class A or 
Class B oil products are being loaded or landed, or on or in which any 
such products are lying, or in any shed on any such wharf or on or in any 
place within 50 ft of any such wharf, any fires or lights, other than 
electric filament or self-contained electric lamps, heaters, cookers, or 
other similar type of apparatus, so designed, constructed, and maintained 
as to be incapable of igniting inflammable vapour. 

101. Locomotives not to approach packed oil cargo stacked on a 
wharf-When any ship is loading or unloading packed Class A or 
Class B oil products, or any such products are stored or lying on any 
wharf or in any shed on any wharf or on or in any place within 50 frt 
of any wharf, no person shall bring any locomotive, in which steam 
is generated by combustion in open fires, within 50 ft of any such 
vessel or products or storage place. 

Class A, Class B, or Class C Oil Cargo in Bulk 
102. Class A, or Class B, or Class C oil cargo in bulk-In addition to 

regulations 84 to 91 of these regulations, regulations 103 to 110 shall 
apply to all ships arriving with, loading, or discharging Class A, Class B, 
or Class C oil cargo in bulk. 

103. Notice to be given to Harbourmaster before berthing of ship 
carrying bulk oil-The master and the owner of a tanker shall ensure 
that-
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(a) The tanker is not berthed, unberthed, or moved in any harbour 
unless prior notice is given to the Harbourmaster and his 
consent obtained; and 

(b) After all Class A, Class B, or Class C oil cargoes have been dis
charged from the tanker, the tanks or compartments are 
rendered free from inflammable vapour: 

Provided that a tanker leaving harbour without delay or 
remaining only for the purpose of taking aboard bunkers, stores, 
ballast, or for any other purpose which the Harbourmaster 
approves, shall not be required to be free from inflammable 
vapour. 

104. Duties of master of a ship before loading or discharging bulk 
oil-The master and the owner of a tanker and the owner of an 
installation, being a tanker or installation into which or from which 
Class A, Class B, or Class C oil cargo is being loaded or discharged in 
bulk, shall ensure that-

(a) The Harbourmaster's prior consent has been obtained before the 
cargo is loaded or discharged into or from shore tanks or 
barges and any conditions he may impose are complied with: 

(b) If the loading or the discharging is commenced or completed 
during the hours of darkness, hose connections are not made 
or broken during those hours without the permission of the 
Harbourmaster, who shall not give that permission unless he 
is satisfied that sufficient illumination of a type and located in 
a position approved by him is available: 

(c) If during loading or discharging it is found necessary or advisable 
to change any connection or hose in use, then, before the 
connection is broken or the hose is changed,-

(i) Where Class A or Class B oil products are being 
pumped, water is pumped through in sufficient quantities to 
ensure that no oil will escape or flow into the harbour or 
on to any land adjacent to It; and 

(ii) Where Class C oil products are being pumped, water 
or air is pumped through in sufficient quantity to ensure that 
no oil will escape or flow into the harbour or on to any land 
adjacent to it: 

(d) If during any discharge or loading anything occurs to necessitate 
a repair to the plant, pipes, or connections, other than changes 
of any hose or connection as previously mentioned, the 
Harbourmaster is informed and the discharge or loading 
discontinued and adequate safety measures are taken until 
such time as the Harbourmaster is satisfied that the repairs 
have been satisfactorily completed. 

105. Containers on ships carrying bulk oil- (1) The owner and the 
master of a ship shall ensure that no Class A, Class B, or Class Coil 
cargo is loaded into or discharged from the ship in bulk, unless that 
ship or a compartment of the ship which contains or is to contain the 
cargo has been specially constructed for the carriage of the cargo in bulk 
or the requirements of subclauses (2) to (6) of this regulation are 
complied with. 
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(2) The owner and the master of a ship shall ensure that no 
Class A, Class B, or Class C oil cargo is loaded or discharged in bulk 
into or from a container on the ship (being a container that does not 
form part of the ship) except 'in compliance with the requirements of 
subclauses (3) to (5) of this regulation. 

(3) A container which does not form part of the ship shall not be used 
for the carriage of Class A, Class B, or Class C oil cargo in bulk on or in 
the ship unless it has been approved by the Chief Surveyor of Ships 
for the purpose. The approval given may be general or specific, and 
may state such conditions as to the maintenance, location, securing, and 
marking of the container and such other requirements as the Chief 
Surveyor of Ships, in his discretion, may consider necessary. 

(4) If the container is to be carried below deck, the master or owner 
of the ship shall obtain a licence issued by a Surveyor of Ships in 
accordance with the requirements of regulation 92 of these regulations, 
as if the cargo to be carried in the container were packed cargo. 

(5) If the container is to be carried on deck, the master or owner of 
the ship shall obtain a deck-cargo licence issued by a Superintendent of 
Mercantile Marine, and the provisions of regulation 94 of these regula
tions shall apply as if the cargo to be carried in the container were 
packed cargo. 

(6) The loading and discharging of Class A, Class B, or Class C 
oil cargo in bulk into or from a container on a ship (being a container 
that does not form part of the ship) shall be subject to the provisions 
of-

(a) Regulations 103 to 110 of these regulations as if the container were 
part of the ship; and 

(b) The following of these regulations as if the cargo were packed 
cargo---

(i) Regulation 90', except paragraph (a) of subclause (1): 
(ii) Regulations 91 and 95. 

106. Steel hawsers-Unless exempted in writing by the Harbourmaster, 
the master of a tank ship shall, immediately on the ship being berthed, 
have steel-wire hawsers sufficiently strong to enable the ship to be hauled 
away from the berth placed over the fore and after ends of the ship 
and made securely fast on board, and the master shall maintain those 
hawsers in position so long as any Class A, Class B, or Class C oil cargo 
is on board and until the ship, having discharged its cargo, has been 
rendered free from inflammable vapour. 

107. Certain conditions to be complied with before loading or dis
charging oil- (1) The master of a tank ship and the owner of any oil 
installation into or from which oil is being discharged from or loaded 
on to the ship shall not commence or continue the loading or discharge 
of any Class A or Class B oil cargo in bulk on to or from the ship, 
unless and until-

(a) A barricade to prevent access by any unauthorised person to 
the ship and to pipeline hose-connections has been erected 
to the satisfaction of the Harbourmaster and is maintained 
at all times when the ship is berthed, unless the ship is 
issued with a certificate of test certifying it to be gas free or 
unless 'its holds are completely shut down: 
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(b) A watchman is stationed at each opening of the barricade to 
prevent the entrance of any unauthorised person: 

(c) Notice boards with conspicuous lettering not less than 6 in. in 
size, and bearing the words "DANGER-No SMOKING" are 
erected at each opening of the barricade: 

(d) The arrangements for safety have been approved by the Harbour
master. 

(2) No person shall drive a powered vehicle capable of producing 
and emitting a spark or flame within the barricaded areas or within 
50 ft of any pipeline hose-connection while Class A or Class B oil cargo 
is being unloaded or discharged or the pipelines are unsealed. 

(3) No person shall use a hand truck or any wheeled appliance within 
the barricaded areas, unless the hand truck or wheeled appliance 
is equipped with rubber tyres. 

(4) No person shall smoke or have in his possession or under his 
control any means of ignition or lamp other than a safety lamp within 
any such barricaded area. 

(5) For the purpose of this regulation, the term "pipeline hose-con
nection" means a connection connecting any pennanent pipeline ashore 
with a temporary oil hose which connects a ship with the shore and, 
where the temporary oil hose comprises more than one length or section, 
means a connection connecting any two such lengths or sections. 

108. Responsible supervision of loading and discharging oil-Before 
any Class A, Class B, or Class C oil cargo in bulk is loaded on to or 
discharged from any tank ship, the master and the owner of the ship 
and the owner of the oil installation into which the oil cargo is to be 
loaded or 'from which it is to be discharged shall ensure that competent 
signalling staff are in attendance both on the Wharf and aboard 
the ship and that direct uninterrupted telephonic communication be
tween the wharf and the oil storage installation is established for use 
during the period of pumping. The owner of the installation shall 
also ensure that responsible staff are in attendance on the wharf to 
superintend the opening and closing of valves and for patrol of the 
pipeline. 

109. Precautions to be taken by owners of oil installations-The 
following precautions shall be taken by the owner of the oil installation 
into which or from which Class A, Class B, or Class C oil cargo in bulk 
is being loaded or discharged: 

(a) Pipelines, valves, and hoses constructed to be resistant to Class 
A, Class B, or Class C oil products, as the case may require, 
and maintained in good order, free from leakage, gas tight, 
and suitably bonded and earthed, shall be used for con
necting the dil installation with the ship: 

(b) A non-return valve shall be placed immediately behind the 
connection between the hose and the shore-installation pipe 
and, where required by the Harbourmaster, at the shore end 
of the wharf also: 

Provided that in special circumstances and with the approval 
in writing of the Harbour Board, the requirement df a 
non-return valve at the seaward end of the pipeline may be 
dispensed with if a non-return valve is provided at the shore 
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end of the pipeline and the distance from the outer or sea
ward end of the line to the non-return valve on shore does 
not exceed 50 ft: 

Provided also that in special circumstances, and with the 
approval in writing of the Harbour Board, a non-return 
valve may be bypassed by the installation of a rising-spindle 
gate-valve: 

Provided further that in special circumstances, and with the 
approval in writing of the Harbour Board, a non-return valve 
may be dispensed with on pipelines used exclusively for the 
loading of petroleum products: 

Provided further that no approval shall be given by a 
Harbour Board under this paragraph, unless any appropriate 
exemption required by the Dangerous Goods Regulations 1958* 
has been granted: 

(c) When pumping ceases temporarily, valves on the ship and on 
the shore pipeline shall be closed: 

(d) On completion of the loading or unloading, pipelines and valves 
on or under any wharf shall be thoroughly cleared of Class A 
and Class B oil products by flushing with water and shall be 
kept full of water, and hoses shall be thoroughly cleared of 
Class A, Class B, and Class C oil products: 

Provided that the Harbourmaster may grant exemption 
from the requirements of this paragraph in the case of under
water pipelines used for the transmission of Class A, Class B, 
or Class C oil products, or any specified pipeline provided it is 
patrolled to the satisfaction of the Harbourmaster: 

(e) Sufficient drip trays of a type approved by the Harbourmaster 
shall be provided on the wharf or on the ship and shall be 
used under any valves and fittings on the wharf or the ship, 
which may be found to be leaking. 

11 O. Additional duties of master of a ship in respect of bulk oil
The master of every tanker carrying or about to be loaded with Class A, 
Class B, or Class C oil cargo shall ensure that-

(a) The lids, screw caps, or other removable coverings of the oil 
tanks in the ship are kept securely fastened, screwed down, 
and gas tight, except so far as may be necessary to enable 
inspection, loading, or discharge of Class A, Class B, or Class 
C oil cargo to proceed: 

Provided that, immediately upon the removal of any lid, 
screw cap, or other covering, and except during the actual 
operation of inspection, safety wire gauzes shall be properly 
fitted or other efficient steps taken, to the satisfaction of the 
Harbourmaster, to prevent the ignrtion of the cargo or any 
vapour therefrom: 

(b) An adequate number of drip trays, which shall be provided 
by the owner of the installation, are used on the ship under 
any valves and fittings which may be found to be leaking: 

(c) An adequate supply of sand is available for use, if necessary, 
on the decks in the vicinity of any such valves and fittings: 

*S.R. 1958/76 
Amendment No. 1: S.R. 19611149 
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(d) The scuppers are securely closed in order to prevent the escape 
of oil from the ship: 

(e) No unauthorised person is permitted to be on board the ship 
while loading or discharge is in progress. 

Power of Harbourmaster to Grant Exemptions 
111. Class A and Class B oil products exemption-Where the total 

quantity of Class A or Class B oil products loaded, ·transhipped, or 
discharged or proposed to be loaded, transhipped, or discharged on 
to or from any ship on any occasion is less than 200 gallons, the 
Harbourmaster, in his discretion, may exempt any person from com
pliance with any provisions of regulations 81 to 110 of these regulations 
in relation to that ship to such extent and subject to such restrictions, 
limitations, and conditions as the Harbourmaster thinks fit. 

112. Class A, Class B, or Class C oil products as bunkers-The 
bylaws of the Harbour Board, or, subject to any such bylaws, the 
Harbourmaster, in his discretion, may, to such extent and subject to 
such restrictions, limitations, and conditions as are specified in the 
bylaws or, as the case may be, as the Harbourmaster thinks fit, 
exempt any person from compliance with any of the provisions of 
regulations 81 to 110 of these regulations in relation to any ship that is 
loading or intends to load Class A, Class B, or Class C oil products as 
bunkers for consumption by that ship's engines. 

113. Class C oil cargo exemption-The Harbourmaster, in his dis
cretion, may, to such extent and subject to such restrictions, limitations, 
and conditions as he thinks fit, exempt any person from compliance with 
any of the provisions of regulation 86, regulation 103 (b), and regulations 
106 and 110 of these regulations in relation to any ship in which the 
greater part of the cargo space is not constructed or adapted for the 
carriage in bulk of cargo comprising oil products of any class and which 
has on board or is loading or discharging Class C oil cargo in bulk 
in or into or from tanks forming part of the ship and used mainly for 
the carriage of Class C oil products as bunkers or of water ballast. 

Oil Tanks 
114. Naked lights near oil tanks-( 1) Until a certificate of test has 

been obtained and the permission of the Harbourmaster has been 
granted, no person shall take or have in his possession any naked light, 
fire, or lamp other than a safety lamp, or any apparatus of any kind 
which might produce a light or spark near any oil tank, nor shall he 
enter any such tank, except for the purpose of testing the atmosphere 
or undertaking cleaning operations in accordance with the provisions 
of regulation 115 of these regulations. 

(2) If the cargo last contained in any oil tank was oil, the master, 
jf the oil tank is on board or part of the ship, or the owner, if the oil 
tank is not on the ship, shall daily obtain a fresh certificate of test and 
the approval of the Harbourmaster each day before work is commenced 
in the tank; and if during the course of that work any pipe or joint in 
the oil tank is broken or any other risk of oil or oil vapour entering it 
arises, the master or the owner, as the case may be, shall suspend all 
work in the tank until a further certificate of test has been obtained. 
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(3) No person shall take into any part of a ship which has been 
carrying oil as cargo any naked lights, fires, or lamps other than 
safety lamps, or any apparatus of any kind which might produce a light 
or spark, until a certificate of test has been obtained in respect of that 
part: 

Provided that until any oil tank has been opened this sub clause shall 
not apply to any part of a ship where naked lights were allowed when 
the ship was at sea. 

(4) The master, if the oil tank is on board or part of a ship, or the 
owner, if the oil tank is not on a ship, shall post as soon as practicable a 
certificate of test in a conspicuous place on the ship or on the tank where 
it can easily be read by all persons concerned. 

(5) Subclauses (1) and (3) of this regulation shall not apply to any 
ship of which the oil tanks have been cleaned and tested in accordance 
with these regulations and have not subsequently been used for carrying 
oil. 

(6) For the purposes of this regulation and of regulations 115 and 116 
of these regulations-

"Oil" means Class A, Class B, or Class C oil products that are 
capable of giving off toxic or inflammable vapours: 

"Oil tank" means any tank, compartment, or space which contains 
or has contained any oil or any sludge, deposit, or residue 
from it. 

115. Cleaning of oil tanks- ( 1) Before any oil tank which contains or 
has contained oil in bulk is tested,-

(a) It shall be thoroughly steamed or washed down by means of hot
water jets for such period as will ensure the vaporisation of 
all volatile oil or shall be otherwise cleansed of all volatile oil 
by chemical means: 

(b) After it has been so steamed or washed down or otherwise 
cleansed,-

( i) All covers of manholes and other openings shall 
be removed, and it shall be thoroughly ventilated, by 
mechanical or other efficient means, so as to ensure the 
removal of all oil vapour; and 

(ii) The interior surface shall, if any deposit remains on it, 
be washed or scraped down: 

(c) All residual oil and any sludge or deposit shall be removed 
from it, and any person who is employed in its 
cleaning or testing shall be provided with suitable breathing 
apparatus with an attached lifeline attended by some person 
outside the tank: 

Provided that the requirements relating to the provision 
of breathing apparatus and lifeline may be dispensed with 
in the case of tanks which have contained Class Coil 
products, if the tank has been adequately ventilated and is 
provided with adequate ventilation throughout the period 
of cleaning or testing: 

(d) The person in charge of the men employed in the cleaning 
of the tank shall take precautions that no matches or other 
means of producing fire or sparks are carried by those men: 
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(e) All due precautions shall be taken for the prevention of accidents 
during gas freeing or tank cleaning: 

(f) When cleaning is being carried out in high ambient temperatures, 
such further precautions shall be taken as may be required 
by the Harbourmaster. 

(2) If the oil tank is on or part of a ship, the provisions of paragraphs 
(a), (b), (c), (e), and (f) of subclause (1) of this regulation shall be 
complied with by the master of the ship, and, in the case of an oil 
tank not on the ship, the provisions of those paragraphs shall be com
plied with by the owner of the oil tank. 

116. Repairs on oil tanks-Where repairs are being carried out on an 
oil tank in respect of which a certificate of test is required under 
regulation 114 of these regulations, no person shall-

(a) Use or permit the use of any lamp other than a safety lamp; 
or 

(b) Take or permit to be taken into the tank any rivet-fire or other 
fire or naked light, or, unless it is impracticable, pass heated 
rivets otherwise than through tubes: 

Provided that any or all of the requirements of this regulation may be 
dispensed with on the written authority of the Harbourmaster, if the 
person giving the certificate of test under regulation 114 of these regula
tions in relation to that oil tank so recommends. 

PART VIII -FIRST-AID F ACILITIE S AND ACCIDENTS 

117. Application of this Part-This Part shall not apply to small 
wharves and jetties at which home-trade or foreign-going ships do not 
berth. 

118. Harbour Board to maintain first-aid facilities- (1) Except where 
first-aid appliances and requisiJtes available to all injured persons are 
provided by the Waterfront Industry Commissrron in respect of any 
wharf, dock, or slipway to a standard not less than that required by this 
subclause, every Harbour Board shall provide and at all times maintain 
adequate first-aid appliances and requisites in accordance with the scale 
specified in the Second Schedule to these regulations on every wharf, 
dock, and slipway under its control, and shall ensure that any person 
injured 'in or on any such place is provided with adequate first-aid 
treatment immediately after the injury. 

(2) Every such Board shall maintain its first-aid appliances and 
requisites and 'its first-aid rooms in a clean and tidy condition, and 
ensure that they are at all times ready and available for the treatment 
of any person injured as aforesaid. 

(3) Every such Board shall keep its first-aid appliances and requisites 
in suitable boxes or cabinets. Nothing except first-aid appliances and 
requisites shall be kept in the boxes or cabinets. 

(4) A Board shall ensure that every such box or cabinet is dustproof 
and, if not made of an easily cleansed material with a smooth impervious 
surface, that it is painted inside and outside with gloss paint. The 
lid or door of the box or cabinet shall be clearly marked on its exterior 
with the words "FIRST AID" in red letters at least 3 in. high and the 
designaJtion of the person appointed under subdause (7) of this regulation 
to be 'in charge of the appliances and requisites. 



1968/240 General Harbour (Ship, Cargo, and Dock 
Safety) Regulations 1968 

2023 

(5) A Board shall locate its boxes or cabinets in a well lighted position 
close to a wash basin having hot and cold running water, soap, a nail 
brush, and clean towels. 

(6) Where the location of any such box or cabinet is not conspicuous, 
a Board shall clearly show that location by means of a sign bearing the 
words "FIRST AID" placed in a conspicuous position near to and 
indicating the location. 

( 7) Where a Board is required to provide appliances and requisites 
on any wharf, dock, or slipway where six or more persons are employed, 
it shall appoint a person to be in charge of the first-aid appliances and 
requisites on that wharf, dock, or slipway; and where sh'ifts are worked it 
shall, in respect of each shift, appoint a deputy to act instead of the 
person appointed. 

(8) Every person (including a deputy) appointed under subclause (7) 
of this regulation in respect of a wharf, dock, or slipway where more 
than 100 persons are employed at anyone time, or to be in charge of a 
first-aid room provided by a Board under this regulation, shall be either 
a registered nurse or registered male nurse within the meaning of the 
Nurses and Midwives Act 1945 or hold a certificate of the St. John 
Ambulance Association or the New Zealand Red Cross Society (In
corporated) or shall have had within the three years preceding his 
appointment first-aid training approved for the purpose by a Medical 
Officer of Health. 

(9) Except where a first-aid room is provided in respect of the harbour 
by the Waterfront Industry Commission for the treatment of injured 
persons in accordance with the standard required by subclause (1) 
of this regulation, every Board shall provide a first-aid room to be 
exclusively used for the giving of first-aid treatment. 

(10) Notwithstanding anything to the contrary in subclause (9) of 
this regulation, where no first-aid room is provided and located by the 
Board or the Commission within three-quarters of a mile of any place 
where cargo working operations, or shipbuilding or ship repairing or 
overhauling operations, are carried out, the Board shall provide an 
additional first-aid room or such equivalent facilities as may be approved 
by a Surveyor of Ships or a Port Safety Inspector so that no place 
where any of the aforesaid operations are carried out is more than three
quarters of a mile from the first-a:id room. 

(11) Every first-aid room provided by a Board shall
(a) Have a minimum floor area of 100 sq ft: 
(b) Have walls and ceiling of a smooth impervious surface pa:inted 

a light colour: 
(c) Have the floor covered with a durable and easily cleaned material: 
(d) Be lighted, heated, and ventilated to the satisfaction of a Medical 

Officer of Health: 
( e) Be provided with a wash basin with hot and cold running water, 

together with soap, a nail brush, and clean towels: 
(f) Be fitted with cupboards for the storage of first-aid appliances 

and requisites: 
(g) Be furnished with a couch with a pillow and a blanket, and one 

chair: 
(h) Be provided with first-aid appliances and requisites in accordance 

with the Second Schedule to these regulations. 
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119. Notices to be exhibited-Notices shall be exhibited in prominent 
positions at every wharf, dock, and slipway, and shall state-

(a) The position of the nearest first-aid box or cabinet and the place 
where such person as may have been designated to be in 
charge of the box or cabinet may be found; and 

(b) The position of ship's hold stretchers and accessories. 

120. Notification of accidents- (1) In every case where any person 
engaged in the loading or unloading or handling of cargo or coal or in 
the repair of cargo gear or in the overhaul or repair work of a ship is 
killed or injured in an accident, the person having the control or 
management of the work in connection with which the accident 
occurred shall immediately after the accident give written notice of it 
to a Surveyor of Ships or a Superintendent of Mercantile Marine on a 
form approved for the purpose by the Secretary for Marine. 

(2) In every case of breakage or failure of any derrick, chain, 
sling, rope, or other appliance used in loading or unloading cargo or 
coal on or from any ship, the person in charge of the work in connection 
with which the breakage or failure occurred shall, immediately after 
the breakage or failure, give written notice of it to a Surveyor of Ships 
or a Superintendent of Mercantile Marine on a form approved for the 
purpose by the Secretary for Marine. 

(3) In every case where any other person is killed or injured in an 
accident on any wharf, dock, or slipway, or on or from any ship tied 
up in a New Zealand port, or in any other part of a harbour to which 
this Part applies, the person supervising, responsible for, or having 
control of the wharf, dock, slipway, ship, or other part of the harbour, 
as the case may be, shall immediately after the accident give written 
notice of it to a Surveyor of Ships or a Superintendent of Mercantile 
Marine on a farm approved for the purpose by the Secretary for Marine. 

(4) For the purpose of investigating any accident under this regula
tion, a Surveyor of Ships, Superintendent of Mercantile Marine, 
or Port Safety Inspector may make inquiries from any person who he has 
reason to believe is in possession of information that may lead to dis
covery of the cause of the accident. 

(5) Nothing in this regulation shall derogate from the provisions of 
any other enactment relating to the investigation of accidents. 

121. Harbour Boards to maintain stretchers-Every Harbour Board 
shall keep readily accessible on every wharf, dock, or slipway under its 
control and on or from which cargo is loaded or unloaded a stretcher 
in case of accident on or near any such wharf, dock, or slipway, or on 
any ship berthed or docked there: 

Provided that, where less than half a mile separates one wharf, dock, 
or slipway from another, this regulation shall be deemed to have been 
complied with if one stretcher is supplied and kept as aforesaid at either 
the first or last-mentioned wharf, dock, or slipway. 

122. Specification of stretchers-The stretcher shall be constructed to 
New Zealand Standard Specification number 1057 j1967-(stretchers for 
ambulance purposes) and provided with slings so as to enable it to be 
safely lifted from the ship's hold by the ship's or shore lifting gear, and 
no injured person shall be lifted by any other means, except under the 
direction of a medical practitioner. 
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123. Harbour Boards to provide lifesaving appliances-(l) Every 
Harbour Board, for the purpose of assisting in the rescue of persons 
from drowning, shall provide on every wharf or dock under its control 
from which cargo is loaded or unloaded-

(a) Such number of lifesaving appliances as may be determined by 
a Surveyor of Ships or a Port Safety Inspector; and 

(b) Such means at or near the surface of the water adjacent to the 
wharf or dock as will enable a person to support himself or 
escape from the water. 

(2) The appliances referred to in paragraph (a) and the means 
referred to in paragraph (b) of subclause (1) of this regulation shall 
be of such type as may be approved by 'a Surveyor of Ships or a Port 
Safety Inspector. 

124. Responsibility of persons other than Harbour Boards-In any 
case where a person or body has exclusive occupation, control, or 
management of any part of a wharf, dock, or slipway, or of any 
other part of a harbour to which this PaJrt applies, the responsibility of 
complying with this Part of these regulations shall devolve on that 
person or body as if it were a Harbour Board. 

PART IX-MISCELLANEOUS PROVISIONS 

125. Master of every ship to be given copy of these regulations
(1) Upon the arrival of any ship for the first time within any harbour, 
the Harbourmaster shall give, or cause to be given, to the master 
of the ship a copy of these regulations unless he has previously received 
one; and it shall be the duty of each Harbourmaster to see that the 
master of every ship is in possession of such a copy. 

(2) Every master of a ship to whom a copy of these regulations 
has been given shall sign a receipt for it, and deliver the receipt 
to the Harbourmaster, and shall pay to the Board for that copy a fee not 
exceeding the cost to the Harbour Board. 

126. Harbourmaster to enforce provisions of these regulations
Except in cases where provision is otherwise made in that behalf, 
it shall be the duty of each Harbourmaster to see that these regulations, 
so far as they are applicable to ships within the harbour at which he is 
stationed, are duly complied with, and to take such steps as may be 
necessary to prevent their breach or for enforcing their provisions. 

127. Regulations not to affect the Crown, or Commonwealth or 
foreign warships, etc.-Nothing in these regulations shall apply to any 
ship, boat, or other property of the Crown, or to any ship-of-war of any 
country of the British Commonwealth or any foreign nation, or to any 
explosives in the charge of officers in the service of the Crown during 
the performance of the duties of their office: 

Provided that any such officer shall, before loading any such explosives, 
notify the Harbourmaster of his intention so to do. 

128. Liability in tort- ( 1 ) No provision in these regulations shall be 
construed to negative in any way the right of any person who has 
sustained in jury or damage as a result of the breach of any duty im
posed by these regulations to recover damages for that breach. 
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(2) Nothing in these regulations shall be construed to negative the 
vicarious liability at common law of any employer in respect of any 
breach by any of his employees of any duty imposed on the employee by 
these regulations. 

(3) Nothing in these regulations shall be construed to affect the 
provisions of the Machinery Act 1950, the Boilers, Lifts, and Cranes Act 
1950, or the Occupiers Diability Act 1962 in respect of any harbour, 
or of any dock, whaI1f, quay, or slipway in any such harbour. 

129. Offences and penalties-Cl) Every person (not being a Harbour 
Board) commits an offence against these regulations who, without 
reasonable excuse-

(a) Fails to comply with any lawful requirement of a Harbourmaster, 
Surveyor of Ships, Port Safety Inspector, Inspector of Explo
sives, or other officer on whom a duty is imposed by these 
regulations; or 

(b) In any manner obstructs a Harbourmaster, Surveyor of Ships, 
Port Safety Inspector, Inspector of Explosives, or other officer 
on whom a duty is imposed by these regulations; or 

( c) Does any act in contravention of or fails to comply with any 
provision of these regulations. 

(2) Every person commits an offence who, for any purpose connected 
with these regulations,-

(a) Makes any statement or certificate which to his knowledge is false 
in any material particular; or 

(b) Utters, produces, or makes use of any such statement or certificate 
or any document containing any such statement or certificate; 
or 

(c) Knowingly produces any document that is not genuine to any 
Harbourmaster, Surveyor of Ships, or Port Safety Inspector, or 
to any other person to whom any document is, by these regula
tions, required to be produced. 

(3) Every person who commits an offence against these regulations 
for which no penalty is provided elsewhere than in this regulation is 
liable on summary conviction to a fine not exceeding $200. 

130. Duties of Harbour Boards-(l) Where any Harbour Board is 
convicted of an offence against these regulations, every member of the 
Board shall be guilty of a like offence and liable to a like fine, unless he 
proves either-

(a) That the offence was committed without his knowledge or 
consent; or 

(b) That he took all reasonable steps to prevent the commission of 
the offence by attempting to ensure that the duty was carried 
out. 

(2) Without limiting the effect of subc1ause (1) of this regulation, 
where any Harbour Board fails to carry out any duty imposed on it by 
these regulations after receiving a notice in writing from the Secretary 
for Marine requiring it or its Harbourmaster to carry out the duty, the 
duty may be carried out by an officer of the Marine Department 
appointed for the purpose by the Minister, and any costs incurred by 
the Crown under this sub clause shall be recoverable as a debt due from 
the Harbour Board. 
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131. Harbour Board may carry out duties imposed on masters of 
ships, etc.-Where any duty imposed by these regulations on the master 
or owner of any ship, the owner of any oil installation, the owner of 
any dock, wharf, quay, or slipway, or the person in charge of any crane, 
winch, or derrick or any cargo loading or unloading operations has not 
been carried out, the Harbour Board administering the harbour where 
the ship, installation, dock, wharf, quay, slipway, crane, winch, or 
derrick is situated or the loading or unloading operations are taking 
place may, after giving the person in default notice in writing of its 
intention, carry out the duty on behalf of the person who is in default, 
and may recover from him the costs incurred in so doing. 

132. Surveyor of Ships, etc., to exercise discretionary authority fairly
Where by these regulations any discretionary authority to issue any 
certificate or licence or to grant any approval or exemption is given to 
any Surveyor of Ships (including the Chief Surveyor of Ships) or to 
any Port Safety Inspector, or to any Harbourmaster or to any other 
person, that authority shall be exercised fairly and without bias. 

133. Service of notices- ( 1) Any notice or other document to be 
given or served on any person for the purposes of these regulations 
may be given or served by causing it to be delivered to that person, 
or to be left at his usual or last known place of abode or business 
or at the address stated by him in any application or other document 
under the Harbours Act 1950 or any regulation or bylaw made there
under, or to be sent by registered letter addressed to him at that place 
of abode or business or address, or affixed to the masthead of any vessel 
owned by him which is for the time being within New Zealand. 

(2) Service as aforesaid shall be good service notwithstanding that 
there may not be any legal representative of a deceased person appointed 
and notwithstanding that the notice or document may not be addressed 
to any person by name. 

(3) Any notice sent by registered letter shall be deemed to be served 
at the time when it would be delivered at its destination in the ordinary 
course of registered post. 
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1968/240 

FORM No. I-NoTICE OF COMMENCEMENT OF WORK AT HATCHWAY 

M.96A 
SAFETY OF SHIPS' HATCHWAYS 

NOTICE TO THE MASTER OR OFFICER IN CHARGE OF S.S/M.V. " ........................ " 
I HEREBY give notice that the work of loading or unloading cargo or 

coal or other materials is to be commenced at the hatchways named 
below, and that the hatchways in question will be fenced or covered as 
required by regulation 32 (see inside front cover) until such time as they 
are taken into use by you or on your behalf. 

HATCHWAY DECK 
Signature: ..................... _ 

Time: ............................. . 

Date: ............................ . 

Port: ............................. . 

Form M. 96A. Issued by the Marine Department, New Zealand, under the 
provisions of the General Harbour (Ship, Cargo, and Dock Safety) Regulations 

1968 

NOTE-The original of this form when completed is to be given to the 
master or officer in charge of the ship; the duplicate is to be retained 
by the person in charge of the loading or unloading operations. 
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FIRST SCHEDULE-continued 

FORM No. 2-NoTICE OF COMPLETIO.:'< OF WORK AT HATCHWAY 
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M.96B 
SAFETY OF SHIPS' HATCHWAYS 

NOTICE TO THE MASTER OR OFFICER IN CHARGE OF S.S./M.V. <C •••••••••••••••••••••••• " 

I HEREBY give notice that the work of loading or unloading cargo or 
coal or other materials has been completed (*for the time being) at the 
hatchways named below, and that the hatchways in question have been 
left fenced or covered as required by regula:tion 32 (see inside front cover) 
and taken into use by you or on your behalf. 

HATCHWAY DECK 
Signature: ...................... . 

Time: ............................. . 

............................. ................................. , ............................................................. Date: ......................... " .. . 

Port: ............................. . 

*Delete if not required. 

I hereby acknowledge receipt of the original of this notice. 
Signature: ..... _ ....................... Time: ........................ Date: ........................ Rank: ...... . 

Form M. 96B. Issued by the Marine Department, New Zealand, under the 
provisions of the General Harbour (Ship, Cargo, and Dock Safety) Regulations 

1968 

NOTE-The original of this form when completed is to be given to the 
master or officer in charge of the ship; the duplicate is to be retained 
by the person in charge of the loading or unloading operations. 
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General Harbour (Ship, Cargo, and Dock 
Safety) Regulations 1968 

SECOND SCHEDULE 

1968/240 

MINIMUM SCALES OF FIRST-AID APPLIANCES AND REQUISITES 

Name of Item 

10z cotton wool* 
80z cotton wool* 
1 in. bandages, open wove* 
2 in. bandages, open wove* 
Triangular bandages 
Sterile dressings - large 
Sterile dressings - small 
Adhesive wound dressings (assorted) 
Cetrimide 1 percent 
Scissors (5 in.) 
Safety pins 
Fine-pointed tweezers or splinter forceps 
Camel hair brush or nylon eye loop 
Forceps, non-toothed 
Antiseptic cream (tube) 
First-aid booklet (Red Cross or St. John) 
Accident register and pencil 
Kidney bowl (5 in.) 
Splints (leg) 
Receptacle for soiled dressings 
Where wet work is carried on in a workplace: 

Waterproof adhesive plaster (reels) 
Where there is a danger of chemical splash in eyes: 

Eyewash apparatus 

-B.P.C. quality and standard. 

I Number of Items 

6 
1 
6 
6 
3 

12 
24 
48 

120z 
1 pair 
1 card 

1 
1 
1 

1 small 
1 
1 
1 
1 
1 

P. J. BROOKS, 
Clerk of the Executive Council. 

EXPLANATORY NOTE 

This note is not part of the regulations, but is intended to indicate their general 
effect. 

The regulations replace and consolidate with amendments those parts of the 
General Harbour Regulations 1954 relating to safety and accident prevention in 
New Zealand harbours-

(a) On board ships tied up in New Zealand ports; 
(b) On any dock, wharf, quay, or slipway; 
(c) In connection with the repairs of ships; and 
(d) In connection with the loading and unloading of cargo of all types, 

including coal, oil, and explosives for which special provision is made. 
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New provisions include-
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Regulation 11 which requires gangways to be provided by the ship with the 
higher freeboard in any case where one ship is lying in port alongside 
another: 

Regulation 39 which restricts the use of machines powered by internal 
combustion engines inside a ship's hold: 

Regulation 47 which requires certain port areas to be protected with fencing: 
Regulation 52 which gives the Chief Surveyor of Ships a discretion to 

permit the use of appliance~ and apparatus, such as lifting gear, other 
than those contemplated by the regulations: 

Part VIII which relates to first-aid facilities and the treatment and 
notification of accidents. 

Some amendments have been made to the previous regulations, and these 
relate to safety of gangways and accommodation ladders, the testing, inspection, 
and examination of cargo-lifting gear, the provision of lighting during loading 
and unloading operations both on board ship and on wharves, the leaving of 
spaces near hatch coamings in order to facihtate the replacement and removal 
of hatch covers, the use of winches, and the provision of gangways from a ship 
when it is in dock or on a slipway. 

Issued under the authority of the Regulations Act 1936. 
Date of notification in Gazette: 19 December 1968. 
These regulations are administered in the Marine Department. 


