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Serial Number 1947/21 

NEW ZEALAND 

THE PLUMBERS REGULATIONS 1931, AMENDMENT NO. 11 

B. C. FREYBERG, Governor-General 

ORDER IN COUNCIL 

At the Government House at Wellington, this 25th day of 
February, 1947 

Present: 
HIS EXCELLEXCY THE GOVERNOR-GENERAL IN COUNCIL 

PURSUANT to the Plumbers Registration Act, 1912, His Excellency the 
Governor-General, acting by and with the advice and consent of the 
Executive Council, doth hereby make the following regulations for 
matters which have been deemed by the Plumbers Board of New 
Zealand necessary or expedient to give effect to the said Act. 

REGULATIONS 
1. These regulations may he cited as the Plumbers Regulations 

1931, Amendment No. 11. 
2. These regulations shall be read together with and form part of 

the Plumbers Regulations 1931* (hereinafter called the principal 
regulations). 

3. These regulations shall come into force on the 1st day of .Ylarch, 
1947. 

4. Regulation 4 of the principal regulations is amended by revoking 
the words" one calendar month" in clause 3 thereof, and SUbstituting 
the words " six weeks". 

5. Section (B) of the First Schedule to the principal regulations, 
as substituted by Regulation 5 of the Plumbers Regulations 1931, 
Amendment No. 2t, is revoked, and the following substituted there
for :-

" (B) Practical Test in Workmanship 
" This Part will be of an advanced character and will be such 

as to show that the candidate can execute in a satisfactory manner 
within a reasonable time the following practical plumbing work:

" (a) Lead. ~urning, lead-pipe bending, sheet-lead bossing, joint
wlpmg: 

" (b) Copper and other metal pipe bending, jointing, welding, and 
brazing . 

• GazeUe, 18th February, 1932, Vo!. I, page 335, 
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"No springs are allowed for pipe-bending, but heat is allowed,. 
and any means of heat must be supplied by the candidate. 

" In wiping a solder joint to a lead pipe, where one or both of the 
pipes in the joint have a diameter of less than 3 in., heat must be
applied by means of hot metal alone. 

" In wiping a solder joint to a lead pipe where both pipes in the 
joint have a diameter of 3 in. or more, heat may be applied by means 
of a blow-lamp or other means approved by the Board." 

W. O. HARVEY, 
Clerk of the Executive Council. 

Issued under the authority of the Regulations Act, 1936. 
Date of notification in Gazette.' 27th day of February, 1946. 
These regulations are administered in the Department of Health. 


