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GOODS, LIVE-STOCK, PARCELS, AND LUGGAGE-continued 

68. Olassifl.eation of Goods, Live-stock, ete.-continued 
Clas3 

'Chlorate of potash (not to be loaded in same wagon as oil of myrbane) 
Chlorate of sodium. Dangerous .. 

C 
D 
D 
D 

Chloride of ammonia, for use in freezing-works 
Chloride of calcium 

(If packed in paper bags, all loading and unloading (except from ship to 
railway wagon) to be performed by owners. Any handling performed by 
the Department (except from ship to railway wagon) will be under special 
arrangement.) 

Chloride of sulphur. Dangerous .. 
Chocolate 
Cider, not otherwise specified 
Cider, manufactured from fresh fruit grown in New Zealand 
Cinders 
Cinematograph films in metal containers. Dangerous 
Circuses 
Cisterns, lavatory 
Clay-

Not otherwise specified 
Bentonite, crude 
Bentonite, refined .. 
China 

Clod-crushers .. 
Closets, chemical (a type of lavatory pan and fittings) 
Coal, imported 
Coal, New Zealand, anthracite or bituminous 
Coal, New Zealand, brown 
Cobalt, for use as, or manufacture of, manure 
Coconuts, packed, not otherwise specified .. 

C. Double rate 
As confectionery 

C 
D 

See Regulation 79 Q 
See Regulation 112 C 

See Regulation 95 
C plus 50% 

See Regulation 79 Q 
See Regulation 79 Q 
See Regulation 78 P 
See Regulation 77 N 

See Implements 

See Regulation 77 
See Regulation 78 
See Regulation 80 

C plus 50% 
N 
p 
R 
E 
C 

Coconuts, grown in Cook Islands, or Niue . . See Regulations 56 and 85 
Cod-liver oil, certified for use as live-stock tonic As stock-lick 
Codliverine calf food . . As live-stock and poultry food n.o.s. 
Coffins, empty C plus 50% 
Coin . . See Regulation 63 
Coke . . See Regulation 77 N 
Collodion, in hermetically sealed tins or bottles packed in sawdust in cases not 

exceeding 56 lb. each. Dangerous 
Combines 

C. Double rate 
See Implements 

See Regulation 78 P 
D 

Concrete articles as under
Air bricks or ventilators 
Blocks for testing purposes 
Boiler-frames or casings, washing or other open, with· or without copper 

boiler ; also iron doors, gratings, and fireplaces belonging to and 
consigned with such boiler-frames or casings D 

Bricks See Regulation 78 P 
Bridge beams and panels See Regulation 77 N 
Building blocks, hollow See Regulation 79 Q 
Building blocks, solid See Regulation 78 P 
Building slabs, plain See Regulation 77 N 
Cattle-stops See Regulation 77 N 
Cell blocks See Regulation 78 P 
Chimney blocks in minimum quantities of 9 tons per LA wagon, 11 tons per 

Le wagon, any less quantity to be charged at such minimum or at 
Class D See Regulation 77 N 

D 
See Regulation 77 N 
See Regulation 77 N 

Chimneys in pieces and chimney bases 
Cribb blocks (for retaining walls) 
Field tiles (unflanged concrete pipes) 
Fireplaces-

Packed 
Unpacked 

Flood-gates 
Garden edges 
House piles 
Liners (for use as piles) 

D 
C 

See Regulation 77 N 
See Regulation 77 N 
See Regulation 77 N 
See Regulation 77 N 
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