29 AucGust

B.S.

903 :

903 :

937 :
941 :
970 :

1006 :
1010:

1099 :
1101 :

1102 :

1113:
1116:

1129:
1136:
1188 :

1198-1200

1218

AMENDMENTS TO BRITISH STANDARDS—continued
Amend.
No.

1958
1958
1955

1963
1959

1960
1958

1958

1958
1956
1960
1956
1944

1946

1236-40:

1956
1252:
1259:

1297 :
1387 :

1416:

1957
1958
1961
1957
1962

:1955 Building

Title

Methods of testing vulcanized rubber.
Part A 9:1957 Determination of
abrasion resistance.
Methods of testing vulcanized rubber.
Part D 4:1957 Determination of

cross-breaking strength of ebonite.-

Flexible cable for miners’ cap lamps.

Automobile filament lamps.

Wrought steels in the form of bars,
billets and forgings, up to 6 in. ruling
section, for automobile and general
engineering purposes.

Determination of fastness to daylight of
coloured textiles.

Draw-off taps and stopvalves for water
services (screwdown pattern).

Small fusion welded steel air receivers.

Pressure containers for paint and other
substances.

Rubber suction and discharge hose with
woven fabric and wire reinforcement.

Water tube boilers.

Flexible trailing cables for quarries and
metalliferous mines.

Timber ladders, steps and trestles.

Mild steel refuse storage containers.

Ceramic lavatory basins (dimensions and
workmanship only).

sands

from natural

sources,
Sluice valves for waterworks purposes.

Sills and lintels (clayware, cast concrete
and natural stone).

Domestic solid-fuel cookers with integral
boilers.

Intrinsically safe electrical apparatus and
circuits for use in explosive atmo-
spheres.

Grading and sizing of softwood flooring.

Steel tubes and tubulars suitable for
screwing to B.S, 21 pipe threads.

Methods for the sampling and analysis of
rennet casein.

1428 Part F1:1957 Filtration apparatus for micro-

1432
1437 :
1497 :

1557

1640 :

1673 :

1791 :
1844 :

1869 :
1933 :

2008 :
2094 :

2495 :
2511
2613 :
2776 :

2784 :
2791

2799
2845 :

1961
1948

1954

1960

1953

1960
1954
1957

1956

1 1956

1956

chemical purposes.
Copper for electrical purposes—strip
with drawn or rolled edges.
Methods of determining filter factors of
photographic negative materials,
Impregnated-asbestos-covered  copper
conductors.
Part 2 : 1957 Rectangular conductors.
Polythene-insulated cables sheathed with

PVC for electric power and lighting up

to 250 volts.

Steel butt-welding pipe fittings for the
petroleum industry.

Part 2:1962 Wrought and
austenitic chromium-nickel
fittings.

Methods of testing raw rubber and un-
vulcanized compounded rubber.

Part 4:1953 Evaluation of vul-
canizing characteristics.

Cotton-covered copper conductors.

cast
steel

Part2: 1957 Rectangular conductors.

Enamelled copper conductors (enamel
with vinyl acetal base).
Part2:1958 Rectangular conductors.
Protective - helmets for racing motor
cyclists
Varnish-bonded glass-covered copper
conductors.
Part 2: 1958 Rectangular conductors.
Vulcanized-rubber-insulated wire-
armoured cables for collieries.
Glossary of terms relating to iron and

steel.
Part 1:1954 General metallurgical,
heat treatment and testing terms.
Protective helmets and peaks for racing
car drivers.
Determination of water by the Karl
Fischer method.
The electrical performance of rotating
electrical machinery.
Paper-covered copper conductors.
Part 1:1959 Round wire.
Part2: 1956 Rectangular conductors.
Aspect ratios for 35-mm motion picture
films.
Aluminium conductors
cables.
Power-driven rail-mounted tower cranes.
Coke-burning inset open fires without
" boiler and without convection.
Part 2:1959 Performance and con-
structional requirements.

in insulated
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4907

4898
4846
4933

4814
4817

4867
4928

4887

4861
4842

4847
4820
4841
4823
4835
4910
4926
4822
4836
4932
4802
4807
4913
4920
4804

4881

4857

4890

4865
4882

4880
4937

4883
4876

4826
4938
4897
4874

4885
4886

4858

4917
4868

4848

AMENDMENTS TO BRITISH STANDARDS—continued
end.

B.S.

2870:
2903 :
3036 :
3051 :

3058 :
3092 :

3117:

3128:
3149:

3178 :
3183 :
3226:
3232:
3256:

3262 :

3266 :

3284 :

3297
3416 :

3425

3443
3447 :
3456 :

CP 338:1957 Domestic propane-gas-burning
CP 339: —— Domestic

1962
1957

1958
1958

1959

1959

1959
1960
1960

1960

1960

1961

1960
1961

1961

1961
1962

: 1961
: 1962
: 1962
: 1962

: 1962
: 1962

: 1962
: 1962

THE NEW ZEALAND GAZETTE

Title

Schedule of rolled copper and copper
alloys—sheet, strip and foil.

Higher tensile steel hooks.

Semi-enclosed electric fuses.

Coal tar oil types of wood preservatives
(other than creosote to B.S. 144).
Varnish-bonded glass braided copper

conductors.
Part 2: 1958 Rectangular conductors.
Dimensions of main friction clutches,
main power-take-off assemblies and
associated attachments for i.c. engines.
Wheel pairs for locomotives and rolling
stock.
Part 5:1959 Machining
assembly (dimensions).
Constructional and performance require-
ments for inset open fires with boiler
and without convection.
Carriage of live animals by air.
Part 5:1961 Day-old chicks and
turkey poults.
Playground equipment for parks.
Part 3 B:1962 Plane swings.
Wool fibre fineness (airflow method).
Thimbles for natural fibre rope.
Safety requirements for medical treat-
ment lamps.
Small fusion-welded air reservoirs for
road and railway vehicles.
Road marking materials.

and

Part 1:1960 Hot-applied thermo-
plastic materials  (superimposed
type).

Determination of conductivity, pH,
water-soluble matter, chloride and
sulphate in aqueous extracts of textile
materials.

Polythene pipe (type 710) for cold water
services.

High voltage post insulators.

Black bitumen coating solutions for cold
application.

Measurement of noise emitted by motor
vehicles.

This amendment cancels Amendment No. 1

Code of safety requirements for children’s
toys and playthings.

Glossary of terms used in the glass in-
dustry.

The testing and approval of domestic
electrical appliances.

Section A 2:1962 Electric room
heaters.

The testing and approval of domestic
electrical appliances. Section B 9
electric floor polishers.

Surface boxes for waterworks purposes.

Field gates and posts.

Sound level meters (industrial grade).

Unplasticized PVC pipe (type 1140) for
cold water supply.

Unplasticized PVC pipe for industrial
uses. ‘

Symbols for ionizing radiation.

Aluminium plate covers.

Recommendations for principles and
conventions for flowsheets for coal
preparation plant.

in-

stallations in permanent dwellings.

butane-gas-burning  in-
stallations.

Part 1:1956 Installations in per-
manent dwellings.

Part 2:1956 Installations in caravans
and small non-permanent buildings.
Part 3:1956 Installations in boats,

yachts and other vessels.

No.

el

—
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4831
4849

4799
4870
4821
4889
4940

4916

4859

4834

4839
4801

4905
4891

4813
4864

4929

4903
4944
4931
4825
4840
4902
4866
4819
4781

4809

4810
4811
4812

Land in the Wellington Land District Acquired as Permanent

State Forest Land

NoTICE is hereby given that the land described in the Schedule
hereto has been acquired under the Forests Act 1949 as
permanent State forest land.

SCHEDULE

WELLINGTON LAND DISTRICT—WELLINGTON CONSERVANCY
SECTION 5, Block IV, Waichine Survey District, Wairarapa
South County: -Area, 636 acres, more or less. All certificate
of title, Volume 170, folio 148. As shown on plan No. 89/28
deposited in the Head Office of the New Zealand Forest
?g;\glg&; at Wellington, and thereon bordered red. (S.0. plan

Dated at Wellington this 24th day of July 1963.
A. L. POOLE, Director-General of Forests.

(F.S.9/3/141)



