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GOODS AND LIVESTOCK-continued 

68. Classification of Goods, Livestock, etc.-continued 

Implement fittings 
Incubators or brooders 
Insecticides, not otherwise specified 
Instruments, scientific, not otherwise specified 
Insulators 
Insulating materials, as under-

Class 
C 
G 
D 
C plus 50% 
C 

Asbestos slag, asbestos wool, "Bradford Insulation", cork, cork-} 
board, glass-wool, "Insulite", "Insulwool", "Isolite", mineral 
wool, "Onazote", "Perlite", Rockwool", slag-wool, "Salmac" G 
products (except asbestos meal, magnesia plastic in bags or pro
texulate-Class C), "Styrolite" and "Vermiculite" 

Insulating materials, classified "G" in full wagon loads, owners to load 
and unload, will be charged

Per K, LA, X, or XA wagon .. 
Per Kc, Lc, Nc, NF or XP wagon 
Per Xc wagon 
Per Kp wagon 

As 600 cu fti 
As 900 cu ft 
As 700 cu ft 0 

As 1,100 cu ft G less 12-!-% 
Per bogie wagon, n.o.s. 
Per UBM wagon 

Iron or steel, as under-

As 2,000 cu ft J 
As 2,500 cu ft 

Angle, bar, channel, rod, hoop, sheet, tubular, or plate, not other
wise specified 

Angle, bar, channel, rod (including bent rod), hoop, sheet, tubular, 
or plate, also rolled steel sections, not prepared, not otherwise 
specified .. 

Boiler tubes, not otherwise specified 
Boiler tubes, old See section 77 
Boot plates (toe and heel) and shanks, direct from factory 
Castings or forgings, rough and not machined or polished 
Chimneys or smokestacks 
Doors, stainless steel 
Downpipe, galvanised 
Droppers, fencing-

Packed in bundles 
Loose 

Ducting-
Up to 3 in. in diameter 
Not otherwise specified 

Fish bolts and fish plates, fastenings for iron rails 
Fountains, washing, stainless steel 
Galvanised ironware, not otherwise specified 
Galvanised, corrugated, weatherboarding, or plain-

In crates or packed securely in bundles 
Loose 

Garage doors 
Hoop and clips therefor 
Ore 
Pig 
Pile shoes .. 

See section 77 

See section 79 
See section 77 

Pipes See pipes 
Rails, and fastenings for same, old or new, not otherwise specified 

Rails, old, for remelting 
Reinforcing, fabricated, in cylindrical form 

See section 77 
See section 79 

Scrap iron for remelting See section 79 
Scrap steel, not otherwise specified, for remelting See section 79 
Scrap tinned steel for remelting. Owners to load and unload on 

Sheathing, flexible, for prestressing concrete 
Sheet, stainless steel .. 
Shot or angular grit. . 
Standards, fencing-

In bundles 
Loose 

Strapping, and clips therefor 
Tank stands, assembled 
Tubular steel sections, assembled, as under

Scaffolding 
Trusses and columns 

Iron, nitrate of. Dangerous 
Iron, oxide of, crude .. 
Iron, perchloride of. Dangerous 

See section 72 

See section 77 

C 

D 
C 
N 
D 
D 
C plus 50% 
C plus 50% 
C plus 50% 

D 
C 

C plus 50% 
G 
N 
G 
C plus 50% 

D 
C 
C plus 50% 
D 
Q 
N 
D 

N 
Q 
C plus 50% 
Q 
Q 

E 
C plus 50% 
C 
D 

D 
C 
D 
C double rate 

C plus 50% 
C plus 50% 
C double rate 
N 
C double rate 

Jute, for the manufacture of underfelt See section 77 N 

Kainit (manure) See section 72 
Kapok 
"Karil" (baby food) 
"Karilac" 
"Karilin" (baby food) 
Kerosene, in bulk in owner's tank-wagons, which must be loaded to 

the full carrying capacity See section 89 
Kerosene in cases or drums (kerosene in naked tins will not be ac

cepted for carriage) 
Kraft veneer board 

E 
C plus 50% 
D 
D 
D 

C 
D 
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