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Tariff Notice No. 1975/12-Applicationfor Variation of Approval 

NOTICE is hereby given that an application has been made for variation of a current approval of the Minister of Customs as follows: 

Rates of Duty Effective 
Appn Tariff Goods Part List 
No. Item 

I I 
Other II No. 

I Normal B.P. Pref. Ref. From To 

CURRENT APPROVAL: 
18548 90.24.011 Pneumatic transmissions: .. .. Free Free . . 

(1) Force balance, blind transmitters, .. 1/7/74 31/10/75 
with pneumatic output of 0.2 to 
1 kg per cm. 2: 

Absolute pressure 
High range diff. pressure 
Gauge pressure 
Position 

I Differential pressure, flow or 
liquid level 

Liquid level or density 
Repeater 
Vapour pressure 
Speed 
Sanitary liquid level 
Flow transmitters 
Consistency 

(2) Pneumatic Receiver-controller .. 1/7/74 31/10/75 
only, with pneumatic input 
signals of 0.2 to 1 kg per cm. 2: 

Pneumatic Receiver indi-
eating controllers 

Pneumatic Receiver Sub-
panels 

Pneumatic Receiver Control 
Stations 

Pneumatic Receiver Con-
trollers for automatic con-
trol stations 

Pneumatic Receiver batch 
and multiple autoselector 
control 

Pneumatic Receiver single 
case cascade control 
systems 

Pneumatic Receiver self-
contained and gap action 
floating controllers 

Pneumatic Receiver indi-
eating/recording 
trollers 

con-

Pneumatic Receiver Auto-
selector control system 

Pneumatic Receiver indi-
eating/recording 
stations 

control 

Pneumatic Receiver Ratio 
controllers 

Pneumatic Receiver Com-
puter compatible control 
systems: 

Computer set controller 
Pulse-to-air converter 

Pneumatic Receiver Differ-
ential gap controller 

Pneumatic Reciever Single 
station cascade controller 

Pneumatic Receiver Auxili-
ary units 

Pneumatic Receiver Ratio 
stations 

(3) Pneumatic Receiver Auxiliary .. 1/7/74 31/10/75 
instruments with Pneumatic 
input signals of 0.2 to 1.0 
kg per cm. 2: 

Pneumatic Receiver com-
puting unit, air operated 

Pneumtaic Receiver lnteg-
rator with remote counter 

Pneumatic Receiver Integ-
grator control system 

(4) Pressure transmitters only indicat-
ing, and blind, with Pneumatic 
output of 0.2 to 10 kg per cm. 

.. 1/7/74 31/10/75 

2: 
Pressure and relative 

humidit y 


