TARIFF DECISION LIST No. 110-continued
Approvals-continued

| Tariff Item No. | Goods | Rates of Duty |  |  | $\begin{gathered} \text { Part } \\ \text { II } \\ \text { Ref. } \end{gathered}$ | $\begin{aligned} & \text { List } \\ & \text { No. } \end{aligned}$ | Effective |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | Normal | B.P. | Other Pref. |  |  | From | To* |
| 73.15.291 | Alloy steel and high carbon steel in the forms mentioned in headings Nos. 73.06 to 73.14: <br> Sheets and plates, less than 3 mm in thickness, not plated, coated or clad: Of alloy steel: <br> Other kinds: <br> Other: <br> Polished | Free | Free | Free | 10.8 | 110 | 1/7/75 | 30/6/79 |
| 73.18.209 | A.I.S.I. type $304,316,321$, stainless steel tubing, cold drawn, annealed, seamless, softened and descalded in random lengths, sizes less than 76.5 mm ( 3 in .) O.D. | 5\% | 5\% | Aul Free Can Free | 10.2 | 110 | 1/7/75 | 30/6/78 |
| 73.20 .001 | Pipe fittings of malleable steel, 1975 $\begin{array}{ll}\text { screwed, black and galvanised } & 1976 \\ 1977\end{array}$ | $\begin{aligned} & 5 \% \\ & 5 \% \\ & 5 \% \end{aligned}$ | $\begin{aligned} & 2 \% \\ & 3 \% \\ & 5 \% \end{aligned}$ | Aul Free Can Free | 10.2 | 110 | 1/9/75 | 30/9/77 |
| 73.40 .497 | Inner collapsible curing rims | Free | Free | Free | 10.2 | 110 | 1/7/74 | 30/9/82 |
| 74.08.002 | Hilyn self sealing swivel joint | Free | Free | Free | 10.2 | 110 | 1/9/75 | 30/9/78 |
| 75.06.009 | Patterned screens, peculiar to use in rotary screen printing of vinyl sheetfloorings | Free | Free | Free | 10.2 | 110 | 1/9/75 | 30/9/78 |
| 76.02 .001 | Aluminium rod, 6.305 mm diameter (A AC 24) | Free | Free |  |  | 110 | 1/7/74 | 30/9/77 |
| 76.03.029 | Treadplate .. .. .. .. | Free | Free | Free | 10.8 | 110 | 1/7/75 | 30/6/80 |
| 76.16.098 | Ends, can, tear off | Free | Free | Free | 10.8 | 110 | 1/7/74 | 30/9/82 |
| 81.04 .219 | Platinised niobium anode rods .. .. | Free | Free | Free | 10.2 | 110 | 1/9/75 | 30/9/79 |
| 84.06.127 | Water cooled engines, as may be approved: Approved: <br> Gardiuer model: <br> 8 L3 B | Free | Free | Aul Free | .. | 110 | 20/12/74 | 31/12/76 |
| 84.10.009 | Component parts for making Onga pumps, excluding electric motors | Free | Free | Free | 10.2 | 110 | 1/7/75 | 31/3/76 |
| 84.10.009 | Draffin electric diaphragm pressure pumps .. | Free | Free | Free | 10.2 | 110 | 1/7/74 | 31/12/75 |
| 84.13 .000 | Delavan flame cones .. | Free | Free | Free | 10.2 | 110 | 1/8/75 | 30/6/78 |
| 84.16.009 | Multi-roll ironing machines | Free | Free | Free | 10.2 | 110 | 1/7/74 | 30/9/82 |
| 84.22 .048 | New Departure stub axle .. .. .. | Free | Free | Free | 10.2 | 110 | 1/7/75 | 30/6/82 |
| 84.45 .029 | Cold-forging nut formers (Combiformer), coldforging bolt makers and trimmers | Free | Free | Free | 10.2 | 110 | 5/9/75 | 30/6/80 |
| 84.48 .019 | Ifanger tool holders .. .. .. | Free | Free | Free | 10.2 | 110 | 1/5/75 | 30/6/80 |
| 84.48.019 | Komet boring bars .. .. | Free | Free | Free | 10.2 | 110 | 1/5/75 | 30/6/80 |
| 84.59.102 | Ro-search vulcanising hydraulic presses, model PV 30 | Free | Free | Free | 10.2 | 110 | 1/7/75 | 30/9/78 |
| 84.59:139 | Colour Mate and Mini Colour, fully automatic mixing and colouring machines for the plastic industry | Free | Free | Free | 10.2 | 110 | 1/8/75 | 30/9/82 |
| 84.61 | Ball valves, automatic self-actuating types, used as restrictors in hot water systems and for float level control in pumping systems | Free | Free | Free | 10.2 | 110 | 1/7/74 | 30/6/80 |
| 84.61 | Cocks and valves: <br> Excluding: <br> (6) Valves, ball: <br> (a) Screwed, stainless steel and cast carbon steel bodies, 9.52 mm ( $\frac{3}{8} \mathrm{in}$. ) to 50.8 mm ( 2 in .) B.S.P. (other than multiport and jacketed types) <br> (b) Screwed, brass or bronze, sizes $12.7 \mathrm{~mm} \quad$ ( $\frac{1}{2} \mathrm{in}$.), $19 \mathrm{~mm} \quad$ ( $\frac{3}{4} \mathrm{in}$.) and $25 \mathrm{~mm}(1 \mathrm{in}$.$) B.S.P.$ <br> (c) Flanged, cast stainless steel or cast steel, sizes 50.8 mm ( 2 in .), 76.2 mm ( 3 in. ), 101.6 mm ( 4 in .), tested fire safe | Free | Free | Free | 10.2 | 110 | 1/7/74 | .. |

