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TARIFF DECISION LIST Neo. 170—continued
APPROVALS—continued
Rates of Duty Effective
Tariff Goods Part | List
Item No. 1II |No.
Normal B.P. Other Pref. | Ref. From To*
85.19.059 | Circuit breakers: Free Free Free 10.2
Air, 660 volt, 400—4000 amp, 100 kA break 1700 1/2/75 31/3/77
capacity
Air, 3.3kV, 6.6kV, 11kV, with Solenare arc 170 1/12/75 31/3/80
quenching principle
Air, 400-600 volt, 630-7000 amps, 65 kA 1701 1/12/75 31/3/80
break capacity
Air, withdrawable, ALG, 1250-3200 amps, 170, 1/9/75 31/8/77
660 volt
Buik oil, 11kV, not exceeding 2000 amps 170 1/7/74 30/6/78
Earth leakage, current operated .. . 170, 1/10/75 30/9/80
Electrical vacuum, 11kV, 200 and 600 amp. 170, 1/8/75 30/9/82
Klockner Moeller moulded case and 1nter— 170, 1/4/76 30/9/79
rupters
Minimum oil, 800 amp and above 170y  1/7/74 30/6/79
Moulded case, over 35000 amp sym rupturmg 170  1/9/75 30/9/77
capacity
Moulded case, earth leakage, Terasaki TZC 1700 1/1/76 31/3/79
series, 50-255 amps
33kV and over 170, 1/7/74 31/3/78
So-Hi bulk oil, up to lSkV 170, 1/6/76 30/6/83
85.19.059 | Contactors: .. Free Free Free 10.2
ASEA, 660 volt, 16 amp, w1th 3 main poles 1700 1/4/76 31/3/77
and 5 or more auxiliary contacts
DC current, over 100 amps 170, 1/7/76 30/9/80
DIL Universal, ACI rated 20 to 450 amps 170, 1/7/75 30/6/78
L.S16/1.18, 1.820/1.24, 1.S32/L49, 1.S36/L44 170  1/7/76 30/6/80
Sprecher, Schuh and Ghisalba 170  1/2/75 31/3/77
Vacuum, fixed and combination, 3.3kV and 170, 1/12/75 31/3/80
6.6kV
550 volts 30 to 1000 amps, latched and non- 1700 1/12/75 31/3/80
latched
660 volts, 25 to 1000 amps, with 3 main poles 170 1/7/75 31/3/77
and 5 or more auxiliary contacts
85.19.059 | Switches: .. Free Free Free 10.2
Herbert ﬂexlock safety .. .. 170, 1/1/76 31/3/79
Level control, automatic, Jo Bell .. . 170, 1/12/75 31/3/80
Limit, oil-tight, water-tight, dust-tight, for 1700  1/9/75 30/6/79
hazardous locations, 120 to 600 volts, 10
amps
Limit, proximity .. 170 1/12/75 30/9/79
Limit, Square ‘D’ class 9007, Types A, BT 170 1/11/75 30/9/79
FT, P, complete range, oil-tight, water-
tight, dust-tight, drip-tight, to NEMA
standards 2, 4, 13
Mercury, peculiar to use in making level 170, 1/7/74 30/9/79
regulators
Micro 170, 1/7/74 30/9/78
Pressure, snap actmg 170, 1/1/75 30/9/78
87.06.041 | Rotary type ventilators for buses Free Free Free 10.8 | 170 1/7/76 31/3/78
87.06.059 | Ventilators and air extractors for buses (exclud- Free Free Free 10.8
ing ventilating windows) as may be
approved:
Approved:
(c) Scuttle vents, solid top vents, glass top 170, 1/7/76 31/3/78
vents, flomatic vents, circular
vents, vents with cowl, circular
vents less cowl, motorised
vents, sliding vents




