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Tariff Notice No. 1976/197-Applications for Approvals 

'NOTICE is hereby given that applications have been made to the Minister of Customs for concessionary entry of the following goods at the 
rates of Customs Duty shown: 

Appn. 
No. 

39525 

39548 

39547 
39568 

39208 

39570 

39508 

39524 

39571 

39584 

39583 

39540 

39586 

38993 

38955 
38955 
39447 

39545 
39434 

39091 

39566 

38660 

38536 

38264 

39491 

39552 

39087 

38955 
38554 

38955 
39579 
39512 

38955 
39437 

G 

Tariff 
Item 

27.12.000 

34.02.000 

34.02.000 
38.19.297 

38.19.297 

38.19.297 

39.01.028 

39.02.012 

39.07.396 

40.10.005 

40.12.009 

59.15.009 

73.15.302 

73.18.361 

73.22.009 
73.40.491 
74.07.005 

75.06.009 
83.02.061 

84.10.009 

84.10.009 

84.21.009 

84.40.159 

84.54.021 

84.61.019 

85.01.079 

85.04.001 

85.19.119 
85.19.129 

85.19.129 
85.23.031 
90.24.011 

90.24.019 
90.26.119 

Goods 

Silkolene 947 (petroleum jelly), for the filling of polythene insulated 
telephone cables 

Betz P.23 H.F. pitch dispersant, for pitch control on newsprint 
machines 

Hostalux grades, being optical brighteners for all types of fibres .. 
Acedin B, being a mixture of citric acid, sodium hydroxide, one 

dyestuff and one fungicide, used as an alcohol free rinse water 
additive for offset printing 

Emalex S-336, S-374, S-375, SE-151, SE-152, SE-153, SE-155, 
SE-198, used as base formulation ingredients in various Shiseido 
cosmetics 

Vitexol PFA, being a mixture of fatty acid esters and ethoxylated 
oil, used as a prepared antifoam agent 

Uformite resins MX-61, M-311, QR-336 (liquid), being polymers 
formed by the reaction of urea, melamine, or other triazines, 
which with formaldehyde are used in the manufacture of can 
coatings and printing inks 

Sunprene being a specially modified grade vinyl compound, used in 
the production of weather-seals, glazing channels, tubings, gaskets, 
etc. 

Fiskar glass reinforced polycarbonate switchgear enclosures, used 
in the local manufacture of switchboard and switchgear .' 

Habasit C-3 type conveyor belting, to be used as condenser tapes 
for carding machines in the textile industry 

I.L.C. gliding lift pad, used for lifting patients when undergoing 
clinical examination 

Du Pont Viaflo porous spun-bonded olefin tubing for trickle and 
subsurface irrigation 

Alloy steel and high carbon steel in the forms mentioned in 
headings No. 73.06 to 73.14: 

Sheets and plates, less than 3 mm in thickness, not plated, coated 
or clad: 

Of high carbon steel: 
Worked: 

Perforated or cellular but not further worked 
Electric resistance welded semi-bright tubing, low carbon steel 

quality, specifications Cl006, SI006, Rl006, in two sizes, 65 mm 
O.D. x 2 mm and 76 mm O.D. x 2 mm, used as the flue tube 
for mains pressure, gas fired, water heater cylinders 

Pre-Pressure tank for 33 kV oil filled cables 
Joints for 33 kV oil filled cables 
Wall thickness copper tube (t in. x 0.025 in., t in. x 0.020 in., 

t in. x 0.032 in.), for the manufacture of electric elements 
Monel wire filter cloth, used to filter petroleum products 
Efco K57R, K57, K57L lock sets, manufactured from zinc base die 

metal and incorporating nylon trigger rollers and steel 
mechanical parts 

Bran and Luebbe stainless steel pumps, for metering and pro
portioning liquids (acids) to delicate proportions 

Flux model 410 pump motorhead with stainless steel tubeset, 
stainless steel mixing tube earth wire and delivery pistol for 
pumping inflammable and aggressive liquids out of barrels and 
containers 

Defensor D50, Dl00 and D750 steam fed air humidifier, for 
humidifying with steam injection in air conditioning systems 

Drying line, used in production of printed carpet (including 
handling trolleys and rollers) 

Rapid data photo engraving machine, used for transferring images 
from photographs and engraving them on plastic cards 

Butterfly valve with stainless steel vane (or disc), for use with 
corrosive liquids 

MG 30 CS static inverter, used to ensure an uninterrupted power 
supply 

12 volt battery code 12N 24-4 with a case made of other than 
vulcanised hardened rubber 

Insulating connector for 33 kV oil filled cables .. 
Cable jointing boxes for oil filled cable of 33 kV and over and 

sundry cable jointing equipment of Tariff item 85.19.129 
Link boxes for 33 kV oil filled cables .. 
Olex RP-75 flame retardent P.V.C. cable, used as electrical wiring 
Pressure gauges 0 to 300 p.s.i. and 0 to 20 kg/cm' (size 60 mm), 

used solely for the manufacture of automotive compression testers 
Pressure and Vacuum gauges for 33 kV oil filled cables. . . . 
Sprague model 175 RM high pressure (6200 kPa) natural gas meter 

regulater in combination, used to regulate and meter natural gas 
to consumers on high pressure gas pipelines 

Normal 

Free'" 

Free'" 

Free'" 
Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Fr!:C'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 
Free'" 
Free'" 

Free'" 
Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 
Free'" 

Free'" 
Free'" 
Free'" 

Free'" 
Free'" 

Rates or Duty 

B.P. 

Free'" 

Free'" 

Free* 
Free* 

Free'" 

Free'" 

Free'" 

Free* 

Free'" 

Free* 

Free'" 

Free'" 

Free* 

Free* 

Free'" 
Free'" 
Free'" 

Free'" 
Free'" 

Free'" 

Free'" 

Free* 

Free'" 

Free* 

Free'" 

Free'" 

Free* 

Free* 
Free'" 

Free'" 
Free'" 
Free'" 

Free'" 
Free'" 

Other 
Prer. 

Free'" 

Free'" 

Free'" 
Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 
Free'" 
Free'" 

Free'" 
Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Free'" 

Aul Free 
Can Free'" 

Free'" 
Free'" 

Free'" 

Free'" 
Free'" 

"'or such higher rate of duty as the 
Minister may in any case decide 

Part 
II 

Ref. 

10.8 

10.8 

10.8 
10.8 

10.8 

10.8 

10.2 

10.2 

10.2 

10.2 

10.2 

10.8 
10.8 
10.2 

10.8 
10.8 

10.2 

10.2 

10.2 

10.2 

10.2 

10.2 

10.8 
10.2 

10.8 

10.8 
10.2 


