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All persons who may be affected by this amendment and 
who desire to comment thereon may, on application, obtain 
a copy from the Standards Association of New Zealand, 
World Trade Center, 15-23 Sturdee Street (or 'Private Bag), 
WeUington 1. 

The closing date for the receipt of comment is 21 May 1976. 
Dated at Wellington this 22nd day of April 1976. 

(S.A. 114/2/8) 

G. H,. EDWARDS, Director, 
Standards Association of New Zealand. 

Tariff Notice No. 1976/51-Applications for Approval 

NOTICE is hereby given that applications have been made to the Minister of Customs for concessionary entry of the following goods at the 
rates of Customs Duty shown: 

Appn. Tariff Goods 
No. Item 

. -

33785 27.10.909\ Nopco DF-198-LM, a pulp mill defoamer .. . . .. 
33788 32.09.003 Paraloid F-IO, a thermoplastic acrylic resin, used in making coatings 
33660 32.09.019 i Hydrepoxy 300 part A and B, Hydrepoxy 350 part A and B, water 

I 
33787 34.02.000 

33786 34.02.000 
33662 37.08.009 

33780 39.01.012 
33781 39.01.121 
33776 40.10.005 

33021 48.21.038 

33366 51.0l.038 
33465 58.05.002 

59.12. 009 1 33525 
33657 69.02.001 

33722 73.10.100 

33727 73.11. 159 

33140 73.16.1001.. 
73.16.209 J 

33724 73.20.009 

33694 73.40.4971.. 
76.16.098J 

33720 82.05.018 

33752 84.08.100 
33675184. 18. 139 
33733 84.18.139 
33684 84.19.059 

33736 84.22.007 

33683 84.45.029 

33688 84.45.029 

33658 84.47.039 

33655 84.50.009 

33692 84.59.149 

33738 85.04.001 

33739 85.04.001 

reducable emulsions, used for waterproofing sealers for concrete, 
masonry and all cementitious surfaces 

Alclean 5000/1/3/4/5 and 5911, NaJco 808, all used for industrial 
cleaning 

Nalfleet 9056, used for industrial cleaning .. · . · . 
Chemical preparations for the processing of colour negatives and 

colour prints, when imported in containers of a capacity of 35 
Htres or more 

Arachem 533, used in printing inks and varnishes · . · . 
Heat sensitive mylar tape, used in the collation of nails 
Rubber/fabric feed belts, 3 ply, 139.7 cm x 693.4 cm (55 in. x 

273 in.), used on wide belt sanding machines 
Steri-peel packaging materials (in rolls and pouches), for packaging 

surgical instruments for sterilization 
Polyester yam, used in the manufacture of plastic hose · . 
Narrow woven fabrics, being India cotton tape of 32 mm to 50.8 mm 

(1t in. to 20 in.) width, for use as an insulating media in the 
manufacture of power transformers 

Scotch lite reflective fabric . . . . . . · . · . 
Materials required for construction or repairing coal carbonising gas 

manufacturing plant 
RN 23.1 wire rod, of 5 mm to 13 mm diameter and a carbon 

maxImum of 0.3 %, used for drawmg mto wIre 
Angle for formwork panels, used as a raw material for manufacture 

of scaffolding panels 
Light flat bottom rails, fishplates and bolts to B.S. 248/1969 

Stainless steel concentric and eccentric tube reducers, used for 
reducing the diameter of and connecting stainless steel tube 

Multi-compact flanged fittings and connection components for 
hoseproof, dustproof, multi-compact enclosed distribution boards, 
to facilitate the correct arrangement and disposition of interrelated 
multi-compact switchboard components 

Percussive rock drill bits, with tungsten carbide inserts, lIsed for 
drilling blast holes in rock, with pneumatic rock drilling machines 

Gas turbines 
Bofil filter pump mark Y, used for filtering electroplating solutions .. 
PF 427 Bently filter, used for blood filtration 
IWKA Cartopae 40, 160, 220 and 400 cartoning machines, used for 

automatic erecting, loading and closing of cardboard cartons 
with bottles, bags, tubes, sachets, strips, etc. 

Jacks for trailers, used in the manufacture and repair of agricultural, 
industrial and recreational trailers 

Pi set pipe and bolt threading/cutting machines, models 2S-J, 3S-G, 
4S-B, 3S-C, 2S-E, 3S-F, used for threading and cutting pipes, 
bolts and rods 

T. D. Williamson drilling and hot tapping machines, used for 
working into pipelines under pressure and working conditions 

Steton press model TIP P /120 3300 mm x 1300 mm, used to press 
wood veneers 

Koike Sanso machines, used for gas welding, brazing, cutting and 
surface tempering 

Sumitomo Jukikai envirotech floating aerators with 200 to 225 h.p. 
of mechanical aeration of75 or 100 h.p. units, used for the aeration 
of effluent holding ponds, to maintain uniform dissolved oxygen 
concentration and keep biological solids in suspension 

Accumulators, lead acid, viz, Dunlop diesel starter types, CBQ 12 
BRN54 EXN/B7 EXN/B, used for diesel starling 

Accumulators, lead acid, of the following types: 
Dunlop diesel 12 volt starter types: 
Battery types: 

12H15, CBQ3, CBN3, TA 11, TA 13, LTQ5, OTQ5, EXQ5, 
OTN6, T13, Tl5, TA13, TAI5, LTQ6, OTQ6, EXQ6, OTN6, 
OTN7, TAl7, TAI9, LTQ8, OTQ8, EXQ8, OTN9, TA23, 
TA25 TA27, LTQll, LTQI2, EXQll, EXQI2, OTNIl, 
OTNI2,OTNI3 

33668 85.15.309 Quartz crystal filter, 10.7 Mhz centre frequency, 15 kHz band 
width 

Rates of Duty 
Part 

I I 
Other II 

Normal B.P. Pref . Ref. 

Free* Free* Free* 10.8 
Free* Free* Free* 10.8 
Free* Free* Free* 10.2 

Free* Free* Free* 10.8 

Free* Free* Free* 10.8 
Free* Free* Free* 10.2 

Free* Free* · . 
Free Free · . 
Free* Free* · . 
Free* Free* Free* 10.2 

Free* Free* Free* 10.2 
Free* Free'" · . 

Free* Free* Free* 10.8 
Free* Free* Free* 10.8 

Free* Free* Free* 10.8 

Free* Free* Free* 10.2 

Free* Free* Free* 10.2 

Free* Free'" Free* 10.2 

Free* Free'" Free* 10.2 

Free* Free* Free* 10.2 

Free* Free'" Free* 10.2 
Free* Free'" Free* 10.2 
Free* Free· Free* 23.8 
Free* Free'" Free* 10.2 

Free* Free* Free* 10.2 

Free* Free* Free* 10.2 

Free* Free'" Free* 10.2 

Free* Free'" Free* 10.2 

Free'" Free* Free'" 10.2 

Free* Free* Aul Free 
Can Free* 

Free'" Free* Aul Free 
Can Free'" 

Free'" Free* Free· 10.2 


