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Tariff Notice No. 1979/61-Appltcations for Approval 

NOTICE is hereby given that applications have been made to the Minister of Customs for concessionary entry of the following goods at the 
rates of Customs Duty shown: 
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No. 

2167 38 .19 .079 

2238 39.07.299 

2259 39. 07. 299 

52003 42.04.001 
52074 56.05.021 

51343 59.08.009 

52066 73.14.000 
52027 73.14.000 

52028 73 .15 .139 
52042 73 .18. 009 

52005 73 .21.000 

3530 74.03.031 
52045 74.08.000 

52036 82. 06. 009 
2241 84.11.051 
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52067 84.11.061 

3808 84.17.009 
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51197 84.22.009 
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52052 84. 45. 009 
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3809 84. 59. 059 
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3813 84.59.059 
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52008 85. 03. 001 
2253 85.04.001 

Goods 

Benzoyl peroxide paste, a polymerization catalyst for monomeric vinyl, 
acrylic styrene and polyester resins and copolymers thereof 

Drinking mugs with lid and spout (autoclavable), for controlled feeding 
of bed-ridden invalids 

Nomeq selectagrip handle variants: 
2732 round handle 
2733 small grip 
2734 large grip 
2937 hand strap 

for use as aids for the disabled 
Gandy round belting for driving machinery in various industries .. 
Boucle yarn acrylic 80 percent and nylon 20 percent, used for making 

on a 50/50 basis knitted outer garments 
Fabric coated with foam or cellular plastic material, for use in the 

manufacture of footwear as socking and tongue material 
Enlarged end steel wire fibres, for making precast concrete products 
High tensile steel wire:. . . . . . . . . . . . 

EXCLUDING: 
Uncoated-tensile strength 850--930 N/mm 2 (Range 1.00 mm to 

9.00mm) 
Galvanised-tensile strength up to 1550 N/mm 2 (Range 1.00 mm to 

4.00mm) 
Surface insulation coated electrical steel, in strip form . . . . 
Stainless steel tubing O.D. 2.75 mm, I.D. 1.60 mm, for use only in 

making automatic syringe projectiles 
Key Plates, to be manufactured from forged steel and machine finished, 

used on the penstocks at the Ohau B. power station being constructed 
as part of the Upper Waitaki Power development 

Brass caulking strip 5.35 mm X 2.65 mm, tapered to 2.05 mm .. 
Copper Sweat Fittings: . . . . . . . . . . 

Elbows style WE 500 Nos. W2003 and W2089 sizes 6 mm X 6 mm 
and 92 x 92mm 

Tees style WT 600 Nos. W4084, W40102, W40123 and W40152 sizes 
41 mm, 28 mm, 66 mm, 79 mm, 

for manufacture and repair of refrigeration systems 
35 tungsten carbide slitting knives, used for cutting tinplate.. . . 
Bare compressors of a capacity not less than 3.85 1/s {8.1 c.f.m.) or not 

exceeding 7.65 1/s (16.2 c.f.m.) piston displacement at pressures up 
to 690 kPa (100 p.s.i.) 

Elektron slide channel blowers, model SD6 (2 only) . . . . 
Hall-thermotank plastic punkah louvres, used for directional control 

of the ventilation air leaving forced air cooling ducts aboard ship 
Lorch combined cooling and dust removing machine model EK 2/4, 

which forms an integral part of pre-cleaning operation in the 
processing of bed feathers (one only) 

Arenco Biofill 3000 automatic filling and assembling machine for 
flanged, disposable syringes ( one only) 

Frapack fully automatic collating and case packing machines for 
automatic packaging of various size tea bag cartons 

Hiab truck crane, model 1870 . . . . . . . . . . 
Discs for harrows, not being harrows designed for use solely with garden 

tractors 
800 Hectolitre Vaslin horizontal electric automatic wine press, 1959 

model (one only) 
Hot brass stamping press, mainly for production of goods for the 

plumbing trade 
Hind auto folder, to be used in edge folding plastic sheets (one only) 
Kumag rivetter machine and sort device, used in attaching nose bridge 

to sunglass lenses by rivetting (one only) 
Lorch down filling and weighing machine with three balances and 

working table, for automatic weighing and filling small quantities of 
down into quilts, sleeping bags, garments and similar products 
(one only) 

Lorch feather bale loosening machine model AL 2, used in loosening 
bales of compressed feathers 

Lorch moveable filling and weighing machine 10 kg capacity, for 
automatic filling and weighing of feathers into bedding articles 
(one only) 

Matthias Spencer wire rope cutters, type 626 . . . . . . 
2 variable transformers, type 100 TS, input 240V at 50--60 Hz, output 

0-270V at lKV A complete with mounting frames, for use with 
Claude Lyons Auto Voltage Regulator, model T53R, 3 phase 

50 Beyer Dynamic audio input transformers type TR/BU 310.015.006., 
for use as microphone transformers in built up equipment 

National mercury cell H-3D for use in photographic equipment .. 
Nickel-cadmium and nickel iron 'wet' or permanently sealed accumu

lators 
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