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Port Tariff 
Item No. 

H.O. 73.18.009 
AK 73.40.069 

AK 73.40.069 

H.O. 74.07.009 

CH 74.19.009 
H.O. 76.07.000 

H.O. 83 .01 .001 
H.O. 84.12.000 

WN 84.13.000 

H.O. 84.15.000 

WN 84.17.009 
H.O. 84.21.011 

H.O. 84.22.009 
H.O. 84.24.031 
WN 84.59.059 
H.O. 84.65.005 

WN 85.10.019 

WN 85.12.009 
H.O. 85.17.001 
WN 85.19.009 

WN 85.19.009 

WN 85.19.009 

WN 85.19.009 

WN 85.25.000 
WN 85.25.000 
AK 90.28.009 

THE NEW ZEALAND GAZETTE 

TARIFF DECISION LIST No. 356-continued 

APPROVALS-continued 

Rates of Duty 

Goods 
Normal Pref. 

Regal and Ohio dom tubing .. .. . . 5 Free 
Anchor pattern standards, for indicating the finish on metal Free Free 

after sandblasting 
US Bureau of Standards film thickness cards, for instru• Free Free 

ment calibration 
Unalloyed copper tubing, having a wall thickness of up to Free Free 

and including 0.56 mm, supplied in coils of random 
lengths up to 152 mm 

Martin micro bunsen burners .. .. .. Free Free 
Ajax aluminium couplings, sizes: .. .. . . Free Free 

51 mm .. .. . . .. .. 
76mm .. .. . . .. .. 
102mm .. .. .. .. .. 
127mm . . .. .. .. .. 

Component parts for Schlage D series lock .. . . 5 Aul Free 
Control units, for use in the manufacture of CEAF tim- Free Free 

ber drying kilns 
Stokers: mechanical, peculiar to use for firing flue type or Free Free 

Lancashire boilers 
Units of the heat absorption type used in the manufacture Free Free 

of refrigerators 
Bacti-cinerator . . . . .. .. .. Free Free 
Meynell automatic spray guns, when declared by an Free Free 

importer that they will only be used in: 
(1) freezing companies 
(2) borer destruction 
(3) irrigation systems 
(4) printing and coating 
(5) food processing 

Tipping hoists, model S25 FTP /210 P .. .. Free Free 
Rotary tillers, for use with Howard two-wheel tractors .. Free Free 
Tennant line remover . . .. .. .. Free Free 
Variable pitch propellor system, of a size no smaller than Free Free 

711 mm (28 in.) diameter 
Lamps, automatic, peculiar to use on lifebuoys and other Free Free 

lifesaving apparatus 
SDl water heater, specially for use in dental units .. Free Free 
Components for BRK ionisation-type smoke detectors .. Free Free 
Oil tight control units, viz: .. .. . . Free Free 

pushbutton and selector switches, weatherproof, hose 
proof and oil tight 

Rule automatic float switches, models: .. .. Free 
35 
36 

i Models 37, 38 and 39 peculiar to use with submersible 
bilge pumps 

Rule panel switches, models: .. .. .. Free 
41 .. .. . . .. .. . . 
42 .. .. .. . . .. .. 
45 .. .. .. .. .. . . 
49 .. .. . . . . . . .. 

Switches: limit switches, oil-tight, watertight, dust tight Free Free 
(for hazardous locations, 120 to 600 volts, 10 amps) 

110 and 220 kV glass disc insulators .. . . . . Free 
110 and 220 kV porcelain disc insulators .. .. Free 
Negretti and Zambra series 33: .. .. .. Free I Free 

indicating controllers, recorders, controller recorders I and similar combinations incorporating E motors 

Part 
II List 

Ref. No. 

99 356 
99 356 

99 356 

15 356 

99 356 
99 

356 
356 
356 
356 

.. 356 
10 356 

10 356 

15 356 

10 356 
10 356 

10 356 
10 356 
15 356 
10 356 

99 356 

10 356 
10 356 
10 

356 

.. 356 

.. 
356 
356 
356 
356 

10 356 

. . 356 

.. 356 
99 

356 

No. 67 

Effective 

From 

1/5/79 
1/4/79 

1/4/79 

1/7/79 

1/3/79 

1/4/79 
1/4/79 
1/4/79 
1/4/79 
1/4/79 
1/7/78 

1/7/78 

1/7/79 

1/7/78 
1/5/79 

1/3/79 
1/7/79 
1/3/79 
1/7/79 

1/7/78 

1/4/79 
1/5/79 

1/7/78 

1/4/79 

1/3/79 
1/3/79 
1/3/79 
1/3/79 
1/7/78 

1/4/79 
1/4/79 

1/5/79 

To* 

30/6/86 
30/6/86 

30/6/86 

30/9/86 

30/6/82 

30/6/86 
30/6/86 
30/6/86 
30/6/86 
30/6/86 
30/9/81 

30/9/84 

30/6/80 

30/9/84 
30/6/80 

30/6/86 
30/6/84 
31/3/85 
30/6/81 

30/9/84 

31/3/84 
30/9/85 

30/9/84 

31/3/84 

31/3/8 
31/3/8 
31/3/8 
31/3/8 
30/9/8 

31/3/8 
31/3/8 

30/6/8 

4 
4 
4 
4 
4 

4 
4 

6 

* Approvals lapse on the dates indicated, the goods thereafter being dutiable according to their substantive Tariff classification. 
If continuation of an approval is desired for a further period, formal application should be made to the Collector at least 6 weeks prior to 
the date of expiry. 


