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THE NEW ZEALAND GAZETIE 

TARIFF DECISION LIST No. 389-continued 

APPROVALS-continued 

Rates of Duty 

Goods 
Normal Pref. 

Buffing wheels, peculiar to use in polishing and buffing Free Free 
defects in glass 

Glass fibre rope (thero-sil) .. . . .. . . Free Free 
Sporlan liquid and moisture indicators, excluding 6 mm Free Free 

(¼ in.) and 10 mm (3/8 in.) sizes 
Galvanized coiled strip, of 2.6 mm and 2.8 mm thickness .. 5 Aul Free 
Galvanized coiled strip, 8 mm x 0. 40 mm and 10 mm x 5 Aul Free 

0.45mm 
Galvanized hoop and strip less than 500 mm wide X 2. 5 5 Aul Free 

mm thick 
Galvanized mild steel hoop, sizes: .. . . .. 5 Aul Free 

19mm x 1.6mm ± tolerances 1 . 5 mm for width 
20mm x 3mm > and 0 .15 mm thickness, from 
31 mm x 1.6mm 1/11/79 only . 
19mm x 1.5mm ± tolerances 1 . 5 mm for width 
19 mm x 1.55 mm 

~ 
and 0 .15 mm thickness 

31mmxl.5mm 
31 mm x 1.55 mm _ 

Channel self-locating creasing matrix . . .. . . Free Free 
Grain oriented electrical steel, in strip form (coils) .. Free Free 
Mild steel armouring tape, bitumen coated (varnished) .. Free Free 
SY Bi-metallic strip under 153 mm in width . . . . Free Free 
Telcon and Metalimphy bimetal strip under 153 mm in Free Free 

width 
Electrolytic tinplate . . .. . . .. Free Free 
Leather foam Z vinyl coated steel sheet .. . . Free Free 
Configurated tubes with diameters of!ess than 102 mm .. 5 Aul Free 
Hanau, Dacol or similar dental flasks .. .. .. Free Free 
Aluminium strip 26 s.w.g. x 12. 7 mm wide, when declared Free Free 

by a manufacturer for use by him, only in making Thermo 
heat exchangers 

Perforating punches (hand held), peculiar to use for making Free Free 
X-ray films (identification) 

Internal combustion piston engines: .. . . .. Free Free 
Aircraft engines and parts thereof .. .. . . 

Ford 2704 ET engines, build codes: .. .. .. Free 
99/13A/150/333/400 .. . . .. .. 
84/14A/190/3T3/400 .. . . . . . . 
QC/163/lMO/652/000 .. .. .. .. 

Water cooled marine engines, as may be approved: .. Free 
Approved: 

Cummins marine diesel engines: 
V-903-M .. .. . . . . 

Mirrlees Blackstone series: 
A .. .. .. . . .. .. 
K . . .. .. .. . . .. 
F . . .. . . .. .. . . 
J .. .. .. .. .. . . 
R .. .. .. .. . . 
TL .. .. .. . . .. 

Kits, peculiar for use in fitting marine engines and gear- Free Free 
boxes with remote controls 

Brown fintube suction heater, type: .. .. . . Free Free 
4BEU1611 .. .. .. .. .. 

"Drycol" automatic breather and insulation drier .. Free Free 
Plenty "Simplex" and "Duplex" filters, sizes: .. .. Free Free 

2.54cm to 71.5 cm .. .. .. . . 
Hiab valman crane, model 20070 .. .. .. Free Free 

327 

Effective 
Part 
II List 

Ref. No. 
From To* 

99 389 1/10/79 30/9/86 

15 389 1/7/79 30/9/86 
99 389 1/10/78 30/9/85 

15 389 1/5/79 30/6/86 
99 389 1/7/78 30/6/85 

99 389 1/7/78 30/9/85 

15 
389 1/12/78 30/6/85 
389 1/12/78 30/6/85 
389 1/12/78 30/6/85 
389 1/11/79 30/6/85 
389 1/11/79 30/6/85 
389 1/11/79 30/6/85 
389 1/11/79 30/6/85 

99 389 1/7/78 31/3/86 
99 389 1/7/78 30/6/82 
15 389 1/11/78 30/9/82 
15 389 1/7/78 30/9/82 
15 389 1/7/78 30/6/84 

99 389 1/7/78 30/6/83 
15 389 1/1/80 30/9/85 
99 389 1/8/79 30/9/86 
99 389 1/9/79 30/9/86 
15 389 1/5/79 30/6/85 

99 389 1/10/79 30/9/86 

10 
389 1/10/79 30/9/84 

. . 
389 1/1/79 30/9/86 
389 1/1/79 30/9/86 
389 1/1/79 30/9/86 

.. 

389 1/7/79 30/9/81 

389 1/11/79 30/9/81 
389 1/11/79 30/9/81 
389 1/11/79 30/9/81 
389 1/11/79 30/9/81 
389 1/11/79 30/9/81 
389 1/11/79 30/9/81 

10 389 1/10/79 30/9/84 

10 
389 1/10/79 30/9/86 

10 389 1/12/79 30/9/86 
10 

389 1/4/79 30/9/83 
10 389 1/8/79 30/6/80 


