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NZS 1809:-- (BS 3518:--) Methods of fatigue testing

Part 1: 1963 General principles. 
Part 2: 1963 Rotating bending fatigue tests. 
P~rt 3: 1964 Direct stress fatigue tests. 
Part 4: 1964 Torsional stress fatigue tests. 
Part 5; 1967 Guide to the application of statistics. 

NZS 1942 :-- (BS 3683 :--) Glossary of terms used in 
non-destructive testing-

Part 1: 1964 Penetrant flaw detection. 
Part 2: 1965 Magnetic particle flaw detection. 
Part 3: 1965 Radiological flaw detection. 
Part 4: 1965 Ultrasonic flaw detection. 
Part 5: 1966 Eddy current flaw detection. 

NZS 1944:-- (BS 3688:--) Methods for mechanical 
testing of metals at elevated temperatures-

Part 1 : 1964 Tensile testing. 
NZS 1955: 1965 (BS 1717:1951) Steel tubes for cycle and 

motor cycle purposes. 

35 NON-FERROUS METALS 

NZS 655: 1949 (BS 1005: 1942) Sampling and analysis of high 
purity and zinc alloys for die casting. 

NZS 717:1950 (BS 335:1928) Regulus metal. 
NZS 914:1951 (BS 1499:1949) Sampling non-.ferrous metals. 
NZS 1102:1952 (BS 1825:1952) Method for the determina-

tion of cadmium in copper-cadmium alloys (electrolytic 
method). 

NZS 1330:1964 (BS 2786:1963) Brass wire for springs 2/1 
brass. 

NZS 1548: 1960 (BS 3071 : 1959) Nickel copper alloy castings. 
NZS 1687 :-- (BS 1748 :--) Methods for the analysis 

of copper alloys-
Parts 1-5: 1962 Determination of copper, lead, iron, 

aluminium and nickel in copper alloys. 
Part 9; 1964 Determination of zinc in copper alloys. 
Parts 11-12: 1965 Determination of copper and lead in 

leaded bronze alloys. 
NZS 1781 :1963 (BS 3436:1961) Ingot zinc. 
NZS 1847: 1964 (BS 1706: 1960) Electroplated coatings of 

cadmium and zinc on iron and steel. 
NZS 1873:1964 (BS 3660:1963) Glossary of terms used in 

the wrought aluminium industry. 
NZS 2071 :1966 (BS 3788:1964) Tin coated finish for culin-

ary utensils. 

36 TIMBER 

NZS 1618:1962 (BS 1579:1960) Connectors for timber. 

42 BUILDING AND CoNSTRUCTION 

NZS 778: 1960 (BS 1334: 1959) Pre-formed thermal insul
ating materials for central heating and hot and cold 
water supply installations. 

NZS 1341 : 1958 (BS 2088: 1954) Performance tests for locks. 
NZS 1656:1961 (BS 455:1957) Schedu1e of sizes for locks 

and latches for doors in buildings. 
NZS 1759:1962 (BS 3533:1962) Glossary of terms relating 

to thermal insulation. 
NZS 1791: 1963 (BS 3519: 1962) Glossary of terms applic-

able to cork and cork products. 
NZS 2016: 1965 (BS 3261: 1960) Flexible PVC flooring. 

43 BUILDING SERVICES 

NZS 1577:1960 (BS 3208:1960) Methods of test and rating 
for hot-water air-heater batteries. 

45 Fnrn PROTECTION 

NZS ! 581 : 1960 (BS 2788: 1956) 
fires. 

NZS 1670:1961 (BS 3248:1960) 
fires. 

NZS 1750:1962 (BS 3358:1961) 
NZS 1812:1963 (BS 3566:1962) 

for fire service use. 

Fireguards for solid fuel 

Sparkguards for solid fuel 

Flax canvas water buckets. 
Light-weight salvage sheets 

46 WATER SUPPLY, USE, AND DISPOSAL 

NZS 628: 1958 (BS 1211: 1958) Centrifugally cast (spun) 
iron pressure pipes for water, gas, and sewage. 

NZS 779:1956 (BS 1415:1955) Mixing valves (manually 
operated) for ablutionary and domestic purposes. 

47 WEWING 

NZS 731 :1958 (BS 1140:1957) General requirements for 
spot welding of light assemblies in mild steel. 

l\TZS 1247:1964 (BS 1723:1963) Brazing. 
NZS 1364:1958 (BS 2640:1955) Class II oxy-acetylene weld

ing of steel pipelines and pipe assemblies for carrying 
fluids. 

NZS 1372: 1958 (BS 2937: 1957) General requirements for 
seam welding in mild steel. 

NZS 1440:1959 (BS 2630:1955) Projection welding of low 
carbon steel sheet and strip. 

NZS 1441:1959 (BS 2996:1958) Projection welding of low 
carbon wrought . steel studs, bosses, bolts, nuts, and 
annular rings. 

CP 57:-- (BS 3019:--) General recommendations for 
manual inert-gas tungsten-arc welding-

Part 1: 1963 Wrought aluminium, aluminium alloys and 
magnesium alloys. 

Part 2: 1963 Austenitic stainless and heat-resisting steels. 

52 MECHANICAL ENGINEERING 

NZS 5:-- (BS 498:--) Files and rasps-
Part 1 : 1962 Rasps and engineers' files. 

NZS 8:1964 (BS 10:1%2) Flanges and bolting for pipes, 
valves and fittings. 

NZS 36 :-- (BS 328 :--) Twist drills and combined drills 
and countersinks-

Part 1: 1962 Twist drills. 
NZS 159:-- (BS 731 :--) Flexible steel conduit for 

cable protection and flexible steel tubing to enclose 
flexible drives-

Part 2: 1959 Flexible steel tubing to enclose flexible drives 
for power driven tools for general purposes. 

NZS 166:1964 (BS 721:1963) Worm gearing. 
NZS 176: 1950 (BS 545: 1949) Bevel gears (machine cut). 
NZS 277: 1950 (BS 811: 1950) Cycle threads. 
NZS 323: 1949 (BS 852: 1939) Toolmakers' straight edges. 
NZS 331 :1962 (BS 871 :1961) Abrasive papers and cloths 

for general purposes. 
NZS 333: 1951 (BS 870: 1950) External micrometers. 
NZS 335: 1965 (BS 879: 1965) Water well casing. 
NZS 338:1951 (BS 887:1950) Vernier calipers. 
NZS 381 :1950 (BS 888:1950) Slip (or block) gauges and 

their accessories. 
NZS 400:1951 (BS 959:1950} Internal micrometers (includ

ing stick micrometers). 
NZS 406:1950 (BS 1109:1943) Cold forged mild steel rivets 

for cold closing. 
NZS 525: 1966 (BS 907: 1965) Dial gauges for linear mea

surement. 
NZS 616:1950 (BS 1208:1945) Semi-rotary pumps, hand 

operated, double acting for water. 
NZS 649: 1949 (BS 64: 1946) Steel fish bolts and nuts for 

railway rails. 
NZS 651 :1959 (BS 464:1958) Thimbles for wire ropes. 
NZS 695 :-- (BS 46 :--) Keys and keyways and taper 

pins-
Part 1: 1959 Keys and keyways. 
Part 3: 1952 Solid and split taper pins. 

NZS 696 :-- (BS 341 :--) Valve fittings for compressed 
gas cylinders-

Part 1 : 1965 Valves with taper stems ( excluding valves 
used for breathing and medical purposes). 

NZS 698:1962 (BS 412:1961) Fittings for cylinder pressure 
indicators for reciprocating engines. 

NZS 752: 1950 (BS 1554: 1949) Rust, acid, and heat resisting 
steel wire. 

NZS 816:-- (BS 1486:--) Lubricating nipples-
Part 1 : 1960 Lubricating nipples and adaptors for use on 

machinery and vehicles. 
Part 2: 1963 Heavy duty lubricating nipples. 

NZS 859:1950 (BS 1563:1949) Cast iron sectional tanks 
(rectangular). 

NZS 893: 1962 (BS 1570: 1960) Flanged and butt-welding 
end steel plug valves for the petroleum industry (ex
cluding well-head and flow-line valves). 

NZS 955: 1951 (BS 1657: 1950) Buttress threads. 
NZS 956:1951 (BS 1643:1950) Vernier height gauges. 
NZS 1039: 1952 (BS 641 : 1951) Dimensions of small rivets 

for general purposes. 
NZS 1041: 1952 (BS 1655: 1950) Flanged automatic control 

valves for the petroleum industry (face-to-face dimen
sions). 

NZS 1072:1952 (BS 1685:1951) Bevel protractors (mechani
cal and optical). 

NZS 1080: 1952 (BS 1761 : 1951) Single bucket excavators of 
the crawler-mounted friction-driven type. 

NZS 1081 :1952 (BS 1767:1951) Grommets for general pur
poses. 

NZS 1082: 1952 (BS 1770: 1951) Pipe flanges for use on 
internal combustion engines and installations. 

NZS 1083:1965 (BS 1775:1964) Steel tubes for mechanical, 
structural, and general engineering purposes. 

NZS 1085:1952 (BS 1782:1951) Hose couplings (l½in. to 
8 in. nominal sizes) other than fire hose couplings. 


