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TARIFF DECISION LIST No. 510-continued 
APPROVALS-continued 

Port Tariff Goods 
Item No. 

H.O. 40.09.011 Gates Adaptapipe, I.D. 152 mm and over, in lengths 
exceeding 3. 05 metres, when declared for use in 
bulk transfer 

H.O. 40.09.011 Lined hose: .. . . .. .. 
Thiokol, when declared only for use with paint 

spraying equipment 
AK 44. 28 . 009 Lignostone threaded rod, nuts, washers, and rod, 

peculiar for use in making or repairing high 
tension switchgear, alternators and trans
formers 

H.O. 48 .15. 029 Paper, impregnated or coated, specially prepared as 
an indicator for scientific investigation or 
chemical analysis: 

H.O. 48.15.029 

H.O. 49.11.051 

AK 56.05.019 

AK 58.04.024 

H.O. 70.20.031 

H.O. 70.21.009 

H.O. 73.14.000 
AK 73.18.009 

H.O. 73.20.001 

EXCLUDING: 
Anti-biotic sensitivity discs 
Microbial sensitivity discs 
Anto-microbial sensitivity discs 
Susceptibility test discs 

Paper, peculiar for use in "Dex" facsimile trans
mission machines 

Pictures, unmounted, whether or not having 
attached thereto and forming part thereof 
artificial animals or other objects (or repre
sentations thereof), when declared by a manu
facturer for use by him, only in making calendars 
or showcards which will be completely made in 
New Zealand (including making date pads or 
other attachments of paper or paperboard) from 
paper and/ or cardboard in ordinary commercial 
condition and large sizes as usually purchased by 
manufacturing stationers 

NOTE: Pictures having letterpress thereon, 
other than the title of the picture and the name 
of the artists, are not to be admitted under this 
decision. Pictures on sheets which allow space for 
additional printing also do not qualify 

Uncrimped staple cut½ in. (12. 7 mm) nylon fibre, 
3.0 denier, when declared by a manufacturer for 
use by him, only in making C-brick 

Woven acrylic pile fabrics, composed of textile 
fibres or yams tufted into woven fabrics 

Reinforced fibre glass tissue, for use in making 
corrosion resistant roofing felt 

Fuji Koki moisture indicating sightglass, flare and 
sweat fitting, types MSGP-F and MSGP-Y 

Galvanised wire, pad wiped . . . . 
V.E.W. hollow bar, seamless .. .. 

Swagelok, Cajon and Sno - Trik brands of tube 
and pipe fittings 

H.0. 73.20.001 Whiteheart malleable iron, screwed, electric conduit 
fittings, both black enamelled and galvanised 
finishes, to BS 31/1940 and BS 4568/1970 

H.O. 74.03.009 Tinned Combarloy strip: . . . . . . 
6.35mmx0.71mm .. .. .. 
7.92mm x 1.02mm . . . . . . 

AK 76.06.000 Aluminium alloy bulb drawn tube, type 1200, in 
dimension ranges of 9. 42 mm to 9. 71 mm 
O.D. x 1.12mm to 1.325 mm wall thickness 

Rates of Duty 

Normal I Pref. 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 
5 

5 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 

Free 
Aul Free 
DC Free 
Pac Free 
Aul Free 
DC Free 
·Pac Free 

Free 

Free 

Part Con-
n cession 

Ref. Code 

205879A 

205882A 

15 917661G 

99 2058751 

99 

15 

15 

15 

15 

15 

99 
99 

15 

99 

202849C 

2058760 

9176440 

917641B 

205870H 

205872D 

109225B 
917650A 

205865A 

109425E 

109795E 
109796C 
917642L 

No.· 131 

Effective. 

From I To• 

1/10/81 30/9/83 

1/10/81 . 30/9/83 

1/9/81 30/9/84 

1/10/81 30/6/83 

1/4/80 

1/8/81 

1/7/81 

1/7/81 

1/5/81 

1/7/78 
1/7/81 

1/7/81 

1/7/78 

1/7/78 
1/7/78 
1/7/81 

30/6/82 

30/6/82 

30/9/84 

30/6/84 

30/6/82 

30/6/83 

31/12/81 
20/6/84 

30/6/84 

31/12/82 

30/6/83 
30/6/~3 
30/9/86 


