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TARIFF DECISION LIST No. 709 

Decisions q( the Minister of Customs Under the Customs Tar(fl (Subject to Amendment or Cancellation by Notification in the Gazette) 
APPROVALS 

Tariff 
Rates of Duty Part Con- Effective 

Port Item No. Goods 
Normal J 

II cession 
FromJ To* Pref. Ref. Code 

HO 84.61.021 Aerosol valves Free 209663D 8/84 9/90 
HO 84.61.021 Air control or pneumatic valves viz; Free 209664B 8/84 9/90 

All valves (25 mm) (I") BSP inlet Port and over 
All valves with 6 ports or more 
Air traps for collecting condensate from compressed air 
lines 
Drallim series 40 and 60 rotary valves 
Unicell pressure equalizing manifolds-types AH3, A Y3, AX3 and 
AY5 
Load Genie and Load Genie Mk II, unloading valve 
Control devices unloader pilot valves 

HO 84.61.021 Air relief valves (for releasing air from water supply systems) Free 209665L 8/84 9/90 
viz; 
Bronze. brass or gunmetal bodies-32 mm (11/4") and over 
Cast iron bodies-175 mm (7") and over, cast steel and 
stainless steel-all sizes 
Winn automauc air eliminator 

HO 84.61.021 Anti-Vacuum valves or vacuum breakers (a valve for the Free 2096661 8/84 9/90 
prevention or removal of a vacuum) viz; 
All valves 60 mm (21/4") and over 
Valves with stainless steel bodies-all sizes 

HO 84.61.021 Automatic process control valves (a valve controlled Free 209667G 8/84 9/90 
by a controlling instrument) viz; 
Electrically operated-all sizes 
Hydraulically operated-all sizes 
Diaphragm operated-all sizes 

HO 84.61.021 Ball valves or spherical plug valves viz; Free 209668E 8/84 9/90 
All ball valves 175 mm (7") and over 
Trunnion mounted ball valves 
''V" port ball valves 
Ball valves with three or more ports 
Metal seated ball valves 
Plastic bodied ball valves 
Brass. bronze and gunmetal bodied-80 mm (3") and above 
Class 300 and 600 ANSI-100 m (4"} and above 
Class 900 ANSI-65 mm (21/2") and over 
Class 1500 and 2500 ANSI flanged 
Zinc alloyed (diecast) bodied ball valves 
Aluminium and aluminium alloy bodied valves-SO mm (3") and over 
Aluminium and aluminium alloy bodied valves up to and including 
60 mm (21/4") 

HO 84.61.021 Ball float or level control valves viz; Free 209669C 8/84 9/90 
All valves 225 mm (9") and over 
Valves with a plastic body-32 mm (11/4") and over 
Valves with a cast iron body-60 mm (21/4") and over 
Stainless steel bodied valves 
Alderdice two level float valve 

HO 84.61.021 Butterfly valves viz; Free 209670G 8/84 9/90 
Cast iron and steel bodied valves-700 mm (28") and over 
Cast aluminium bodied valves-350 mm (14") and over 
Stainless steel bodied valves-500 mm (20") and over 
Plastic bodied valves-all sizes 
All butterfly valves-20 mm (3/4") and below 
Brass, bronze and gunmetal (and alloys of these metals) bodied 
-all sizes 
Valves tested fire safe to BS 5146 or CCMA-FSA I 
Stainless steel valves on condition that they will only be used 
in the manufacture of dairy products 

HO 84.61.021 Check valves (valves which prevent reversal of flow) viz; Free 209671E 8/84 9/90 
Swing, tilting disc and dual plate: 
Brass. bronze or gunmetal bodies-125 mm (5") and above 
Iron or steel bodies 40 mm (11/2") and below 
Iron or steel bodied-900 mm (36") and over 
Stainless steel bodied-40 mm (11/2") and below 
'Stainless steel bodied 500 mm (20") and over 
Plastic bodied 
Lift, globe or piston: 
Brass, bronze or gunmetal bodied-200 mm (6") and above 
Cast iron, steel and stainless steel bodied 
Ball Check: 
Cast iron, brass, bronze, gunmetal and plastic bodied-
all sizes 
Steel and stainless steel bodied-40 mm (11/2") and over 
Foot valves: 
Cast iron, carbon steel or stainless steel bodied-
350 mm (14") and over 
Brass, bronze or gunmetal bodied-I00mm (4") and over 
Fisher GI 00 and G200 series 

HO 84.61.021 Diaphragm valves viz; Free 209672C 8/84 9/90 
Cast iron bodied-125 mm (5") and over 
Brass, bronze or gunmetal bodies-SO mm (2'') and over 
Plastic porcelain, steel and stainless steel bodied 


