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Tariff Industry Assistance (Decision) Notice No. 1985/9 - cont'd 
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Rates of Duty 
Description of Goods Normal Pref. 

Herc alloy forged sling, grab, foundry, latchlock and choker hooks 
Herc alloy safety hooks 
PWB and Midland forge claw hooks 
Mosaic tiles, mosaic frame tiles, fixing brackets or clamps 
as parts of Mimic diagram cubicles or desks 
Nitto Kohki TSP stainless steel couplers 
NMB reinforcing bar splicer sleeves, viz; 
sizes SU to 18U, SY to 18Y, in pregrout (pre) and post-grout 
(PG or STD) systems, including NMB sleeve setters, STR-DG-5 to 
STR-DG-18 as standard accessories for NMB splice sleeves 
Parafil rope terminals (steel) 
Plate lifting clamps viz: Meblo/Green Pin 
Solid or welded metal dees 
Stainless steel and galvanised steel fishing net purse rings 
Tinned copper wire, 0.6 mm 
Copper swaging tube 
Aluminium wire, for use in making cherry bung rivets 
Aluminium strip 26swg x 12.7mm wide, on condition that it is used 
only in making thermo heat exchangers 
Aluminium sheet, alloy 8011 H25 temper for manufacture of closures 
Aluminium shafts, on condition that they will be used solely 
for making arrows 
Metco spraybabbit wire 
Semi-finished toothed discs, when declared by a manufacturer to 
be used only in making tungsten carbide tipped saw blades 
Dies for wire drawing and extrusion dies for metal drawing 
Piercing and blank tools, for printed circuit boards 
Gear cutting tools, for making gears 
Leitz speed steel tipped mini finger joint cutters 
Optical fibre stripping and breaking tools, used solely in the 
stripping of optical fibres nylon coating and the cutting of the 
glass fibre core 
Triple cone drilling bits 
Two-wing coal mining drill bits with tungsten carbide inserts, 
sizes; 25mm to 50mm 
Bandknives and cutting blades. for use on footwear machinery 
Carbide tipped knives exceeding 305mm (12in) peculiar to use in 
planing and moulding machines 
Inner shield automatic self-shielded flux cored electrode 
Steam generators Jaeger brand model No.s 21110, 21101, 21031, 21041, 
21075, 21095 and 21201 
Heat resistant cast steel steam nozzles. for sootblowing 
equipment 
Cummins marine water cooled diesel engines model NTA 855M 
Water cooled engines, as may be approved; 
APPROVED: 
Allan diesel, models: Sl2-D, Sl2-F, VS12-F, S37-E, S37-G, VS37-G 
Pins, piston, not being plain unworked metal rods or tubes 
Moog industrial high performance intergrated servo control electro
hydraulic actuators 
Riken hydraulic pump and cylinder sets 
Riken power rams 
Axially split casing centrifugal pumps 
Component parts, as may be approved, for use in making 
Vickers hydraulic pumps, models; VlO, V30, V200, 25V, 
26V, 30V, 31V and 35V 
Component parts, as may be approved, for use in making 
Vickers hydraulic pumps, model 45V 
APPROVED: 
Cartridge kit, and end covers 
Pumps, centrifugal, coolant (suds pump), peculiar to use in 
pumping oils in machine tools 
Tuthill fill-rite piston type double acting hand pump, models 
FlSl and Fl52 series 
Tuthill fill-rite pumps, series 1200/12 volt DC and series 
2400/24 volt DC 
Vickers vane type high performance pump, model SOV 
MS A portable vacuum sampling kits 
Bare air compressors; 
EXCLUDING: 
(1) Reciprocating types with a piston displacement from 
.94 litres/second up to 26 litres/second (inclusive), 
calculated at a compressor speed of 700 rpm with a 
working pressure up to 1379 kPa 
(2) Reciprocating types with a piston displacement from 
20 litres/second up to 200 litres/second (inclusive), with 
working pressure from 13,750 kPa up to 30,000 kPa 
(3) Other types with a capacity from .47 litres/second up to 
18 litres/second (inclusive) free air delivered (FAD), 
measured at 700 kPa (7 bar) 
NOTE: For the purposes of this concession bare air compressors 
do not include those units which have any of the following: 
Electric motor starters, aftercoolers, separators, receivers 
Fise industrial blower motors, models; 
AS! 204 
AS2 206 
AS3 108 
AS3 208 
AS3 210 
AS3 212 
AS4 108 
AS4 208 
AS4 210 
AS4 212 
Fisher and Nielsen GSD, G3J, GST, GTE and GTES, 4 stage through 
flow vacuum motors, model G-140 mm diameter 
Rotron industrial blowers having an 8 to 1 turndown on a 
continuous basis 
Small fans with external rotor motors, capacity less than 
100 MS per hour 
Comfort King 5, evaporative coolers, for cooling 
tractor safety cabs 
Philips cryogenic apparatus, types; 
PGH 420, PHG 105, PLH 104, PPG 102, 
PPG 400, PPG 2500, PPH 110, PPH 440 
Buehl T0-50 glass tube drying oven 
Nitrogen liquefier 
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