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In~C1 * 

Description of Goods 

Galvanic time release fuse 

Immersion sampler - disc and pin type - for 
sampling molten steel 

Iron or steel trim in coils. when declared by 
a manufacturer for use by him. only in making 
lighting fixtures 

Joints and clamps. when declared by a 
manufacturer for use by him. only in making 
folding aluminium ladders 

Kimax drainline couplings. for use with Kimax 
borosilicate industrial chemical equipment. 
for drainlines~ peculiar to use in 
laboratories, acid plants, hospitals and 
universities 

Kuplex and Trawlex loadpins and retaining 
pins. peculiar for use in making chain 
components 

Kuplex choke hooko and choke hook links, 
for use in load slings 

Pewag hooks. peculiar to use for freight 
handling sl ings 

Purse Seine fishing net clips 

Semi-ellipsoidal dished head plates 
1828mnm I.D .• minimum wall thickness 14mm after 
forming, peculiar for use in L.P.F. vessels 

Semi ellipsoidal pressure vessel ends to 
B.S.550;1976; 
(1) 1235mm 0.0. X 8.00mm Min 
(2) 2159.4mm O.D. x 12.7mm Min 
(3) 2763mm O.D. x 16.00mm Min 

Semi-ellipsoidal 2:1 heads for pressure 
vessels, sizes 
3600mm O.D. x 16.5mm. 1200mm O.D. x 9mm 
and 1000mm O.D. x 9mm 

Sintered stainless steel filter pellets 
6.2mm x 9.3mm and 3.1mm x 9.3mm 

Stainless steel hooks. for use in acid 
pickling baths 

33KV R31 insulator spindles to fasten 
insulators to crossarms 

Thyrotherm 2343 alloy steel pieces 

Tirfor hooks with patented safety catches; 
A27. A33. A34 

Torispherical dished ends; 
2000mm inside diameter 
2000mm crown radius 
200mm knuckle radius 
50mm straight flange 

Torispherical dished and flanged ends. sizes; 
1524mm O.D. x 16mm thick and 
1397mm O.D. x 16mm thick 

Tubular stainless steel braid. for 
reinforcing high pressure hose 

Underwater ultra-thermic cutting rods 
regulators and lubricators 

Unistrut building fittings for use in the 
construction of Moduspan Building Frames 

US Bureau of Standards film thickness cards. 
for instrument calibration 

Vibration dampers for use with overhead 
transmission lines 

unwrought copper. eg •• electrolytically refined 
copper 

Brass strip - 7.14 x 1.2mm. 7mm x 1.6mm. 
14mm x 2. 64mm 

Brass strip 6.35mm x 0.81mm and 8mm x 1.0mm 

Brass strips; 
12.7mm x 2.24mm (13 gauge) 
7.94mm x 0.81mm (21 gauge) 

Rod. copper; 
containing not more than 1\ sulphur 

Sll braze rod 

Silicon bronze rods. Everdor No. 705 

Tobin bronze rods. exceeding 50mm in diameter 

Wrought bars of brass 7.14mm x 0.91mm 

Name and Address 
of Applicant 

Unistrut Building Systems 
PO Box 13240 
AUCKLAND 
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Ref. 
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