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Description of Goods 

S- diameter soft galvanised pad wiped wire 
CURRENT APPROVAL 
Hard drawn high tensile screen wire, not being 
high carbon wire, on condition that it is used 
only in making woven wire screen mesh 
REQUESTED APPROVAL 
Hard drawn high tensile screen wire, not being 
high carbon wire 
High tensile steel wire, when declared by a 
manufacturer for use by him only In making 
mattress springs 
CURRENT APPROVAL 
Iron or steel wire etc., viz pinion wire 
specially made for the manufacture of bathroom 
scale pinions 
REQUESTED APPROVAL 
jlathrOOll scale pinion wire 
Plastic coated wire, wben declared by a 
manufacturer for use by him, only in making 
chain link netting 
Polyvinyl coated tie wire for use in holding 
together of epoxy coated reinforcing 
CURRENT APPROVAL 
Rolled trapezoidal sections (SR washer spring 
wire) annealed spring wire to BSI6: 1975 or as 
14729, on condition it is used only for making 
Kantlink spring washers 
REQUESTED APPROVAL 
Rolled trapezoidal sections (SR washer spring 
spring wire) annealed spring wire to BSI6: 
1975 or as 14729 
CURRENT APPROVAL 
Safelight colour separation filters on 
condition that tbe goods are used solely in 
cOlIIDercial and industrial reprographic houses 
REQUESTED APPROVAL 
Safeligbt colour seperation filters 
CURRENT APPROVAL 
Spring wire, on condition that It Is for use only 
in making lightning droppers for fencing purposes 
REQUESTED APPROVAL 
Llgbtnlng fence dropper spring wire 
CURRENT APPROVAL 
Staple wire as may be approved for use solely 
In the manufacture of collated staples 
APPROVED: 
(a) copper coated wire 
(b) galvanlsed wire less than I.S- diameter 
REQUESTED APPROVAL 
Collated staple wire as may be approved: 
APPROVED: 
(a) copper coated wire 
(b) galvanlsed wire less tban 1.6II1II diameter 
CURRENT APPROVAL 
Steel wire, not coated, not insulated with a 
diameter greater than 1.80111D on condition that 
it will be used solely in tbe manufacture 
of steel wool 
REQUESTED APPROVAL 
Steel wire, not coated, not insulated with a 
diameter greater than 1. 80111D 
Steel wire of diameter 3.15nJD and steel wire 
not coated, not insulated, wi tb a diameter 
exceeding 1. 801IIII, for use in making steel wool 
CURRENT APPROVAL 
Tinned r galvanlsed mild steel paper clip 
wire for use solely in tbe manufacture of 
paper clips 
REQUESTED APPROVAL 
Tinned or galvanlsed mild steel paper 
clip wire 
CURRENT APPROVAL 
Uncoated stress relieved wire for prestressing 
concrete to BS 2691·1963 section 1 and 2 
indented type In sizes 5.01llD, 4.06mm and 
3.25111D diameters 
REQUESTED APPROVAL 
Uncoated stress relieved wire to BS 2691·1963 
section 1 and 2 Indented type in sizes 5. Qam, 

4.06111D and 3.25111D diameters 
CURRENT APPROVAL 
White annealed stitching wire, 0.5111D (26 s.w.g.) 
diameter, when declared by a manufacturer for 
use by him only In making Poly twist bag closures 
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