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Tariff Inaustry Assistance (Decision) Notice No. 1987/36-continued 
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Description of Goods 
Rates of Duty 
Normal Pref. 

less than 26.5 MHz 
Aerials and antennae 

Other kinds 

JVC model TM·22EG/EK 6" portable colour video monitors 
Synthesised aviation band (118 MHz), two way, hand held 
radio transceivers 
Electric traffic control equipment for railways, roads or 
inland waterways and equipment used for similar purposes 
in port installations or upon airfields 
Electric sound or visual signalling apparatus (such as bells, 
sirens, indicator panels, burglar and fire alarms), other 
than those of heading No. 85.09 or 85.16 
Non electrolytic capacitors, fixed and variable, and parts 
thereof, with a capacitance equal to and exceeding 2.5 micro 
farad and to a voltage rating exceeding 190 volt AC or 
268 volt DC 
Printed circuits 

Asea masterpiece 010, 020, 051, 100 and 200 progralllD8ble 
control equipment 
Programmable controllers, type Asea MP200 range 
Switchboards and control panels 

Mountea piezo·eiectric crystals of quartz 

Metal detectors 

Other 

Personal R.F. transmitter and taperecorder detector 
Hovercraft 
Data logging systems designed for the measuring, 
indicating of physical aata such as temperature, 
humidity, voltage, current, power and flow pressure 
EXCLUDING: 
(1) Public water supply data logging equipment 
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32.5 

Echo-sounding, ultra-sonic and detecting equipment 32.5 
having a maximum aepth range of up to 110m, 
excluding her~etically sealed units 
Electrical measuring, cheCking, analysing or 32.5 
automatically controlling instruments and apparatus; 
Bin and hopper level control 
Electronic differential thermostat switches designed to monitor 32.5 
or control the flow of gases, liquids or solids in the control of 
forced circulation solar heating systems, controlling loads up to 
lOhp or 7.5 kilowatts resistive 
Electronic marine instruments for recording boat speed 32.5 
and distance other than Decca Logs and Seafarer Logs 
Energy management systems, peculiar to use for 32.5 
measuring analysing and controlling electrical demand 
Gas detection systems, peculiar for use in commerical and/or 32.5 
industrial environments, which measure and report concentrations 
of flamable or toxic gases in the air via alarm and/or analogue 
Moving iron ammeters and voltmeters, flush mounting, quadrant 32.5 
scale, to accuracy class 1.5 and having face sizes from 72mm 
144mm square 
Moving coil and moving coil/rectifier ammeters and voltmeters, 
flush mounting, have face areas of between 5184 square 
millimeters and 9216 square millimeters and having sector, 
quadrant or circular scales 
NOTE: circular, sector and quadarant type scales are illustrated 
in Fig. 2 on pages 11 and 12 of B.S. 3693, PART I, 1964, "Tbe 
Design of Scales and Indexes." 
Portable electrically powered gas leak detector, gas detector and 32.5 
gas moni tor and smoke warning alarms 
Post payment self-service petrol dispensing systems 32.5 

Power factor correction systems, including power factor 
controllers and anci llary equipment mounted in a cODlDOn cubicle 
and designed to measure and automatically control the overall 
power factor in a 3-phase electrical installation, and such power 
factor controllers when imported separately 
Telemetry system designed for the remote control 
measuring and indicating of phYSical and electrical 
data, such as voltage, current, power and position status 
Variable speed, controllers for a.c. motors, sizes 2.2kW, 
4kW, 7. 5kW, and 75kW 
Variable speed, controllers for a.c. motors, sizes up to and 
including 215kW 
Electronic taximeters 
Ripple signal control equipment excluding equipment 
designed for systems of 66KV and above 
Extruding machine pressure transducers 
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780205G 10/87 2/88 
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780207C 10/87 2/88 
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