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TARIFF INDUSTRY ASSISTANCE (DECISION) NOTICE NO. 1988/22 
Decisions of the Minister of Customs in respect of Part I and Part II of the Customs Tariff 

I Notice is hereby given that the following decisions have been made in respect of the goods published in the Schedules to this notice. 
2 SCHEDULE 2 - Decisions cancelled. The cancellations listed in this schedule take effect seven days from Gazette date unless otherwise 

specified, eg, WEF (date). 
SCHEDULE 3 - Limi ted Decisions 
(a) Approvals given under Schedule 3 are restricted to the applicant for whom the approval was originally given and are not 

available for general use. 
This Notice only serves to inform the importing/manufacturing community of the approvals existence. 
(b) Schedule 3 and 4 will not be published in the Consolidated List of Decisions. 

4 It should be noted that any concession or determination can be subject to amendment or cancellation by notification in the Gazette. 
5 Where the month of the start date and end date is shown the day of the start date is the first day of that month and the day of the 

end date is the last day of that month - eg, 3/88 to 9/89 is 1/3/88 to 30/9/89. 
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SCHEDULE I 
General Decisions Approved 

Description of Goods 

Silopren crosslinking agent BO (tris-butanonoxim-methylsilane) 
Anafrani I tablets 
Pad printing process inks 
ISO Kokillenschlichte NT ladle coat for foundry ladles 
and launders 
JSR ASS 12 and JSR ASS 38R 
Chlorinated polyvinyl chloride 
Astacin finish PUM being an aqueous anionic polyester and 
polyurethane dispersion 
Typing correction slips i.e. polyester film tabs 
Apollo bath fitted with built-in seat lift operated by a 
mains water pressure hydraul ic mechanism 
Nylon drag chain 
Plastic shovels as may be approved; 
APPROVED: 
GPI, GP2, GP3, GP4, GP5, GP6, GP7 polypropylene; 6981, 6982 
Dodgem car protect i ve tyre surrounds 
Self-adhesive mounting boards (including foam boards) 

Imitation butterflies of woven fabric and wire construction 
MPK 125 grade insulating brick 
Refractory bricks viz; hippo 60L brick, bottom well block 
atlas 59 top well block sintered mullite, HA STA honary top 
plates, topwell block 85% alumina, melter refractory tiles 
- OT60 OT70 OFL 117 HA60 granulation stone, si llmax refractory 
bricks 66 
Refractory bricks viz: melter roof tiles, HCI vision 2 
well blocks 
Tundish well block VL270-4 stein 45D refractory bricks -
standard and tar impregnated 
Ornamental ceramic buildings 
Preserving jars 
Bottles and jars having a capacity of 200ml to 250ml 
Bottles and jars under 200ml capacity 
Glassware of a kind used for table, kitchen, toilet, office, 
indoor decoration or similar purposes except cups, saucers and 
plates, whether or not in sets, of tariff items 7013.10.00 
and 7013.39.00 
Cups, saucers, and plates, whether or not in sets 

Galvanised, pad wiped wire sizes 1. 02mm , 1. 22mm, 1. 35mm , 
galvanised pad wiped wire sizes 1. 57mm, 1. 99mm, 2.95mm, 
2.71mm with a 7% minimum elongation flat wire - RG35 and staple 
Jib-rig attachment for fork hoists 
Stainless blades for ki tchen knives under 127mm in length 
Used or reconditioned Jaguar motor vehicle engines 4200cc 
Parts of vehicle engines, for use only on approved bases of 
Tariff headings 84.26, 84.27, 84.28, 84.29, 84.30 
Hydraulic gear pumps with continuous pressure rating 
of 3150 psi (220 bar) and a maximum rating exceeding 
3500 psi (245 bar) 
Oil fired aluminium smelting furnace 
Electric hot towel steamer 
Stainless steel solder bath to contain and melt solder 
Activated carbon portable air filter 
, 'Mul ti " tyred compactors including multi tyred combinat ion 
un! ts 
Lanham automatic and fully integrated' 'proof and bake" 
system, with production capacity of 400 x 4 inch (24,000 per 
hour) hamburger type buns per minute 
Venetian blind slat cutting and punching machine 
Air cannons 
Check valves (valves which prevent reversal of flow) 
viz; 
In line steel bodied check valves - over ('14 in.), 
SWING, TILTING DISC AND DUAL PLATE: 
Brass, or gunmetal bodies - 125 mm (5 in.) and 
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721279J 
100672L 
702875L 
702913G 

702915C 
702912J 
7028800 
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72ll91A 
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