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Tariff Industry Assistance (Advertisement) Notice No. 1988/41-continued 

Tariff 
Item 

+ 

Description of Goods 

non-adjustable; 
straight shank, all sizes under 14.29mm morse taper shank, 
al I sizes over 14. 29mm 
(g) Router bits, with cutting or working faces of high 
speed steel or of tungsten carbide 
(h) Milling Cutters; 
Tungsten Carbide tipped, circular other than throw away 
tip type 
(i) Facing Cutters, Tungsten Carbide tipped, circular 
other than throw away tip type 
(j) Profile and Cutter Heads, Tungsten Carbide and HSS 
Tipped for use with woodworking machines 
(k) Toolbits 
( i) M42 Cabal t High Speed Steel 
Imperial sizes 
1/2 X 3/32 X 4 1/2'' 
5/8 X 3/32 X 5' ' 
3/4 X 1/8 X 6" 
7/8 X 1/8 X 7" 

I X 3/ 16 X 8" 
3/16 X 2 J/2'' 
3/16 X 3'' 
I /4 X 2 1/2'' 
1/4 X 3" 
1/4 X 4" 
5/16 X 2 J/2'' 
5/16 X 3'' 
5/16 X 4'' 
3/8 X 3'' 
3/8 X 4'' 
3/8 X 6" 
1/2 X 4" 
1/2 X 6" 
5/8 X 4 1/2'' 
3/4 X 5" 

X 7'' 
(ii) M2 High Speed Steel 
Imperial Sizes 

Bevel 
Bevel 
Bevel 
Bevel 
Bevel 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 
Square 

3/16 x 2 1/2'' Square 
1/4 x21/2'' Square 
5/16 x 2 1/2'' Sqaure 
3/8 x 3'' Square 
1/2 x 4'' Square 
5/8 x 4 1/2'' Square 
3/32 x 3'' Round 
1/8 x 3" Round 
5/32 x 3'' Round 
3/ 16 x 4" Round 
1/4 x 4'' Round 
5/16 x 4'' Round 
3/8 x 4'' Round 
7 / 16 x 4'' Round 
1/2 x 4" Round 
(2) Lathe tools (brazed on tips), Tungsten Carbide Tipped, 
standard pattern 
(3) Knives-tungsten carbide tipped-steel 
( 4) Bi ts and reamers, rotary diamond 
(5) Bits and reamers, rotary, tungsten carbide, excluding; 
percussion, carbide insert and button types 

8408.10.09 CURRENT APPROVAL 
Nanni marine diesel engine model 4.180, 4.110, 4.240 

8408. 10.09 REQUESTED APPROVAL 
Nanni marine diesel engine model 4.110, 4.240, 4.180, 
4. 190 

8413. 70.09 Stainless steel self priming, shallow well jet pump 

8413.81.19 Air driven air pressure amplifiers 

8413.81 .19 Automatic cycling gas ·pressure and double acting piston 
pumps 

8414 . 80 . 0 I CURRENT APPROVAL 
Compressor outfits, other than vehicle drawn; 
EXCLUDING: 
(I) Reciprocating types with a piston displacement from 
0.94 litres/second up to 26 litres/second (inclusive), 
with working pressures up to 1100 kPa 
(2) Reciprocating types with a piston displacement from 
20 litres/second up to 200 litres/second (Inclusive), 

Name and Address 
of Applicant 

Brown Brothers Engineers Ltd 
C/ ·MSAS Cargo International Ltd 
PO Box 357 
AUCKLAND 

Part 
II 

Ref. 

99 

99 

Russell Pool Ltd 99 
PO Box 548 
ROTORUA 
Air Driven Pump Industries (NZ) Ltd 99 
Ci-Colebrook Bros Ltd 
PO Box 1296 
AUCKLAND 
Air Driven Pump Industries (NZ) Ltd 99 
CJ-Colebrook Bros Ltd 
PO Box 1296 
AUCKLAND 

99 

Appn. 
Ref. 
No. 

602065J 

AK 801233E 

AK 801260B 

AK 801258L 

AK 801257B 

682717K 

4283 

'Category 
of 

Appn. 

VA 

VA 

A 

A 

A 

VA 


