NOVEMBER

FIFTEENTH SCHEDULE

Tools, Measuring Instruments, Spare Parts, Etc.

Radiotelephone Fishing Boats of Class I

Tools—
1 15 cm smooth file:
1 jointing knife:
(*) 1 insulated screwdriver, not less than 20 cm in length, with 6 mm blade:
(*) 1 spanner adjustable to 25 mm gap:
1 hacksaw and blades:
1 pair of 15 cm long-nosed pliers with sidecutters.

Measuring Instruments—
1 hydrometer.

Spare Parts and Spare Equipment—
50 percent of the number of insulators in use (excluding lead-in insulators).

Miscellaneous Items—
10 metres of each rating of fuse wire, 5 ampere and 15 ampere, Where cartridge fuses are fitted, 6 spare fuses of suitable rating for each fuse position.
(*) Where special nuts and screws are used for fastening, suitable tools shall be provided.

SIXTEENTH SCHEDULE

Form of Radiotelephone Logbook

<table>
<thead>
<tr>
<th>Date and Time (N.Z.S.T.)</th>
<th>Station From</th>
<th>Station to</th>
<th>Frequency Used</th>
<th>Record of Working</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Explanatory Note:

These performance standards retain the provisions of the Schedules to the 1967 Shipping Radio Rules (and amendments) and the 1971 Fishing Boat Radio Rules (and amendments) and are an interim measure until new performance standards are promulgated to include the most recent SOLAS and IMO recommendations, including the GMDSS.

Signed at Wellington this 31st day of October 1989.

W. P. JEFFRIES, Minister of Transport.