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Tariff Concession Approvals, Withdrawls and Declines Notice No. 1990/35-continued 
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Tariff 
Item 

7217 .12.00 

8414.59.09 

8414.59.09 

8416.20.00 

8479.89.00 

8481.80.19 

Tariff 
Item 

32.05 
3823.90.69 
3926.30.00) 
3926.90.59) 
6304.99.00) 
7007. 19.00) 
7318.12.00) 
7318.15.09) 
8204. 11.00) 
8301.30.00) 
8302.10.00) 
8304.42.00) 
3926. 90. 69 
3926.90.69 
68.04 
6907 .10. 09) 
6907.90.00) 
70.03) 
Whole Item 
70.03) 
Whole Item 
7103.91.00 
7103.99.09 
Whole Item 
7103.99.09 
7315.11.01 
7315.11.01) 
7315. 12. 09) 
7315. 19.09) 
7326.90.09 
8205.59.19 
8205.59.19 
Whole Item 
8205.60.00 
8205.70.09 
8205. 80. 00 
8205. 90.19 
Whole Item 
8206.00.00 
Whole Item 
8429.11.00) 
8429. 19.00) 
8431. 49 
85.40) 
8540.30.00) 
85.40) 
8540.89.00) 
8540.41.00) 
8540. 89. 00) 
8540.49.00 
8540.89.00 
8540. 91.00 
8541.40.00) 
8541.29.00) 

Description of Goods 

Wood pulp baling wire galvanised, pad wiped, size 2.32 and 
2.95mm dia. with a zinc coat weight not exceeding 40 grams/M2 
and a tensile strength of 1000 - 1200 N/mm2 - 165 tonnes 
only ex Wellington Star Vl269 and 1287, Southland Star Vl291 
Blowers - supplied without motors and with accessories 
1. Root es type rotary blower rated for 90Qm3 /h at 800mbar. 
Holmes type HR20 
2. Rootes type rotary blower rated for 610m3 /h at lOOOmbar. 
Holmes type HR21 
Imported ex ''Contship Brave'' July/August 1990 
High pressure centrifugal fan rated for 910ro3 /h at 160mbar 
imported ex ''Contship Brave'' July/August 1990 
Kiln burner - supplied with accessories and spare parts, 
multi-channel high pressure kiln burner for pulverised coal fuel, 
KHD Pyro-jet model IIDJ /KOl25 rated at 125GJ /H, proprietary 
design by KHD Humboldt Wedag, certified explosion resistant to 
10 barg, imported ex ''Contship Brave'' July/August 1990 
Venturi injector for pulverized coal feed at 5.0t/hr, 
certified explosion resistant to 10 barg, proprietary design 
by IBAU Hamburg, fabricated construction with cast basalt 
lining, imported ex ''Contship Brave'' July/August 1990 
Rotary valve - supplied complete with variable speed drive, 
drop through style rotary valve feeder at 5t/h, certified 
explosion resistant to 10 barg, manufactured by 
Zel lenradschleuse, adjustable knife edges, imported ex 
''Contship Brave'' July/August 1990 

Description of Goods 

Electrically ... paint 
Two ... dispenser 
Component ... only 

Acrylic ... holder 
3m ... drapes 
Solid ... 55mm 
Unglazed ... thick 

Heat panels 

Heat sheet 

Rubies, ... strung 
Pree i ous other 

Cultured blanks 
Roller . . . thereof 
Roller, ... thereof 

Stainless ... supports 
Bactiloop ... complete 
Hand ... guns 

Blow lamps 
Vices, ... clamps 
Anvils, ... frameworks 
Sets ... 82.05 

Tools ... sale 

Bulldozers ... boom) 

Parts 
Other 

machines 
tubes 

Thermionic . . . other 

Other ... dissipation 

Microwave ... tubes 
Mercury- arc . . . parts 
Parts tubes 
Solar ... (modules) 

THIRD SCHEDULE 
Concession Approvals Withdrawn 

Rates of Duty 
Normal Pref. 

Free Free 

Free Free 

Free Free 

Free Free 

Free Free 

Part 
II 

Ref. 

99 

99 

99 

99 

99 

Ref. 
No. 

982496A 

983131C 

983133K 

983130E 

983129A 

Ref. 
No. 

620701E 
980276C 
920957D 

981647L 
561069K 
600833L 
820902C 

681068D 

681067F 

701156D 
721119J 

208340L 
981059F 
700790G 

601052A 
820147B 
780933G 

780934E 
780935C 
780936A 
780937K 

780938H 

581653L 

461922G 
114128H 

114132F 

l 14129F 

720476A 
721723E 
114118L 
461138B 

3381 

Effective 
From To 

4/90 

7/90 

7/90 

7/90 

7/90 


