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Rates of Duty 
Description of Goods Normal Pref. 

High tensile steel wire, when declared by a manufacturer for use Free Free 
by him only in making mattress springs 
Uncoated roping wire - 0.19mm to 4.20mm diameter Free Free 
1370 to 2050 N/mm2 

Drawn zinc coated roping wire as fol lows: Free Free 
0.19mm to 0.48mm inclusive 1770 to 2050 N/Mm2 
0.49mm to 2.4mm inclusive 1420 to 2050 N/Mm2 

I. 25mm 1370 N/Mm2 
2. 25mm 1570 to 1770 N/Mm2 
2.6mm to 4.20mm 1420 to 2050 N/Mm2 

High carbon, coated, steel spring wire ( .60 to .9()% carbon) Free 
to BS5216 HS quality 

Cold drawn seamless steel tubing less than 100mm diameter Free 
Drawn steel seamless steam pipes to A. P. I. grade B5L material and Free 
equivalent specifications 
Seamless steel pipe 100mm to 210mm internal diameter Free 
Steel, seamless to A.P.I. 5L or DIN 2448, and Free 
stainless steel ANSI B36 .19 or DIN 2463 
E.R.W. boiler tube to BS3059 

Stainless steel schedule 40 and 80 welded or seamless tubing 

Ammonia pipe, seamless, other than steam 
Carbon steel hollow bar 
Cold drawn seamless steel tubing, 113mm, 127mm, 154mm 
Seamless, cold-drawn, steel hydraulic tube 
Seamless hollow bar 
Tubes and pipes of iron or steel, viz; 
seamless and welded ammonia tube to B53602 Part I 1978, 
grades 360, 410. 460 and 490 
NB up to and including 450mm NB 
Seamless carbon steel hollow bar 

Heavy wall seamless tube AS'lll Al06 grade B standard, with a 
minimum wall thickness of 10mm 
Hot finished, seamless, steel tube 
Preinsulated steam traced tubing consisting of single or 
multiple process lines of stainless steel tube and single 
trace line of copper tube, insulated with glass wool in a 
PVC casing 
Stainless steel capillary tubing under 5mm O.D., seamless, 
other than steam 
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Stainless steel nipple tube, seamless, schedule 5 and schedule 10 Free 
Stainless steel pipe, seamless, to AP! 54 or DIN 2448 Free 
and/or seamless or welded to ANSI B36.19 or DIN 2463 
Stainless steel seamless tubing (square or round) 
Stainless steel pipe and tubing, cold drawn seamless, annealed 
and pickled or softened and descaled, exceeding 76.5mm O.D. 
•AISI, types 304, 310, 316, 321 
Annealed stainless steel tube, greater than 63.5mm O.D. 
AISI types 304, 316, 321, stainless steel tubing, 
cold drawn annealed seamless softened and descaled in 
random lengths, sizes less than 76.5 mm (3 inch) O.D. 
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Free 
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Stainless steel nipple tube, seamless, schedule 5 and schedule 10 Free 
Stainless steel seamless tubing (square or round) 
Tubes and pipes of stainless steel, round-seamless of nominal 
internal diameter, less than 100mm and/or nominal diameter 
100mm or more viz: specialty stainless steel alloys 223 FAL, 
253 MA, 254 SLX, 254 SMO, and 904 L 
Tubes and pipes of iron or steel, viz; 
seamless and welded carbon and al Joy tubes with low 
temperature properties to BS 3603 410 LT 50, BS 3603 503 
LT 100, BS 3603 509 LT 196, up to and including 450mm NB 
Configurated tubes with diameters of less than 102mm 
Stainless steel seamless tubing (square or round) 
Steel, seamless to A.P.I. 5L or DIN 2448, and 
stainless steel ANSI B36 .19 or DIN 2463 
Welded steel conduit 
Abrasion-resistant steel pipe with an inner lining 
of alloy steel hardened to a minimum of 600 Brine! I, 
complete with flanges 
Cold drawn welded steel tube 10mm O.D. with 2mm wall 

Steel, seamless to A.P.I. 5L or DIN 2448, and 
stainless steel ANSI B36 .19 or DIN 2463 
Welded steel conduit 
ERW API 5L grade B plain steel pipe, all diameters up to 220mm 
O.D., on condition that the pipe is for use solely for high 
dens! ty polyethylene coating in NZ 
Tubes and pipes of iron or steel, viz; 
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Ref. 
No. 

109239B 

800635A 

800185F 

800190B 

460335E 
109353D 

46!700C 
580806F 

503062F 

460219G 

202220G 
521723H 
109346A 
460218J 
603319K 
203630E 
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931315L 
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